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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P588766
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2102-135-1)

Test Lab:  INNOVATION CENTER

Issue Date:  12/8/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  FMR-24-2-LD4-1HI-50-UNV-81-85-EDD

Description:  2X2 FMR TROFFER WITH .156 CLEAR PC FIXTURE SIDE AND .187 CLEAR PC
ENVIRONMENTAL SIDE LENSES WITH, 80 CRI AND 5000K CCT LEDS

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2334.0 lumens
Efficiency: N/A

Efficacy: 108.1 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.23 / 1.33

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  21.6
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P588766

CATALOG NUMBER: FMR-24-2-LD4-1HI-50-UNV-81-85-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P588766

CATALOG NUMBER: FMR-24-2-LD4-1HI-50-UNV-81-85-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 100 96 99 96 93 95 93 90 91 90 88 86

2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 89 80 73 67 77 71 66 75 69 65 72 68 64 62

4 84 73 64 58 82 71 64 58 69 62 57 67 61 56 65 59 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46

6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 39 50 43 38 48 42 38 36

8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 29 53 41 33 28 40 33 28 39 33 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2492 2492 2492
5° 2484 2485 2537

10° 2434 2455 2472
15° 2453 2439 2453
20° 2411 2411 2437
25° 2337 2388 2415
30° 2305 2345 2408
35° 2251 2310 2362
40° 2163 2267 2277
45° 2098 2172 2176
50° 2029 2120 2080
55° 1933 1971 1957
60° 1808 1826 1793
65° 1612 1653 1600
70° 1383 1388 1349
75° 1095 1093 1050
80° 733 713 685
85° 398 395 371
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P588766

CATALOG NUMBER: FMR-24-2-LD4-1HI-50-UNV-81-85-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 87.1 3.7 0° 926 926 926 926 926

10°-20° 246.9 10.6 5° 920 917 920 917 939 87
20°-30° 369.9 15.8 15° 880 870 876 880 880 245

30°-40° 438.4 18.8 25° 787 791 804 815 813 364
40°-50° 439.2 18.8 35° 685 687 703 719 719 425

50°-60° 372.8 16.0 45° 551 562 571 586 572 426
60°-70° 251.3 10.8 55° 412 409 420 417 417 367

70°-80° 110.4 4.7 65° 253 250 260 250 251 252
80°-90° 17.9 0.8 75° 105 103 105 98 101 113

90°-100° 0.0 0.0 85° 13 13 13 12 12 19
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 703.9 30.2
0°-40° 1142.3 48.9
0°-60° 1954.3 83.7
0°-90° 2334.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2334.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P588766

CATALOG NUMBER: FMR-24-2-LD4-1HI-50-UNV-81-85-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 926.1 926.1 926.1 926.1 926.1

2.5° 934.1 927.0 920.5 928.1 932.8
5° 919.5 917.3 919.9 917.1 939.2

7.5° 900.6 908.9 913.6 910.6 912.0
10° 890.6 887.7 898.3 905.7 904.7

12.5° 879.8 884.1 884.7 892.7 893.4
15° 880.4 870.2 875.6 880.2 880.5

17.5° 846.2 857.2 860.9 871.3 858.4
20° 842.0 834.0 842.0 852.7 851.0

22.5° 816.3 807.3 824.6 834.0 833.4
25° 787.1 791.4 804.3 814.9 813.2

27.5° 761.5 766.6 785.0 799.4 790.1
30° 741.8 739.3 754.8 767.8 774.9

32.5° 706.5 715.6 733.8 746.6 739.8
35° 685.1 687.2 703.1 719.3 718.9

37.5° 647.7 657.2 679.5 684.1 679.9
40° 615.8 625.2 645.4 650.3 648.3

42.5° 592.2 593.9 611.2 616.9 607.9
45° 551.2 561.5 570.8 585.5 571.7

47.5° 516.3 521.1 541.2 545.1 537.8
50° 484.6 486.3 506.5 501.6 496.8

52.5° 444.8 451.9 463.2 462.3 456.6
55° 412.0 409.3 420.1 417.2 417.1

57.5° 372.7 377.5 386.3 381.8 374.5
60° 335.9 336.0 339.2 334.1 333.1

62.5° 294.9 296.3 297.0 290.7 301.0
65° 253.1 249.8 259.6 249.7 251.3

67.5° 214.7 216.4 215.5 209.2 211.6
70° 175.8 177.9 176.4 169.3 171.5

72.5° 140.1 137.5 139.2 130.3 134.4
75° 105.3 103.2 105.1 97.7 101.0

77.5° 71.7 73.4 72.2 68.3 70.5
80° 47.3 46.0 46.0 43.8 44.2

82.5° 27.6 26.3 25.9 25.2 26.3
85° 12.9 12.6 12.8 12.4 12.0

87.5° 4.7 4.8 4.8 4.5 4.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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