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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974097
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-20-L830-CA080
Description:  SHAPER SENSE CIRCLE

Light Source:  FLR2-24-20-L830-CA080
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2120.8 lumens
Efficiency: N/A

Efficacy: 127.0 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  16.7
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Scaled Data Report

TEST NUMBER: P974097
CATALOG NUMBER: FLR2-24-20-L830-CA080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974097
CATALOG NUMBER: FLR2-24-20-L830-CA080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1010 1010 1010
5° 1012 1012 1011

10° 1012 1012 1012
15° 1013 1012 1012
20° 1012 1011 1010
25° 1010 1008 1006
30° 1005 1002 1000
35° 998 996 992
40° 990 984 982
45° 977 971 968
50° 959 951 948
55° 936 923 921
60° 897 881 881
65° 839 819 822
70° 755 732 730
75° 634 609 606
80° 463 440 459
85° 262 241 245

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 977 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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TEST NUMBER: P974097
CATALOG NUMBER: FLR2-24-20-L830-CA080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 71.2 3.4 0° 750 750 750 750 750
10°-20° 205.2 9.7 5° 749 749 749 749 748 71
20°-30° 312.9 14.8 15° 727 727 727 727 727 205
30°-40° 379.0 17.9 25° 680 679 679 678 678 313
40°-50° 393.7 18.6 35° 608 607 606 605 604 380
50°-60° 352.2 16.6 45° 513 512 510 509 509 396
60°-70° 256.7 12.1 55° 399 396 393 393 393 356
70°-80° 127.1 6.0 65° 264 261 257 258 258 261
80°-90° 22.7 1.1 75° 122 120 117 119 117 130
90°-100° 0.0 0.0 85° 17 16 16 16 16 24
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 589.3 27.8
0°-40° 968.3 45.7
0°-60° 1714.2 80.8
0°-90° 2120.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2120.8 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 
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TEST NUMBER: P974097
CATALOG NUMBER: FLR2-24-20-L830-CA080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 750.4 750.4 750.4 750.4 750.4
2.5° 750.4 750.1 750.1 750.4 749.8

5° 749.0 749.3 749.0 749.0 748.5
7.5° 746.1 745.8 745.5 745.8 745.0
10° 740.9 740.9 740.7 740.9 740.4

12.5° 734.8 734.8 734.8 735.0 734.8
15° 726.9 726.7 726.7 727.2 726.7

17.5° 717.8 717.5 717.5 717.3 716.7
20° 706.5 706.5 706.2 705.9 705.1

22.5° 694.4 694.1 693.3 693.3 692.2
25° 680.1 679.3 678.8 678.5 677.7

27.5° 664.5 663.4 662.6 662.1 661.3
30° 647.0 645.9 645.1 644.3 643.8

32.5° 628.1 627.6 626.3 626.0 624.9
35° 607.9 607.1 606.3 605.3 604.2

37.5° 586.4 585.6 583.7 583.2 582.4
40° 563.5 562.4 560.0 560.0 559.2

42.5° 539.0 537.9 536.3 535.2 534.7
45° 513.4 512.4 510.5 509.4 508.9

47.5° 486.2 485.4 483.3 482.5 481.7
50° 458.0 456.9 454.5 453.9 453.1

52.5° 428.4 427.8 424.6 424.3 423.5
55° 399.0 396.1 393.4 393.4 392.8

57.5° 366.7 364.6 361.1 361.1 360.5
60° 333.3 331.4 327.4 327.9 327.4

62.5° 300.7 296.7 292.9 294.5 293.2
65° 263.6 261.4 257.4 258.5 258.2

67.5° 229.7 225.6 221.9 224.0 222.9
70° 192.0 189.8 186.0 188.2 185.5

72.5° 156.4 154.5 150.8 153.2 150.5
75° 122.0 120.1 117.1 119.3 116.6

77.5° 89.4 88.0 85.3 87.5 88.0
80° 59.8 58.2 56.8 58.7 59.2

82.5° 35.0 33.9 33.4 33.7 35.0
85° 17.0 15.6 15.6 15.9 15.9

87.5° 4.6 4.0 4.6 4.8 5.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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