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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P400932

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G1-2004-754-5)
Test Lab:  INNOVATION CENTER

Issue Date:  5/20/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  INVUE

Catalog Number:  ENV-SA1A-735-U-SL4
Description:  ENTRI LED LUMINAIRE

(1) 70 CRI, 3500K, 350mA LIGHTSQUARE WITH 16 LEDS AND TYPE IV SPILL LIGHT
ELIMINATOR OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  2435 lumens

Efficiency:  N/A
Efficacy:  121.1 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')
IES Classification:  Type IV - Short - Non-Cutoff

BUG Rating:  B0 - U0 - G1

Input Watts (W):  20.1
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4

Based on 10 foot mounting height.  Maximum calculated value = 4.5 fc
Type IV - Short - Non-Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 379.7 0.0 379.7

% Fixture 15.6 0.0 15.6
Street Side Lumens 2055.3 0.0 2055.3

% Fixture 84.4 0.0 84.4
Total Lumens 2435.0 0.0 2435.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 40.1 1.6
10°-20° 103.3 4.2
20°-30° 158.5 6.5
30°-40° 228.9 9.4
40°-50° 329.3 13.5
50°-60° 454.7 18.7
60°-70° 573.3 23.5
70°-80° 497.1 20.4
80°-90° 49.8 2.0
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 2435.0 100.0
0°-180° 2435.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 196.3 8.1
FM (30°-60°) 835.6 34.3

FH (60°-80°) 982.8 40.4 G1/1800
FVH (80°-90°) 40.7 1.7 G1/100

BL (0°-30°) 105.7 4.3 B0/110
BM (30°-60°) 177.3 7.3 B0/220

BH (60°-80°) 87.6 3.6 B0/110 G0/110
BVH (80°-90°) 9.1 0.4 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B0-U0-G1

Type IV Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 40° 45° 55° 65° 75° 85°

0° 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5

2.5° 460.4 460.0 461.1 460.4 459.3 458.5 458.2 456.0 455.3 453.1 450.1
5° 458.5 458.5 458.5 457.8 455.6 454.9 454.2 450.9 448.7 445.0 439.6

7.5° 452.3 453.4 453.1 452.7 450.9 450.1 449.0 445.0 442.1 436.6 429.7
10° 446.5 446.5 446.9 448.3 447.6 448.0 447.6 443.2 439.2 432.3 423.5

12.5° 438.1 439.6 441.7 445.8 447.6 449.0 449.0 445.8 441.4 433.0 422.8
15° 433.0 434.8 440.3 447.6 452.0 454.5 455.3 451.2 445.8 437.4 426.0

17.5° 430.8 433.0 443.2 453.4 461.1 463.3 463.7 459.3 453.4 443.2 430.1
20° 433.0 435.5 449.0 462.9 472.0 473.9 474.6 468.4 461.1 451.2 434.1

22.5° 441.4 445.0 460.0 475.0 484.5 487.0 486.3 477.5 470.2 459.6 439.2
25° 459.6 461.8 475.3 491.4 498.7 501.6 499.8 489.9 480.4 469.9 446.5

27.5° 480.8 483.7 498.0 510.0 514.8 515.5 513.7 503.4 492.9 484.1 457.8
30° 506.4 508.9 520.6 529.7 530.1 530.5 529.4 517.7 508.9 502.0 474.2

32.5° 533.4 533.7 545.8 550.2 547.3 548.3 547.3 534.5 528.3 526.1 495.8
35° 558.2 558.6 571.0 572.4 567.7 568.1 570.3 555.3 555.3 560.4 527.9

37.5° 581.9 583.0 594.0 592.5 590.7 594.0 596.9 584.1 591.4 606.0 567.0
40° 599.8 602.4 617.0 616.3 620.3 623.6 626.1 619.5 631.2 659.7 615.2

42.5° 611.5 616.6 637.4 642.5 649.5 655.3 659.7 659.3 679.8 719.2 666.3
45° 623.6 628.7 656.4 668.8 680.5 689.6 698.0 702.4 734.9 782.0 725.8

47.5° 638.2 642.5 673.6 698.0 713.0 725.4 740.4 749.9 791.1 845.9 780.9
50° 660.4 663.3 691.1 729.1 748.0 765.2 783.8 803.2 851.7 911.2 829.1

52.5° 689.3 691.1 711.5 760.5 790.8 809.0 836.8 862.3 913.4 970.4 868.5
55° 722.1 720.7 736.4 798.1 833.5 860.9 895.2 921.1 978.4 1021.9 899.9

57.5° 755.0 753.9 766.3 834.2 887.5 919.6 955.0 982.4 1037.9 1070.0 922.6
60° 786.4 782.4 799.9 876.6 952.9 989.7 1021.5 1046.7 1094.1 1104.7 934.6

62.5° 814.1 814.1 839.7 928.8 1031.0 1064.2 1089.4 1106.2 1147.8 1130.3 929.9
65° 839.7 843.0 879.5 987.2 1112.0 1146.0 1167.9 1174.5 1201.1 1131.4 889.7

67.5° 868.5 873.6 925.1 1055.4 1205.5 1241.6 1260.6 1258.4 1239.1 1114.6 803.5
70° 896.6 905.0 981.7 1143.4 1320.9 1369.8 1390.6 1347.5 1258.8 1021.5 667.4

72.5° 917.1 931.3 1028.1 1231.4 1486.2 1561.4 1553.0 1372.0 1166.4 841.9 504.9
74° 857.2 880.9 1015.3 1261.7 1545.7 1611.8 1551.6 1323.4 1055.1 678.0 357.8
75° 787.5 810.5 950.7 1249.7 1557.1 1586.6 1476.4 1238.0 946.3 525.3 233.7

77.5° 583.0 600.9 730.2 985.4 1231.4 1222.7 1099.3 839.0 466.2 158.4 98.6
80° 257.4 270.9 360.3 495.8 667.0 664.4 618.8 385.5 150.4 82.9 60.2

82.5° 77.8 77.4 103.7 144.6 253.4 258.1 219.4 132.9 71.9 34.3 29.2
85° 0.4 0.4 0.4 0.4 1.1 9.5 8.0 25.6 13.1 6.2 10.6

87.5° 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.4 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P400932

CATALOG NUMBER: ENV-SA1A-735-U-SL4

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5 454.5

2.5° 448.3 448.0 446.9 444.3 442.5 437.0 438.8 435.2 434.8 434.1 433.7
5° 437.0 435.5 431.2 426.0 420.2 411.1 408.2 402.7 399.4 398.3 399.0

7.5° 425.3 422.0 413.6 402.7 391.0 377.5 367.6 360.0 354.5 352.7 350.1
10° 418.0 412.5 398.3 380.0 361.1 342.1 325.7 314.3 305.9 299.4 299.4

12.5° 415.5 408.2 387.3 360.7 333.3 306.3 282.6 267.6 253.4 246.4 245.3
15° 416.9 406.7 378.2 343.2 306.7 271.6 242.4 220.9 207.4 199.0 201.9

17.5° 418.4 405.6 368.7 324.6 280.7 240.2 206.3 181.8 165.4 161.0 159.2
20° 420.2 403.4 356.7 304.5 254.1 209.9 174.1 149.3 136.9 131.4 131.4

22.5° 422.8 400.5 344.3 282.2 226.7 180.3 147.1 128.5 118.7 115.4 115.4
25° 426.4 398.7 331.5 259.9 200.8 157.0 129.2 114.6 109.5 107.3 107.0

27.5° 433.3 399.0 319.1 237.3 175.2 137.3 116.5 107.0 103.0 101.9 101.5
30° 443.9 402.7 305.9 213.2 152.6 122.3 107.7 101.1 98.6 97.8 97.8

32.5° 458.5 409.3 295.0 191.7 135.8 110.3 100.4 96.0 94.6 93.8 94.2
35° 481.2 420.6 281.8 172.0 120.1 101.9 94.6 91.3 90.2 90.2 90.5

37.5° 510.7 438.1 269.1 153.7 109.5 94.6 89.1 87.3 86.2 86.9 87.3
40° 548.0 458.9 257.0 137.3 100.8 88.7 84.3 82.9 82.5 83.2 84.0

42.5° 588.1 484.1 246.1 123.8 93.8 84.0 80.3 79.6 79.2 79.6 80.7
45° 634.9 512.9 236.9 113.5 88.7 80.0 76.7 75.9 75.6 76.3 77.0

47.5° 678.0 538.9 229.6 106.6 84.3 77.0 73.7 72.7 72.7 72.7 73.4
50° 713.0 559.3 225.3 101.9 80.7 73.7 70.8 69.7 69.4 69.0 69.4

52.5° 743.3 574.6 223.8 98.9 77.8 70.8 67.9 67.2 66.4 65.7 66.1
55° 763.4 582.3 220.9 96.4 75.2 67.5 65.0 64.3 63.5 62.4 62.4

57.5° 775.1 581.6 214.3 94.9 73.7 64.6 62.1 62.1 61.3 59.5 59.9
60° 776.2 568.8 198.2 93.1 72.7 61.7 58.8 59.5 59.5 58.0 58.0

62.5° 757.5 535.2 167.2 88.3 71.2 59.5 56.2 58.0 58.8 57.3 57.3
65° 700.2 456.0 134.3 81.4 67.5 57.0 53.3 57.0 59.1 58.0 57.7

67.5° 590.3 361.1 111.0 73.7 63.5 53.7 50.4 55.1 58.0 58.0 57.7
70° 473.9 274.2 91.3 65.3 57.3 49.7 47.1 51.1 53.7 54.4 54.4

72.5° 326.4 167.6 74.1 56.2 50.4 44.9 42.7 45.3 46.7 48.2 47.8
74° 210.7 117.6 65.0 51.1 46.0 41.3 40.2 41.3 42.0 43.4 43.8
75° 140.9 96.0 60.6 47.5 43.4 38.7 38.0 39.1 39.8 40.9 40.9

77.5° 81.0 68.6 48.9 39.4 36.1 33.2 32.9 33.2 34.3 35.4 35.0
80° 56.2 52.2 38.7 30.7 28.5 27.0 27.4 27.7 29.6 29.9 29.6

82.5° 34.0 37.6 27.4 23.0 21.5 21.2 22.3 23.0 24.5 24.8 24.5
85° 13.5 17.9 13.5 12.8 14.2 15.7 17.5 18.6 19.3 19.3 19.3

87.5° 0.0 2.6 3.3 5.1 8.0 9.5 12.4 13.5 14.2 13.9 13.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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