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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P401300

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G1-2004-754-13)
Test Lab:  INNOVATION CENTER

Issue Date:  5/20/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  INVUE

Catalog Number:  ENV-SA1C-735-U-T3
Description:  ENTRI LED LUMINAIRE

(1) 70 CRI, 3500K, 615mA LIGHTSQUARE WITH 16 LEDS AND TYPE III OPTICS
Light Source:  -

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  4314 lumens
Efficiency:  N/A

Efficacy:  129.5 lumens/watt
Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')

IES Classification:  Type III - Short - Semi-Cutoff
BUG Rating:  B1 - U0 - G1

Input Watts (W):  33.3
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401300

CATALOG NUMBER: ENV-SA1C-735-U-T3

Based on 10 foot mounting height.  Maximum calculated value = 5.7 fc
Type III - Short - Semi-Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401300

CATALOG NUMBER: ENV-SA1C-735-U-T3

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1010.1 0.0 1010.1

% Fixture 23.4 0.0 23.4
Street Side Lumens 3303.9 0.0 3303.9

% Fixture 76.6 0.0 76.6
Total Lumens 4314.0 0.0 4314.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 51.0 1.2
10°-20° 166.9 3.9
20°-30° 300.1 7.0
30°-40° 440.9 10.2
40°-50° 646.6 15.0
50°-60° 966.6 22.4
60°-70° 1130.2 26.2
70°-80° 557.2 12.9
80°-90° 54.4 1.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4314.0 100.0
0°-180° 4314.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401300

CATALOG NUMBER: ENV-SA1C-735-U-T3

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 274.8 6.4
FM (30°-60°) 1593.4 36.9

FH (60°-80°) 1412.2 32.7 G1/1800
FVH (80°-90°) 23.4 0.5 G1/100

BL (0°-30°) 243.2 5.6 B1/500
BM (30°-60°) 460.7 10.7 B1/1000

BH (60°-80°) 275.2 6.4 B1/500 G1/500
BVH (80°-90°) 31.0 0.7 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G1

Type III Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P401300

CATALOG NUMBER: ENV-SA1C-735-U-T3

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 58° 65° 75° 85°

0° 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1

2.5° 505.4 505.4 507.2 507.8 509.0 510.2 511.4 512.0 513.8 516.2 517.5
5° 501.2 501.8 503.0 503.6 505.4 507.8 509.6 510.8 513.8 518.7 521.7

7.5° 510.8 512.6 513.2 513.8 514.4 516.2 516.2 516.8 519.9 524.7 528.9
10° 526.5 527.7 529.5 531.3 533.1 534.3 530.7 531.3 532.5 537.3 543.4

12.5° 546.4 546.4 547.0 549.4 551.2 554.8 551.2 551.2 551.2 555.4 562.6
15° 568.7 567.4 567.4 569.9 570.5 572.9 571.1 571.1 573.5 577.7 584.9

17.5° 594.0 595.8 594.0 592.7 590.9 592.1 593.4 594.6 599.4 606.0 610.2
20° 630.7 633.7 632.5 627.7 619.9 616.2 620.5 622.9 632.5 640.3 640.9

22.5° 689.1 687.3 685.5 677.1 661.4 651.8 652.4 656.0 671.1 683.1 677.1
25° 743.3 745.2 745.2 733.1 712.6 692.7 694.6 696.4 711.4 722.3 706.0

27.5° 809.0 807.8 807.2 790.9 766.2 747.0 736.7 741.5 752.4 756.6 725.3
30° 877.1 881.9 877.1 854.2 830.7 806.0 785.5 784.3 789.7 789.1 748.2

32.5° 959.0 954.8 953.0 926.5 897.0 864.4 838.5 834.3 831.3 827.1 775.3
35° 1022.3 1027.7 1027.7 1004.8 969.8 937.9 897.6 893.9 886.7 872.9 810.8

37.5° 1096.9 1095.7 1100.0 1073.5 1038.5 1007.8 970.4 960.2 943.9 923.5 853.0
40° 1169.8 1172.8 1182.5 1150.6 1118.6 1094.5 1041.5 1022.9 998.2 979.5 914.4

42.5° 1269.2 1273.4 1277.1 1250.6 1212.6 1190.9 1109.0 1085.5 1071.6 1068.0 995.7
45° 1389.7 1396.9 1399.9 1375.9 1354.2 1302.4 1193.9 1172.2 1157.2 1172.8 1106.6

47.5° 1505.4 1501.8 1515.6 1515.0 1517.4 1455.4 1316.2 1283.7 1269.2 1309.0 1233.7
50° 1570.4 1575.8 1606.0 1636.7 1679.5 1634.9 1457.8 1425.2 1408.4 1457.8 1383.1

52.5° 1604.2 1611.4 1651.7 1737.9 1828.8 1807.8 1628.3 1592.1 1577.7 1625.8 1543.3
55° 1607.2 1611.4 1665.6 1799.3 1942.7 1949.3 1822.8 1788.5 1768.6 1799.9 1718.0

57.5° 1557.2 1544.5 1637.9 1808.4 2015.6 2096.9 2036.7 2012.0 1956.0 1989.7 1934.9
60° 1468.0 1480.7 1572.2 1771.0 2046.3 2212.0 2251.1 2213.8 2148.7 2162.6 2168.6

62.5° 1333.1 1349.3 1444.5 1684.3 2021.6 2309.6 2449.3 2430.6 2343.3 2336.1 2346.9
65° 1140.9 1131.3 1237.3 1494.5 1904.7 2342.1 2643.9 2636.0 2531.8 2446.9 2451.1

67.5° 822.9 813.8 887.9 1153.6 1588.5 2221.0 2747.5 2765.0 2645.7 2495.7 2430.6
68° 747.0 734.3 808.4 1066.2 1507.2 2151.1 2742.1 2772.2 2654.1 2492.7 2405.3
70° 430.1 409.6 481.3 695.8 1109.6 1810.8 2631.2 2714.4 2634.2 2434.2 2239.7

72.5° 134.9 134.9 186.1 281.3 544.6 1145.7 2251.1 2392.7 2409.5 2212.6 1861.4
75° 84.3 84.3 97.0 133.1 216.9 486.1 1553.0 1768.6 1914.4 1862.6 1357.2

77.5° 57.2 56.0 64.5 82.5 121.1 156.0 779.5 957.8 1171.0 1271.6 793.9
80° 31.3 31.9 39.8 49.4 68.7 72.3 228.9 323.5 515.6 604.2 301.2

82.5° 18.1 17.5 19.3 21.7 30.1 31.3 65.7 80.7 134.9 125.3 80.7
85° 0.0 0.6 0.6 0.6 1.2 3.0 8.4 12.7 20.5 28.3 19.9

87.5° 0.0 0.0 0.0 0.0 0.6 0.6 1.2 1.2 1.2 1.2 1.8
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401300

CATALOG NUMBER: ENV-SA1C-735-U-T3

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1 518.1

2.5° 518.7 520.5 523.5 525.9 527.1 525.9 530.1 529.5 530.7 530.7 531.9
5° 524.1 526.5 531.9 534.9 537.9 539.1 544.0 545.2 547.6 548.8 548.2

7.5° 531.9 534.9 541.5 547.0 551.2 554.2 562.0 565.6 569.3 570.5 571.7
10° 546.4 550.6 557.8 564.4 570.5 574.7 581.3 586.1 589.7 590.9 592.1

12.5° 565.6 570.5 579.5 588.5 595.2 597.6 597.0 595.8 595.8 595.2 595.8
15° 587.9 592.7 604.2 612.6 613.2 605.4 594.6 589.1 587.9 587.9 588.5

17.5° 613.8 619.9 627.1 631.9 620.5 601.2 588.5 583.1 581.9 581.3 580.1
20° 643.3 647.0 649.4 643.3 618.0 595.8 581.3 573.5 567.4 566.8 564.4

22.5° 674.7 673.5 670.5 648.8 611.4 583.1 563.2 548.8 540.9 540.3 537.9
25° 697.6 692.7 683.7 650.0 599.4 562.6 534.3 511.4 501.2 496.4 497.6

27.5° 712.6 702.4 686.7 644.0 578.3 531.3 491.5 461.4 446.4 444.0 445.8
30° 730.7 714.4 689.1 628.9 548.2 487.3 435.5 405.4 397.0 392.8 394.0

32.5° 752.4 731.3 697.0 606.0 510.2 436.1 380.1 359.0 349.4 341.6 344.0
35° 780.7 754.2 709.6 573.5 462.0 381.9 340.3 321.1 303.6 295.2 295.8

37.5° 813.8 783.7 720.5 535.5 409.6 341.0 306.0 283.1 261.4 245.2 242.2
40° 866.8 842.1 729.5 493.4 359.6 307.2 272.3 246.4 225.9 209.6 207.8

42.5° 955.4 912.6 730.1 442.8 316.9 278.3 244.6 216.3 193.4 179.5 178.9
45° 1059.6 993.3 717.4 388.5 279.5 249.4 219.9 187.9 174.7 165.7 164.5

47.5° 1183.1 1086.1 689.7 337.9 247.6 221.1 194.6 175.3 165.7 159.0 159.0
50° 1324.0 1195.1 662.0 294.6 216.9 198.2 180.1 169.9 162.6 156.6 156.0

52.5° 1483.1 1324.0 653.0 250.6 191.6 177.1 175.3 165.7 159.6 155.4 154.2
55° 1672.8 1468.6 661.4 216.3 171.7 168.7 172.3 164.5 160.2 153.6 151.8

57.5° 1892.1 1609.6 652.4 187.3 157.8 160.8 168.7 164.5 160.8 152.4 150.0
60° 2098.7 1735.5 590.9 163.2 144.6 151.2 163.8 159.0 153.6 151.8 150.6

62.5° 2209.6 1776.4 471.1 144.6 134.3 141.6 156.0 150.0 146.4 150.6 151.2
65° 2210.8 1730.1 346.4 130.7 125.9 133.1 148.2 146.4 148.8 158.4 160.2

67.5° 2087.9 1589.1 244.6 118.1 117.5 126.5 151.8 163.8 165.7 175.3 175.3
68° 2045.7 1554.2 227.1 116.3 115.7 126.5 154.8 166.9 168.1 177.1 176.5
70° 1814.4 1313.8 164.5 109.0 112.6 135.5 171.1 175.3 168.1 178.3 177.7

72.5° 1418.0 971.7 122.9 101.2 107.2 133.7 172.3 168.1 157.2 159.6 156.6
75° 958.4 619.3 101.2 92.8 95.2 113.2 156.6 158.4 145.8 143.4 139.8

77.5° 501.8 290.4 81.9 82.5 84.9 98.2 139.8 144.0 132.5 125.3 124.1
80° 184.9 115.1 66.9 72.9 74.1 86.1 119.9 126.5 115.7 110.2 109.0

82.5° 67.5 57.2 55.4 63.9 62.6 73.5 104.8 109.6 98.2 92.8 89.8
85° 18.7 21.1 34.9 50.0 48.8 57.2 84.3 88.6 78.9 65.1 63.3

87.5° 1.2 4.2 13.9 29.5 30.7 35.5 60.8 66.9 58.4 48.2 47.6
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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