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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P106555
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P13685)

Test Lab:  PEACHTREE CITY

Issue Date:  03/03/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  IRiS
Catalog Number:  P3LED09NFL25835-E3LWWH

Description:  IRIS 3 INCH LED LENSED WALL WASH FIXTURE WITH
SEMI SPECULAR CLEAR OPTICAL ELEMENT

AND 25 DEGREE PRIMARY OPTIC, 20 DEGREE AIMING ANGLE
Light Source:  (1) 3500K 80CRI LED

Ballast/Driver:  (1) 340mA ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 650.1 lumens

Efficiency: N/A
Efficacy: 45.8 lumens/watt

Spacing Criteria (0/90/45): 1.21 / 0.8 / 0.98
Luminous Opening: Circular (Dia: 0.31' x H: 0')

CIE Type: Direct

Input Watts (W):  14.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 113 110 107 105 110 108 105 103 104 102 100 100 98 97 96 95 94 92

2 107 101 97 93 104 100 96 92 96 93 90 93 91 88 91 88 86 85
3 101 94 88 84 99 92 87 83 90 85 82 87 84 81 85 82 79 78

4 95 87 81 76 93 86 80 76 83 79 75 81 77 74 79 76 73 71
5 90 81 74 70 88 80 74 69 78 73 69 76 72 68 75 71 67 66

6 85 75 69 64 83 74 68 64 73 67 63 71 67 63 70 66 62 61
7 80 70 64 59 79 69 63 59 68 63 59 67 62 58 66 61 58 56

8 76 66 59 55 75 65 59 55 64 58 54 63 58 54 62 57 54 53
9 72 62 55 51 71 61 55 51 60 55 51 59 54 51 58 54 50 49

10 68 58 52 48 67 58 52 48 57 51 47 56 51 47 55 51 47 46

AVERAGE LUMINANCE (cd/sqm):
0° 90° 180°

0° 77903 77903 77903
5° 100740 78820 62831

10° 129408 73618 45473
15° 154022 65453 32981
20° 166999 56199 24299
25° 162079 45959 17575
30° 140498 35489 12462
35° 109030 25424 9029
40° 64688 15719 6064
45° 30167 9229 3195
50° 15611 5851 1943
55° 11157 4159 1321
60° 9038 2751 758
65° 8601 1195 299
70° 8822 1108 2216
75° 6778 488 488
80° 4364 0 727
85° 2898 1449 1449
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 45° 90° 135° 180° Flux
0°-10° 54.3 8.3 0° 555 555 555 555 555

10°-20° 153.1 23.6 5° 715 665 560 476 446 74
20°-30° 198.5 30.5 15° 1060 817 450 272 227 299

30°-40° 151.6 23.3 25° 1047 724 297 143 114 472
40°-50° 58.4 9.0 35° 636 423 148 66 53 386

50°-60° 19.5 3.0 45° 152 121 46 23 16 133
60°-70° 9.4 1.4 55° 46 35 17 5 5 43

70°-80° 4.3 0.7 65° 26 15 4 1 1 26
80°-90° 1.1 0.2 75° 12 8 1 1 1 13

90°-100° 0.0 0.0 85° 2 1 1 1 1 2
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 405.9 62.4
0°-40° 557.5 85.8
0°-60° 635.3 97.7
0°-90° 650.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 650.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1

2.5° 619.4 619.4 620.3 617.6 616.7 615.0 614.1 610.5 608.7 606.9 602.4
5° 715.1 714.2 712.4 709.7 702.6 698.1 691.8 682.9 674.8 665.0 653.4

7.5° 812.5 810.7 808.0 800.9 791.0 780.3 766.9 752.6 735.6 716.9 699.9
10° 908.1 905.5 899.2 890.3 875.1 858.1 837.5 814.3 790.1 763.3 735.6

11° 944.8 942.1 934.1 924.2 907.2 886.7 863.4 837.5 808.9 779.4 748.1
12° 977.9 975.2 966.2 953.7 935.8 913.5 886.7 857.2 826.8 792.8 758.9

13° 1009.1 1007.3 996.6 981.4 962.7 938.5 909.0 876.8 841.1 804.4 765.1
14° 1036.8 1035.1 1025.2 1007.3 985.9 957.3 926.9 890.3 851.8 812.5 769.6

15° 1060.1 1058.3 1046.7 1027.9 1004.7 974.3 940.3 901.0 860.8 817.0 773.2
16° 1079.7 1077.1 1064.6 1045.8 1019.0 987.7 951.0 909.0 865.2 817.9 771.4

17° 1095.8 1092.3 1079.7 1059.2 1031.5 998.4 960.0 914.4 870.6 820.5 768.7
18° 1109.2 1105.7 1091.4 1070.8 1040.4 1004.7 964.4 917.1 868.8 817.9 766.0

19° 1115.5 1110.1 1096.7 1074.4 1044.0 1006.5 964.4 915.3 865.2 812.5 758.9
20° 1118.2 1112.8 1098.5 1075.3 1043.1 1004.7 960.9 911.7 859.9 805.3 749.9
21° 1112.8 1108.4 1094.1 1069.0 1037.7 997.5 952.8 901.9 848.2 793.7 738.3
22° 1103.9 1098.5 1083.3 1059.2 1026.1 987.7 941.2 889.4 837.5 779.4 724.9
23° 1088.7 1085.1 1068.1 1044.0 1011.8 972.5 925.1 874.2 820.5 764.2 708.8
24° 1071.7 1066.3 1050.3 1025.2 993.9 952.8 906.3 855.4 800.9 746.4 691.8
25° 1046.7 1042.2 1027.0 1002.0 969.8 928.7 883.1 832.2 779.4 724.0 669.5
26° 1019.9 1014.5 999.3 973.4 942.1 903.7 858.1 808.0 756.2 701.7 648.0
27° 986.8 981.4 966.2 943.9 912.6 873.3 828.6 781.2 729.4 676.6 624.8
28° 950.1 945.7 931.4 908.1 876.8 838.4 797.3 752.6 701.7 649.8 598.9
29° 909.0 904.6 891.2 867.0 838.4 802.7 760.7 716.9 669.5 618.5 570.3
30° 867.0 862.5 852.7 827.7 800.9 766.9 728.5 682.9 639.1 590.8 543.5

32.5° 761.5 757.1 746.4 726.7 699.9 668.6 634.6 594.4 555.1 512.2 469.3
35° 636.4 632.8 621.2 604.2 583.7 555.1 523.8 491.6 457.6 422.8 387.9

37.5° 492.5 490.7 480.9 466.6 449.6 428.1 404.9 379.9 354.9 329.8 303.9
40° 353.1 352.2 347.7 339.7 325.4 312.8 295.9 281.6 263.7 245.8 227.9

42.5° 236.0 235.1 233.3 227.0 220.8 214.5 205.6 194.9 185.9 175.2 163.6
45° 152.0 151.1 149.3 147.5 144.8 141.2 136.8 132.3 127.8 120.7 114.4

47.5° 101.9 101.0 100.1 98.3 97.4 94.7 91.2 89.4 86.7 83.1 79.6
50° 71.5 72.4 71.5 70.6 68.8 67.9 65.2 63.5 61.7 59.0 56.3

52.5° 56.3 57.2 55.4 55.4 52.7 50.9 50.1 48.3 46.5 45.6 41.1
55° 45.6 45.6 44.7 43.8 42.9 42.0 40.2 38.4 36.6 34.9 33.1

57.5° 37.5 37.5 36.6 35.8 36.6 34.9 32.2 31.3 31.3 26.8 26.8
60° 32.2 33.1 32.2 32.2 30.4 29.5 28.6 26.8 25.0 23.2 21.5

62.5° 29.5 29.5 28.6 28.6 28.6 28.6 24.1 24.1 21.5 19.7 17.9
65° 25.9 25.0 24.1 24.1 22.3 21.5 19.7 18.8 17.9 15.2 13.4

67.5° 22.3 22.3 22.3 21.5 19.7 19.7 17.9 15.2 14.3 13.4 12.5
70° 21.5 21.5 19.7 19.7 17.9 16.1 16.1 14.3 12.5 12.5 9.8

72.5° 16.1 16.1 15.2 14.3 14.3 12.5 10.7 9.8 9.8 8.0 7.2
75° 12.5 12.5 12.5 12.5 9.8 9.8 8.9 8.9 7.2 8.0 4.5

77.5° 8.9 8.9 8.9 8.0 7.2 7.2 6.3 5.4 5.4 4.5 4.5
80° 5.4 5.4 6.3 4.5 5.4 6.3 4.5 4.5 4.5 2.7 3.6
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (continued):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

82.5° 2.7 3.6 2.7 3.6 2.7 2.7 2.7 2.7 1.8 1.8 0.9

85° 1.8 2.7 2.7 2.7 1.8 0.9 1.8 1.8 1.8 0.9 0.9
87.5° 0.9 0.0 0.0 0.0 0.9 0.9 0.0 0.9 0.0 0.0 0.0

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90° 112.5° 135° 157.5°

0° 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1 555.1

2.5° 598.0 595.3 591.7 586.4 582.8 578.3 572.9 569.4 551.5 533.6 525.6
5° 642.7 631.0 620.3 607.8 595.3 584.6 572.9 559.5 512.2 476.4 452.3

7.5° 680.2 659.6 639.1 618.5 599.8 580.1 559.5 541.7 468.4 418.3 388.8
10° 707.9 678.4 648.9 621.2 593.5 567.6 541.7 516.6 424.6 363.8 330.7

11° 716.9 683.8 650.7 619.4 589.9 559.5 530.9 505.0 407.6 345.0 311.1
12° 722.2 686.5 649.8 615.9 582.8 553.3 521.1 493.4 391.5 325.4 289.6

13° 725.8 686.5 648.0 610.5 575.6 541.7 510.4 479.1 373.6 306.6 271.7
14° 728.5 686.5 645.3 606.0 567.6 530.9 497.9 466.6 355.7 289.6 254.7

15° 726.7 682.0 638.2 596.2 556.0 519.3 482.7 450.5 338.8 271.7 237.8
16° 724.9 677.5 631.0 585.5 544.3 505.0 468.4 435.3 320.0 253.0 220.8

17° 718.6 669.5 621.2 575.6 531.8 490.7 453.2 420.1 303.9 238.7 206.5
18° 714.2 662.3 612.3 564.9 520.2 479.1 440.7 406.7 290.5 227.0 194.0

19° 705.2 651.6 602.4 552.4 506.8 463.9 426.4 389.7 274.4 211.8 183.2
20° 695.4 641.8 589.0 539.9 493.4 449.6 412.1 376.3 260.1 199.3 169.8
21° 682.0 626.6 574.7 524.7 478.2 434.4 395.1 359.3 246.7 186.8 159.1
22° 666.8 612.3 559.5 509.5 461.2 419.2 378.1 343.2 232.4 174.3 147.5
23° 651.6 595.3 542.6 492.5 446.0 403.1 362.9 328.9 219.0 164.5 138.5
24° 635.5 578.3 525.6 475.5 429.0 386.1 348.6 311.9 206.5 152.8 128.7
25° 614.1 558.6 505.9 456.7 411.2 368.3 330.7 296.8 193.1 143.0 119.8
26° 593.5 539.9 487.1 439.8 394.2 352.2 315.5 282.5 181.4 134.1 112.6
27° 571.2 517.5 467.5 421.0 376.3 336.1 299.4 266.4 168.9 124.2 104.6
28° 546.1 495.2 446.9 402.2 357.5 318.2 283.3 251.2 158.2 116.2 96.5
29° 519.3 471.0 422.8 379.9 337.0 298.5 265.5 233.3 144.8 105.5 87.6
30° 495.2 448.7 403.1 358.4 318.2 280.7 246.7 219.0 134.1 97.4 82.2

32.5° 427.3 385.2 343.2 305.7 269.9 236.0 207.4 182.3 110.8 81.3 69.7
35° 353.1 318.2 282.5 250.3 220.8 194.9 169.8 148.4 91.2 66.1 56.3

37.5° 276.2 249.4 223.5 198.4 174.3 152.0 132.3 115.3 69.7 51.8 45.6
40° 208.3 189.5 170.7 151.1 132.3 115.3 101.0 85.8 53.6 41.1 36.6

42.5° 151.1 137.7 124.2 110.8 96.5 84.0 72.4 63.5 41.1 31.3 25.9
45° 106.4 98.3 88.5 78.7 67.9 59.0 52.7 46.5 32.2 23.2 17.9

47.5° 75.1 70.6 63.5 55.4 48.3 43.8 38.4 34.9 25.9 17.9 12.5
50° 53.6 49.2 45.6 39.3 36.6 33.1 30.4 26.8 18.8 13.4 9.8

52.5° 40.2 36.6 34.9 29.5 27.7 25.9 23.2 21.5 13.4 8.9 6.3
55° 30.4 28.6 25.9 23.2 21.5 19.7 17.9 17.0 9.8 5.4 4.5

57.5° 24.1 21.5 20.6 17.9 16.1 14.3 15.2 12.5 8.9 3.6 2.7
60° 20.6 18.8 15.2 14.3 12.5 11.6 10.7 9.8 5.4 3.6 2.7

62.5° 16.1 15.2 12.5 11.6 10.7 8.9 8.9 8.0 3.6 2.7 2.7
65° 11.6 10.7 8.9 8.0 8.0 6.3 5.4 3.6 1.8 0.9 0.0

67.5° 10.7 8.0 8.9 7.2 5.4 4.5 3.6 4.5 1.8 1.8 1.8
70° 8.9 8.0 7.2 7.2 4.5 4.5 3.6 2.7 1.8 1.8 1.8

72.5° 6.3 5.4 4.5 2.7 2.7 1.8 2.7 0.9 0.9 0.9 0.9
75° 4.5 3.6 4.5 3.6 2.7 1.8 4.5 0.9 0.9 0.9 0.9

77.5° 3.6 2.7 1.8 1.8 0.9 1.8 0.9 0.9 0.9 0.0 0.9
80° 5.4 3.6 1.8 0.9 0.9 2.7 3.6 0.0 3.6 0.9 0.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90° 112.5° 135° 157.5°

82.5° 1.8 0.9 0.9 0.0 0.0 0.9 0.9 0.9 0.9 0.9 0.9

85° 0.9 0.0 0.9 0.9 0.9 1.8 2.7 0.9 1.8 0.9 0.9
87.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (continued):
180°

0° 555.1

2.5° 521.1
5° 446.0

7.5° 378.1
10° 319.1

11° 298.5
12° 278.9

13° 260.1
14° 244.9

15° 227.0
16° 210.9

17° 196.6
18° 185.0

19° 174.3
20° 162.7
21° 150.2
22° 139.4
23° 130.5
24° 122.5
25° 113.5
26° 106.4
27° 99.2
28° 92.1
29° 83.1
30° 76.9

32.5° 64.4
35° 52.7

37.5° 42.9
40° 33.1

42.5° 24.1
45° 16.1

47.5° 14.3
50° 8.9

52.5° 8.0
55° 5.4

57.5° 1.8
60° 2.7

62.5° 1.8
65° 0.9

67.5° 0.9
70° 5.4

72.5° 0.9
75° 0.9

77.5° 0.0
80° 0.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P106555

CATALOG NUMBER: P3LED09NFL25835-E3LWWH

CANDELA DISTRIBUTION (continued):
180°

82.5° 0.0

85° 0.9
87.5° 0.0

90° 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 11 of 11 


