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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P196948

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P24283)
Test Lab:  INNOVATION CENTER P2

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  LUMARK

Catalog Number:  NAV-AF-04-D-UNV-AFL-8030-600-HSS
Description:  NAVION ROADWAY AND AREA LUMINAIRE

(4) 80 CRI, 3000K, 615mA LIGHTSQUARES WITH 16 LEDS EACH AND AUTOMOTIVE
FRONTLINE OPTICS WITH HOUSE SIDE SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  11009 lumens

Efficiency:  N/A
Efficacy:  85.3 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')
IES Classification:  Type II - Short - Full Cutoff

BUG Rating:  B1 - U0 - G1

Input Watts (W):  129
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

Based on 20 foot mounting height.  Maximum calculated value = 9.7 fc
Type II - Short - Full Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

0 cd

2,399 cd

4,799 cd

7,198 cd

9,597 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

Vertical Plane Through 58-Deg Lateral Horizontal Cone Through 56-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 687.2 0.0 687.2

% Fixture 6.2 0.0 6.2
Street Side Lumens 10321.8 0.0 10321.8

% Fixture 93.8 0.0 93.8
Total Lumens 11009.0 0.0 11009.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 265.9 2.4
10°-20° 618.7 5.6
20°-30° 1041.1 9.5
30°-40° 1782.7 16.2
40°-50° 2690.2 24.4
50°-60° 2796.3 25.4
60°-70° 1569.8 14.3
70°-80° 215.2 2.0
80°-90° 29.2 0.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 11009.0 100.0
0°-180° 11009.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 1608.7 14.6
FM (30°-60°) 6984.6 63.4

FH (60°-80°) 1703.5 15.5 G1/1800
FVH (80°-90°) 25.1 0.2 G1/100

BL (0°-30°) 317.0 2.9 B1/500
BM (30°-60°) 284.6 2.6 B1/1000

BH (60°-80°) 81.5 0.7 B0/110 G0/110
BVH (80°-90°) 4.0 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G1

Type II Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 58° 65° 75° 85°

0° 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0

2.5° 3750.3 3727.6 3704.1 3660.4 3620.1 3557.9 3472.3 3451.3 3384.1 3273.2 3169.9
5° 4073.7 4069.5 4053.5 4018.2 3974.5 3899.0 3802.4 3737.7 3633.5 3458.8 3259.8

7.5° 3882.2 3917.4 3975.4 4057.7 4113.1 4105.6 4031.7 3975.4 3872.1 3633.5 3348.0
10° 3272.4 3279.1 3358.9 3531.9 3805.7 4061.1 4157.7 4142.5 4047.6 3786.4 3425.2

12.5° 3057.3 3061.5 3080.0 3135.5 3313.5 3669.7 4107.3 4186.2 4178.7 3932.6 3507.5
15° 3074.1 3076.7 3081.7 3099.3 3149.7 3328.6 3851.9 4052.7 4262.6 4071.1 3588.2

17.5° 3206.9 3205.2 3189.2 3172.4 3188.4 3247.2 3591.5 3803.2 4245.0 4187.9 3654.5
20° 3465.6 3474.0 3420.2 3345.4 3306.8 3309.3 3463.0 3621.8 4145.9 4278.6 3704.1

22.5° 3829.2 3835.1 3746.9 3617.6 3504.2 3447.1 3489.9 3573.9 4031.7 4362.6 3744.4
25° 4263.5 4263.5 4140.0 3956.1 3780.5 3655.4 3618.4 3650.3 3988.0 4457.5 3784.7

27.5° 4732.2 4749.0 4587.7 4346.6 4114.8 3931.7 3815.8 3809.9 4021.6 4576.8 3830.1
30° 5242.0 5257.1 5065.6 4770.8 4496.1 4261.8 4083.7 4045.1 4150.1 4737.2 3896.4

32.5° 5749.3 5761.9 5550.3 5249.6 4929.6 4654.1 4419.7 4358.4 4381.1 4971.5 3993.9
35° 6394.4 6396.9 6129.0 5771.2 5429.3 5105.9 4809.4 4749.0 4723.8 5267.2 4134.1

37.5° 6907.6 6887.4 6717.8 6379.3 5987.0 5649.4 5300.8 5221.8 5161.4 5683.0 4351.7
40° 7028.5 7028.5 7003.3 6901.7 6590.1 6265.0 5927.4 5809.8 5676.2 6172.6 4644.0

42.5° 6713.6 6733.7 6900.0 7120.9 7123.4 6915.1 6585.1 6485.9 6250.8 6730.4 4963.1
45° 6008.9 6014.7 6413.7 7010.1 7414.9 7534.2 7290.6 7153.7 6827.8 7309.9 5255.4

47.5° 5755.2 5773.7 5943.3 6672.4 7436.7 8035.6 7967.6 7779.4 7362.0 7839.1 5528.4
50° 5365.5 5388.2 5595.6 6175.2 7240.2 8357.3 8615.2 8413.6 7848.3 8280.0 5663.6

52.5° 4433.2 4468.4 4761.6 5517.5 6748.8 8370.7 9208.2 9087.2 8346.4 8516.1 5647.7
55° 3050.6 3076.7 3418.5 4307.2 5757.7 7960.0 9463.5 9546.6 8790.7 8569.0 5570.4
56° 2461.0 2558.4 2808.7 3669.7 5193.3 7610.6 9404.7 9597.0 8922.6 8560.6 5536.8

57.5° 1626.9 1645.4 1918.4 2659.2 4170.3 6852.2 9139.3 9489.5 9092.2 8517.7 5512.5
60° 765.2 773.6 871.8 1227.1 2256.9 4993.4 8276.7 8857.9 9154.4 8427.9 5511.6

62.5° 498.9 500.6 512.4 585.4 923.1 2719.7 6861.4 7698.0 8639.5 8417.8 5495.7
65° 410.7 414.9 400.6 409.9 483.0 1025.6 4839.7 6001.3 7430.9 8180.9 5315.9

67.5° 362.0 362.8 343.5 332.6 353.6 450.2 2438.3 3785.6 5557.8 6951.3 4378.6
70° 330.1 329.3 307.4 282.2 283.1 299.0 794.6 1572.3 3075.0 4127.4 2513.9

72.5° 293.1 294.8 282.2 246.9 235.2 211.7 299.0 424.2 1046.6 1325.4 662.7
75° 257.0 253.7 241.1 218.4 196.5 141.9 150.3 180.6 273.0 270.5 142.8

77.5° 194.9 191.5 197.4 186.5 153.7 99.1 82.3 94.1 123.5 115.1 58.0
80° 148.7 147.0 134.4 159.6 140.3 74.8 56.3 58.0 67.2 61.3 28.6

82.5° 107.5 106.7 101.6 98.3 89.0 54.6 42.8 45.4 50.4 42.8 21.0
85° 41.2 41.2 79.8 67.2 61.3 37.0 30.2 32.8 38.6 31.1 14.3

87.5° 6.7 6.7 53.8 44.5 27.7 18.5 19.3 21.0 22.7 18.5 10.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196948

CATALOG NUMBER: NAV-AF-04-D-UNV-AFL-8030-600-HSS

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0 3117.0

2.5° 3108.6 3052.3 2928.8 2809.6 2705.4 2591.2 2533.2 2466.0 2440.8 2390.4 2395.5
5° 3140.5 3022.9 2775.1 2513.9 2274.5 2031.0 1857.9 1695.0 1604.3 1514.4 1514.4

7.5° 3173.3 2993.5 2610.5 2193.1 1789.9 1372.4 1076.8 839.9 708.1 619.9 617.3
10° 3195.9 2955.7 2423.2 1821.0 1226.3 707.2 426.7 336.0 303.2 288.9 288.1

12.5° 3225.3 2917.9 2209.9 1382.5 681.2 336.0 266.3 252.0 246.1 242.7 242.7
15° 3250.5 2864.2 1951.2 929.8 357.8 252.0 229.3 224.3 223.4 222.6 223.4

17.5° 3256.4 2787.7 1641.2 544.3 259.5 220.1 210.0 205.8 205.8 204.9 204.9
20° 3243.0 2686.9 1298.5 336.0 224.3 202.4 191.5 186.5 185.6 185.6 185.6

22.5° 3215.3 2558.4 960.0 254.5 204.1 186.5 172.2 167.1 167.1 168.0 168.8
25° 3180.8 2406.4 659.3 219.2 189.0 169.7 155.4 150.3 152.0 153.7 154.5

27.5° 3137.1 2225.0 431.7 189.8 168.8 152.9 140.3 136.9 140.3 143.6 145.3
30° 3093.5 2025.9 292.3 164.6 146.1 134.4 126.8 126.0 131.0 138.6 139.4

32.5° 3064.9 1821.8 220.9 147.8 128.5 118.4 115.1 116.8 124.3 132.7 134.4
35° 3062.4 1622.7 188.1 134.4 116.8 107.5 105.8 110.9 119.3 126.0 127.7

37.5° 3101.9 1436.3 170.5 124.3 107.5 98.3 95.8 105.0 112.6 119.3 120.9
40° 3181.7 1269.1 158.7 115.1 100.0 89.0 87.4 94.9 102.5 110.0 112.6

42.5° 3281.6 1112.9 145.3 105.8 91.6 79.0 77.3 83.2 90.7 101.6 103.3
45° 3368.1 967.6 131.0 95.8 82.3 68.0 67.2 73.9 79.8 89.9 91.6

47.5° 3441.2 846.6 117.6 84.8 70.6 60.5 59.6 63.0 66.4 75.6 77.3
50° 3402.6 744.2 104.2 69.7 57.1 52.1 51.2 51.2 55.4 64.7 66.4

52.5° 3307.6 680.3 91.6 58.0 47.0 44.5 42.0 42.8 47.0 51.2 52.1
55° 3231.2 650.1 80.6 51.2 39.5 37.0 34.4 33.6 34.4 32.8 31.1
56° 3212.7 646.7 78.1 49.6 37.8 34.4 31.1 29.4 28.6 25.2 24.4

57.5° 3204.3 646.7 73.9 46.2 35.3 31.1 26.9 23.5 20.2 17.6 17.6
60° 3197.6 650.9 68.9 40.3 30.2 25.2 19.3 14.3 11.8 11.8 11.8

62.5° 3183.3 649.3 63.0 33.6 26.0 19.3 11.8 9.2 8.4 9.2 10.1
65° 3022.9 603.1 55.4 26.9 20.2 13.4 6.7 6.7 7.6 9.2 10.1

67.5° 2435.8 456.9 45.4 21.0 14.3 10.1 5.9 5.9 7.6 9.2 10.1
70° 1338.0 241.1 38.6 15.1 10.9 8.4 5.9 5.0 7.6 9.2 10.1

72.5° 326.7 100.8 35.3 11.8 10.1 7.6 5.0 5.0 7.6 9.2 10.1
75° 80.6 75.6 28.6 9.2 8.4 6.7 5.0 5.0 7.6 9.2 10.1

77.5° 37.8 100.0 19.3 8.4 7.6 5.9 5.0 5.0 7.6 9.2 9.2
80° 22.7 75.6 11.8 7.6 6.7 5.9 5.0 5.0 7.6 9.2 10.1

82.5° 13.4 21.8 8.4 7.6 6.7 5.0 5.0 5.0 7.6 9.2 10.1
85° 11.8 10.9 8.4 7.6 6.7 5.9 5.0 5.0 8.4 10.1 10.1

87.5° 9.2 8.4 7.6 6.7 6.7 5.9 5.0 5.0 7.6 9.2 10.1
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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