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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P197264

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (p24135)
Test Lab:  INNOVATION CENTER P2

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  LUMARK

Catalog Number:  NAV-AF-02-D-UNV-T3-8030-800
Description:  NAVION ROADWAY AND AREA LUMINAIRE

(2) 80 CRI, 3000K, 800mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE III
OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  8033 lumens

Efficiency:  N/A
Efficacy:  94.5 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 1' x H: 0')
IES Classification:  Type III - Short - Semi-Cutoff

BUG Rating:  B1 - U0 - G2

Input Watts (W):  85
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800

Based on 10 foot mounting height.  Maximum calculated value = 10.2 fc
Type III - Short - Semi-Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1772.6 0.0 1772.6

% Fixture 22.1 0.0 22.1
Street Side Lumens 6260.4 0.0 6260.4

% Fixture 77.9 0.0 77.9
Total Lumens 8033.0 0.0 8033.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 92.9 1.2
10°-20° 264.2 3.3
20°-30° 439.5 5.5
30°-40° 717.7 8.9
40°-50° 1211.3 15.1
50°-60° 1884.2 23.5
60°-70° 2244.5 27.9
70°-80° 1045.6 13.0
80°-90° 133.0 1.7
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 8033.0 100.0
0°-180° 8033.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 425.4 5.3
FM (30°-60°) 2969.6 37.0

FH (60°-80°) 2790.7 34.7 G2/5000
FVH (80°-90°) 74.8 0.9 G1/100

BL (0°-30°) 371.2 4.6 B1/500
BM (30°-60°) 843.7 10.5 B1/1000

BH (60°-80°) 499.5 6.2 B1/500 G1/500
BVH (80°-90°) 58.2 0.7 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G2

Type III Short

0 lm

742 lm

1,485 lm

2,227 lm

2,970 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 57° 65° 75° 85°

0° 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6

2.5° 986.9 986.9 989.5 989.5 989.5 988.4 985.4 986.4 984.3 982.8 980.2
5° 966.8 967.9 971.0 972.0 973.5 974.0 974.0 973.5 974.0 974.0 972.5

7.5° 939.1 940.1 943.7 945.8 950.4 954.5 956.6 956.6 959.1 961.2 961.7
10° 922.1 922.1 924.2 924.2 927.8 929.8 936.5 936.0 943.2 949.9 953.0

12.5° 920.0 920.0 919.0 915.4 913.4 912.8 919.5 920.6 931.4 943.2 948.8
15° 926.7 926.7 923.6 916.4 908.7 905.1 911.8 913.9 925.7 939.6 948.3

17.5° 948.3 947.8 941.1 926.7 913.4 907.7 909.8 911.8 922.6 938.6 949.4
20° 996.2 996.2 981.8 955.5 932.4 919.0 915.9 917.5 925.2 940.1 954.0

22.5° 1080.0 1081.5 1055.8 1012.6 973.0 944.7 932.4 933.9 937.5 951.9 967.4
25° 1203.4 1199.3 1162.8 1101.6 1039.9 991.5 966.3 967.9 967.9 981.2 997.2

27.5° 1334.0 1335.1 1282.6 1216.8 1135.5 1063.5 1023.4 1022.9 1022.4 1035.2 1052.2
30° 1481.6 1482.1 1421.5 1345.3 1252.3 1160.2 1100.0 1099.5 1094.9 1110.8 1133.0

32.5° 1643.1 1642.6 1572.1 1486.3 1382.9 1278.5 1200.3 1199.8 1196.2 1217.8 1244.6
35° 1822.1 1822.1 1752.1 1646.2 1534.6 1418.4 1327.9 1327.4 1329.4 1358.7 1383.9

37.5° 2037.6 2042.2 1957.9 1829.3 1707.4 1583.5 1478.0 1474.9 1459.5 1508.9 1550.5
40° 2262.3 2275.2 2187.7 2037.6 1905.9 1777.9 1661.6 1659.6 1646.2 1698.7 1766.0

42.5° 2505.6 2534.9 2437.7 2284.4 2140.9 2002.6 1885.9 1880.2 1828.8 1910.5 2016.0
45° 2824.4 2843.4 2702.5 2563.7 2428.4 2270.5 2131.7 2101.3 2049.9 2154.8 2291.6

47.5° 3041.4 3032.2 2944.2 2851.2 2764.2 2613.0 2399.6 2361.0 2298.3 2437.2 2587.8
50° 3176.2 3182.9 3133.5 3128.9 3124.2 3018.8 2702.0 2655.7 2583.2 2747.8 2923.7

52.5° 3265.1 3234.8 3243.5 3348.5 3475.5 3425.1 3044.0 2992.6 2918.0 3082.6 3281.1
55° 3228.1 3188.0 3268.7 3475.5 3774.3 3785.6 3419.4 3366.5 3302.7 3438.5 3711.0

57.5° 3074.9 3094.9 3222.5 3509.9 3978.5 4108.6 3850.9 3796.9 3671.4 3809.3 4119.4
60° 2859.4 2900.0 3094.9 3455.4 4121.4 4360.0 4324.6 4288.6 4072.6 4170.3 4548.3

62.5° 2628.0 2668.1 2907.7 3362.3 4057.1 4582.7 4789.5 4767.4 4515.4 4517.9 4820.3
65° 2286.0 2302.4 2547.2 3108.3 3878.7 4783.8 5254.9 5235.3 4938.6 4814.7 4896.4

67.5° 1726.4 1747.0 1948.1 2453.6 3335.6 4674.8 5626.7 5623.6 5193.2 4924.7 4715.4
69° 1274.9 1300.1 1464.1 1904.9 2758.1 4259.2 5644.2 5685.9 5262.1 4913.4 4409.4
70° 932.9 961.7 1113.4 1512.0 2297.3 3800.5 5494.5 5584.0 5235.9 4841.9 4170.8

72.5° 396.5 406.3 480.8 682.4 1165.4 2291.6 4500.4 4688.7 4728.8 4338.4 3258.5
75° 248.4 251.5 280.8 350.2 518.4 947.8 2914.4 3171.0 3530.5 3365.9 2181.6

77.5° 187.2 189.8 206.7 241.2 321.9 353.8 1352.0 1612.3 2022.1 1980.0 1085.6
80° 143.5 145.0 156.3 175.4 226.8 221.7 438.7 551.3 843.9 744.7 384.2

82.5° 112.6 113.1 122.9 126.5 158.4 149.1 220.1 245.3 341.0 283.4 187.7
85° 99.8 101.3 111.1 92.6 101.3 90.0 120.9 131.1 181.0 170.7 71.0

87.5° 50.9 53.5 93.1 79.2 50.9 42.7 53.0 57.1 73.5 79.7 34.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197264

CATALOG NUMBER: NAV-AF-02-D-UNV-T3-8030-800

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6 992.6

2.5° 980.7 981.2 982.8 985.4 989.5 994.6 1000.8 1007.0 1010.6 1013.1 1012.1
5° 972.5 973.0 976.1 980.7 985.9 993.6 1003.9 1011.6 1017.2 1020.8 1020.3

7.5° 962.2 963.8 969.9 975.1 982.3 988.4 996.7 1003.9 1009.5 1013.1 1012.6
10° 954.5 956.0 963.8 970.4 976.6 977.6 976.1 974.0 973.5 976.1 975.1

12.5° 950.9 954.0 961.2 965.8 963.2 953.5 942.2 937.5 936.0 941.1 941.6
15° 951.9 954.5 960.7 957.6 943.7 927.2 921.1 924.7 927.8 930.8 931.4

17.5° 954.5 956.0 957.6 946.3 926.7 915.9 913.9 910.3 901.0 895.9 895.4
20° 959.1 961.2 958.6 940.6 923.1 908.7 884.0 861.9 840.8 829.5 824.9

22.5° 975.1 976.6 968.9 951.4 924.7 877.9 828.0 789.9 757.5 740.0 733.4
25° 1006.4 1009.0 998.2 976.1 906.2 824.4 753.9 702.5 661.9 640.8 635.1

27.5° 1061.5 1064.0 1052.2 994.6 863.0 752.9 667.5 616.6 581.6 563.6 561.1
30° 1143.8 1147.4 1136.6 994.1 797.1 661.9 583.2 553.4 533.3 521.0 520.4

32.5° 1257.9 1271.3 1227.1 976.6 715.9 569.8 519.4 509.1 499.4 491.1 491.1
35° 1402.9 1434.3 1316.6 940.1 626.4 507.1 483.9 474.2 461.8 453.1 452.0

37.5° 1576.3 1625.1 1380.3 875.3 549.2 476.7 462.3 446.4 426.9 409.9 405.8
40° 1814.4 1825.7 1411.7 769.9 491.6 460.3 442.3 422.2 397.5 378.5 376.5

42.5° 2053.5 2016.5 1405.5 656.7 458.7 445.4 421.7 399.6 377.5 361.5 361.5
45° 2325.6 2183.1 1358.7 543.1 428.9 428.4 402.7 381.6 364.6 352.8 350.2

47.5° 2585.8 2332.8 1278.0 459.2 398.1 411.4 390.3 373.4 357.9 346.6 344.6
50° 2901.6 2506.1 1192.1 400.6 368.2 396.5 385.2 376.5 361.5 342.0 339.9

52.5° 3215.3 2708.7 1125.8 356.4 342.0 384.7 388.3 389.3 375.4 337.4 334.8
55° 3552.1 2925.2 1055.8 321.9 320.4 379.0 395.5 394.5 387.8 338.4 334.3

57.5° 3872.5 3142.7 951.4 297.8 303.4 373.4 397.0 380.6 368.7 343.5 336.9
60° 4137.9 3322.7 798.2 280.8 289.0 362.1 386.7 362.1 342.0 342.5 336.3

62.5° 4267.0 3373.1 610.4 261.3 277.2 343.5 371.8 348.2 329.7 344.6 341.0
65° 4168.7 3229.7 435.1 243.3 262.8 321.9 363.1 336.3 323.5 354.9 350.7

67.5° 3815.9 2838.8 315.8 227.3 248.9 299.8 346.6 325.5 317.3 362.6 353.3
69° 3441.0 2451.0 273.6 218.1 239.1 288.0 335.8 319.9 312.7 351.8 338.4
70° 3129.4 2152.3 252.5 212.4 230.9 281.3 327.6 316.3 308.1 338.9 323.0

72.5° 2243.8 1391.1 212.4 195.4 209.3 266.4 309.6 302.9 290.6 306.0 295.7
75° 1355.6 726.2 180.5 177.9 186.7 245.8 288.5 280.3 267.9 269.5 264.3

77.5° 622.8 335.3 151.2 157.4 163.0 220.1 262.8 253.5 242.2 238.1 238.6
80° 273.1 195.9 126.5 134.2 137.3 198.0 235.0 224.7 212.4 234.5 217.5

82.5° 147.6 113.7 98.7 103.9 112.6 172.3 204.2 190.8 179.0 208.3 168.2
85° 59.7 58.1 66.9 72.0 78.2 123.9 170.7 156.9 142.5 127.5 124.5

87.5° 25.7 27.8 32.9 35.0 41.7 77.1 114.7 100.3 100.8 86.4 84.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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