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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P234152
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33284)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/12/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:  22GR-LD5-70-A19/156-UNV-L950-CD1-U

Description:   METALUX 2X2 GRLED TROFFER
WITH A19/156 LENS

Light Source:  -
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 6890.9 lumens

Efficiency: N/A
Efficacy: 107.4 lumens/watt

Spacing Criteria (0/90/45): 1.19 / 1.24 / 1.21
Luminous Opening: Rectangular (W 1.83' x L: 1.83' x H: 0')

CIE Type: Direct

Input Watts (W):  64.16
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P234152

CATALOG NUMBER: 22GR-LD5-70-A19/156-UNV-L950-CD1-U
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P234152

CATALOG NUMBER: 22GR-LD5-70-A19/156-UNV-L950-CD1-U

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 107 103 100 108 105 102 99 101 98 96 97 95 93 93 91 90 88

2 103 96 90 85 100 94 89 85 91 86 83 88 84 81 85 82 79 77
3 95 86 79 74 93 85 79 73 82 77 72 79 75 71 77 73 70 68

4 88 78 71 65 86 77 70 64 75 68 64 72 67 63 70 66 62 60
5 82 71 63 58 80 70 63 57 68 62 57 66 61 56 64 59 56 54

6 77 65 57 51 75 64 57 51 62 56 51 61 55 50 59 54 50 48
7 72 60 52 46 70 59 51 46 57 51 46 56 50 46 55 49 45 44

8 67 55 47 42 66 54 47 42 53 46 42 52 46 41 51 45 41 40
9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 39 35 33

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 11501 11501 11501
5° 11472 11436 11796

10° 11367 11399 11637
15° 11315 11401 11584
20° 11254 11310 11553
25° 10774 11078 11307
30° 10597 10693 11149
35° 9965 10092 10809
40° 8831 8769 9116
45° 6596 6610 6794
50° 4643 5282 4497
55° 3427 4460 3073
60° 2142 3525 2007
65° 1747 2793 1403
70° 1733 2326 1384
75° 2149 1708 1788
80° 2396 1348 2185
85° 2388 2506 2444
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P234152

CATALOG NUMBER: 22GR-LD5-70-A19/156-UNV-L950-CD1-U

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 341.9 5.0 0° 3591 3591 3591 3591 3591

10°-20° 973.8 14.1 5° 3569 3635 3557 3630 3669 338
20°-30° 1442.2 20.9 15° 3413 3434 3439 3491 3494 964

30°-40° 1615.5 23.4 25° 3049 3073 3135 3179 3200 1413
40°-50° 1187.0 17.2 35° 2549 2551 2582 2698 2765 1579

50°-60° 663.5 9.6 45° 1456 1575 1460 1564 1500 1138
60°-70° 369.8 5.4 55° 614 747 799 797 550 548

70°-80° 217.3 3.2 65° 230 409 369 472 185 238
80°-90° 79.9 1.2 75° 174 245 138 278 144 175

90°-100° 0.0 0.0 85° 65 96 68 88 66 71
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2757.9 40.0
0°-40° 4373.4 63.5
0°-60° 6223.9 90.3
0°-90° 6890.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6890.9 100.0
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TEST NUMBER: P234152

CATALOG NUMBER: 22GR-LD5-70-A19/156-UNV-L950-CD1-U

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3591.3 3591.3 3591.3 3591.3 3591.3

2.5° 3589.7 3622.2 3664.4 3669.3 3672.5
5° 3568.6 3635.2 3557.3 3630.3 3669.3

7.5° 3519.9 3560.5 3617.3 3544.3 3565.4
10° 3495.6 3505.3 3505.3 3596.2 3578.4

12.5° 3440.3 3505.3 3521.5 3503.7 3542.6
15° 3412.8 3433.9 3438.7 3490.7 3493.9

17.5° 3381.9 3377.0 3365.6 3403.0 3469.6
20° 3302.3 3284.5 3318.6 3364.0 3390.0

22.5° 3185.5 3190.3 3230.9 3268.3 3297.5
25° 3049.0 3073.4 3135.1 3179.0 3200.0

27.5° 2946.8 2982.5 3024.7 3076.7 3118.8
30° 2865.6 2862.3 2891.6 2966.2 3015.0

32.5° 2708.2 2719.4 2750.3 2839.7 2907.8
35° 2549.0 2550.6 2581.5 2698.3 2764.9

37.5° 2365.5 2352.5 2370.4 2497.0 2540.9
40° 2112.3 2115.5 2097.6 2186.9 2180.5

42.5° 1816.8 1842.8 1750.2 1867.1 1858.9
45° 1456.4 1574.8 1459.5 1563.5 1500.1

47.5° 1149.5 1324.9 1229.0 1305.4 1186.8
50° 931.9 1112.1 1060.2 1094.3 902.7

52.5° 764.7 910.8 927.0 935.2 704.6
55° 613.7 746.8 798.8 797.2 550.4

57.5° 453.0 607.2 667.3 691.6 417.2
60° 334.4 505.0 550.4 604.0 313.3

62.5° 269.5 443.3 454.6 529.3 238.7
65° 230.5 409.1 368.6 472.5 185.1

67.5° 204.6 381.6 300.4 422.1 157.5
70° 185.1 339.3 248.4 378.3 147.8

72.5° 180.2 289.0 191.6 337.7 146.1
75° 173.7 245.2 138.0 277.6 144.5

77.5° 149.3 209.5 99.0 214.3 134.8
80° 129.9 167.3 73.1 160.7 118.5

82.5° 100.6 126.7 65.0 121.8 95.8
85° 65.0 95.8 68.2 87.6 66.5

87.5° 30.8 53.6 48.7 47.0 34.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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