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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P567903
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2204-622-4)

Test Lab:  INNOVATION CENTER

Issue Date:  9/15/2022
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:  8SNX-62SL-LW-UNV-L935-CD

Description:  8FT 6200 LUMEN, SNX FIXTURE WITH 3500K, 90CRI LEDS AND LW LENS
Light Source:  -

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 4964.0 lumens

Efficiency: N/A
Efficacy: 127.3 lumens/watt

Spacing Criteria (0/90/45): 1.23 / 1.31 / 1.41
Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 8' x H: 0.17')

CIE Type: Semi-Direct

Input Watts (W):  39
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P567903

CATALOG NUMBER: 8SNX-62SL-LW-UNV-L935-CD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P567903

CATALOG NUMBER: 8SNX-62SL-LW-UNV-L935-CD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 116 116 116 116 112 112 112 112 105 105 105 98 98 98 92 92 92 89
1 105 100 95 90 101 96 92 88 90 86 83 84 81 79 79 76 74 71

2 95 86 79 73 91 83 76 71 78 72 68 73 68 64 68 65 61 58
3 86 75 67 60 83 73 65 59 68 61 56 64 58 54 60 55 51 49

4 79 66 57 50 75 64 56 49 60 53 47 57 50 46 53 48 44 41
5 72 59 50 43 69 57 49 42 54 46 41 51 44 39 48 42 38 35

6 67 53 44 37 64 51 43 37 48 41 35 46 39 34 43 38 33 31
7 62 48 39 33 59 47 38 32 44 37 31 42 35 30 39 34 29 27

8 57 44 35 29 55 42 34 29 40 33 28 38 32 27 36 30 26 24
9 53 40 32 26 51 39 31 26 37 30 25 35 29 24 33 28 24 22

10 50 37 29 24 48 36 28 23 34 27 23 32 26 22 31 25 21 20

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7505 7505 7505
5° 7550 7166 7103

10° 7498 6888 6748
15° 7424 6619 6429
20° 7321 6338 6109
25° 7203 6068 5796
30° 7062 5790 5496
35° 6907 5510 5216
40° 6730 5237 4948
45° 6538 4962 4674
50° 6319 4679 4386
55° 6078 4363 4104
60° 5795 4032 3806
65° 5503 3675 3466
70° 5092 3293 3131
75° 4550 2847 2777
80° 3667 2396 2423
85° 2583 1977 2060
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P567903

CATALOG NUMBER: 8SNX-62SL-LW-UNV-L935-CD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 132.4 2.7 0° 1394 1394 1394 1394 1394

10°-20° 380.7 7.7 5° 1400 1397 1383 1394 1392 133
20°-30° 578.8 11.7 15° 1340 1346 1343 1360 1360 378

30°-40° 702.6 14.2 25° 1225 1239 1254 1279 1279 564
40°-50° 742.5 15.0 35° 1067 1092 1124 1156 1164 666

50°-60° 694.8 14.0 45° 877 917 969 1012 1024 676
60°-70° 570.1 11.5 55° 667 722 788 837 854 597

70°-80° 392.1 7.9 65° 451 512 589 644 661 447
80°-90° 214.7 4.3 75° 236 299 385 446 466 248

90°-100° 138.3 2.8 85° 52 124 210 267 288 60
100°-110° 124.1 2.5 90° 0 69 147 201 221 4

110°-120° 102.7 2.1 95° 0 66 141 193 213 0
120°-130° 79.1 1.6 105° 0 55 132 181 198 2

130°-140° 55.6 1.1 115° 3 49 112 161 181 3
140°-150° 33.5 0.7 125° 3 40 95 138 155 3
150°-160° 16.0 0.3 135° 3 32 78 112 126 2
160°-170° 5.3 0.1 145° 3 23 55 86 95 2
170°-180° 0.6 0.0 155° 3 14 34 55 63 1
0°-30° 1092.0 22.0 165° 3 9 17 26 32 1
0°-40° 1794.6 36.2 175° 3 3 6 6 3 0
0°-60° 3231.9 65.1 180° 3 3 3 3 3
0°-90° 4408.9 88.8
90°-120° 365.1 7.4
90°-150° 533.3 10.7
90°-180° 555.0 11.2
0°-180° 4964.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P567903

CATALOG NUMBER: 8SNX-62SL-LW-UNV-L935-CD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1394.4 1394.4 1394.4 1394.4 1394.4

2.5° 1403.0 1400.1 1385.8 1397.3 1391.5
5° 1400.1 1397.3 1382.9 1394.4 1391.5

7.5° 1388.6 1388.6 1380.0 1391.5 1388.6
10° 1377.1 1377.1 1368.5 1382.9 1380.0

12.5° 1359.9 1362.8 1357.0 1374.3 1371.4
15° 1339.8 1345.5 1342.6 1359.9 1359.9

17.5° 1316.8 1322.5 1322.5 1342.6 1342.6
20° 1288.0 1296.6 1302.4 1325.4 1325.4

22.5° 1259.3 1270.8 1279.4 1299.5 1308.1
25° 1224.8 1239.1 1253.5 1279.4 1279.4

27.5° 1190.3 1207.5 1224.8 1250.6 1253.5
30° 1150.0 1170.1 1193.1 1219.0 1224.8

32.5° 1109.8 1135.6 1158.6 1190.3 1198.9
35° 1066.6 1092.5 1124.1 1155.8 1164.4

37.5° 1017.8 1049.4 1089.6 1124.1 1132.8
40° 974.6 1009.1 1049.4 1089.6 1098.3

42.5° 925.8 963.1 1012.0 1049.4 1063.8
45° 876.9 917.1 968.9 1012.0 1023.5

47.5° 825.1 871.1 928.6 968.9 983.3
50° 773.4 822.3 882.6 928.6 940.1

52.5° 721.6 773.4 836.6 882.6 897.0
55° 667.0 721.6 787.8 836.6 853.9

57.5° 615.3 669.9 738.9 790.6 807.9
60° 557.8 621.0 690.0 741.8 761.9

62.5° 508.9 566.4 641.1 692.9 710.1
65° 451.4 511.8 589.4 644.0 661.3

67.5° 396.8 460.0 537.6 595.1 612.4
70° 342.1 405.4 488.8 543.4 563.5

72.5° 287.5 353.6 434.1 494.5 514.6
75° 235.8 299.0 385.3 445.6 465.8

77.5° 181.1 250.1 336.4 396.8 419.8
80° 132.3 204.1 290.4 350.8 373.8

82.5° 89.1 161.0 247.3 307.6 330.6
85° 51.8 123.6 209.9 267.4 287.5

87.5° 25.9 94.9 175.4 232.9 253.0
90° 0.0 69.0 146.6 201.3 221.4

92.5° 0.0 66.1 143.8 195.5 215.6
95° 0.0 66.1 140.9 192.6 212.8

97.5° 0.0 63.3 138.0 192.6 209.9
100° 0.0 60.4 138.0 189.8 207.0

102.5° 0.0 57.5 135.1 186.9 204.1
105° 0.0 54.6 132.3 181.1 198.4

107.5° 2.9 54.6 126.5 178.3 195.5
110° 2.9 51.8 120.8 175.4 192.6
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P567903

CATALOG NUMBER: 8SNX-62SL-LW-UNV-L935-CD

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 2.9 48.9 115.0 169.6 186.9

115° 2.9 48.9 112.1 161.0 181.1
117.5° 2.9 46.0 106.4 155.3 175.4

120° 2.9 46.0 103.5 149.5 166.8
122.5° 2.9 43.1 97.8 143.8 161.0

125° 2.9 40.3 94.9 138.0 155.3
127.5° 2.9 37.4 92.0 132.3 149.5

130° 2.9 34.5 86.3 126.5 140.9
132.5° 2.9 34.5 83.4 117.9 135.1

135° 2.9 31.6 77.6 112.1 126.5
137.5° 2.9 28.8 71.9 106.4 120.8

140° 2.9 25.9 66.1 100.6 112.1
142.5° 2.9 25.9 60.4 92.0 103.5

145° 2.9 23.0 54.6 86.3 94.9
147.5° 2.9 20.1 48.9 77.6 86.3

150° 2.9 20.1 43.1 69.0 77.6
152.5° 2.9 17.3 37.4 63.3 71.9

155° 2.9 14.4 34.5 54.6 63.3
157.5° 2.9 14.4 28.8 46.0 54.6

160° 2.9 11.5 25.9 37.4 46.0
162.5° 2.9 11.5 23.0 31.6 40.3

165° 2.9 8.6 17.3 25.9 31.6
167.5° 2.9 8.6 14.4 20.1 25.9

170° 2.9 5.8 11.5 14.4 20.1
172.5° 2.9 5.8 8.6 8.6 8.6

175° 2.9 2.9 5.8 5.8 2.9
177.5° 2.9 2.9 2.9 2.9 2.9

180° 2.9 2.9 2.9 2.9 2.9

(END OF REPORT)
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