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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2210-813-16)
Test Lab:  COOPER LIGHTING SOLUTIONS

Issue Date:  12/7/2022

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  McGRAW-EDISON

Catalog Number:  GFLD-SA1A-722-U-MWR-VSR-XX
Description:  GALLEON FLOOD, ONE LIGHT SQAURE, MEDIUM WIDE SYMMETRICAL ROUND N5

WITH VISOR
Light Source:  (16) 2200K CCT, 70 CRI LEDS

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A NEMA Type:  4H x 5V
Luminaire Lumens:  1944.2 lumens Max Intensity:  2723.9 candela

Efficiency:  N/A Max Intensity Angle:  0°H x -12.5°V
Efficacy:  107.4 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')

Beam Angle (50%):  46.4°H x 49.6°V Field Angle (10%):  69.9°H x 73.3°V
Beam Lumens:  1302.2 lumens Field Lumens:  1752.4 lumens

Beam Efficiency:  67.0% Field Efficiency:  90.1%

Input Watts (W):  18.1
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX
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Max: 2723.8999999765 cd
(90%) 2452 cd
(80%) 2179 cd
(70%) 1907 cd
(60%) 1634 cd
(50%) 1362 cd
(40%) 1090 cd
(30%) 817 cd
(20%) 545 cd
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

Beam:
H Angle: 46.4°
V Angle: 49.6°
Lumens: 1302.2
Efficiency: 67.0%

Field:
H Angle: 69.9°
V Angle: 73.3°
Lumens: 1752.4
Efficiency: 90.1%

Spill:
Lumens: 191.8
Efficiency: 9.9%
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX FIELD
BEAM

CANDELA DISTRIBUTION:
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 0 0 0 0 0 0 0 0 0 0 0

57.5° 0 0 0 0 0 0 0 0 0 0 0
55° 0 0 0 0 0 0 0 0 0 0 0

52.5° 0 0 0 0 0 0 0 0 0 0 0
50° 0 0 0 0 0 0 0 0 0 0 0

47.5° 0 0 0 0 0 0 0 0 0 0 1
45° 0 0 0 0 0 0 0 1 0 1 1

42.5° 0 0 0 0 0 0 0 1 0 1 1
40° 0 0 0 0 0 0 1 1 1 1 1

37.5° 0 0 0 0 0 0 1 1 1 1 1
35° 0 0 0 0 0 0 1 1 1 1 2

32.5° 0 0 0 0 0 0 1 1 1 2 3
30° 0 0 0 0 0 1 1 1 1 2 4

27.5° 0 0 0 0 0 1 1 1 1 2 4
25° 0 0 0 0 0 1 1 1 2 3 5

22.5° 0 0 0 0 0 1 1 1 2 4 6
20° 0 0 0 0 0 1 1 1 3 4 7

17.5° 0 0 0 0 0 1 1 1 3 5 8
15° 0 0 0 0 0 1 1 2 3 5 9

12.5° 0 0 0 0 0 1 1 2 4 6 10
10° 0 0 0 0 0 1 1 2 4 6 11

7.5° 0 0 0 0 0 1 1 3 4 7 12
5° 0 0 0 0 0 1 1 3 5 8 12

2.5° 0 0 0 0 0 1 1 3 5 9 13
0° 0 0 0 0 0 1 1 4 5 9 13

-2.5° 0 0 0 0 0 1 2 4 6 10 14
-5° 0 0 0 0 0 1 2 4 6 10 14

-7.5° 0 0 0 0 1 1 2 4 7 10 15
-10° 0 0 0 0 1 1 2 4 7 11 15

-12.5° 0 0 0 0 1 1 2 4 7 11 15
-15° 0 0 0 0 1 1 2 4 8 11 16

-17.5° 0 0 0 0 1 1 2 4 7 11 16
-20° 0 0 0 0 1 1 3 4 7 11 15
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

-22.5° 0 0 0 0 1 1 3 4 7 11 15

-25° 0 0 0 0 1 1 3 5 7 11 14
-27.5° 0 0 0 0 1 1 3 5 7 10 14

-30° 0 0 0 0 1 1 2 4 7 10 14
-32.5° 0 0 0 0 1 1 2 4 7 10 13

-35° 0 0 0 0 1 1 2 4 7 9 12
-37.5° 0 0 0 0 1 1 2 4 6 9 12

-40° 0 0 0 0 1 1 2 4 6 9 12
-42.5° 0 0 0 0 1 1 2 4 6 8 12

-45° 0 0 0 0 1 1 2 4 5 8 11
-47.5° 0 0 0 0 1 1 2 4 5 7 10

-50° 0 0 0 0 1 1 2 3 5 7 10
-52.5° 0 0 0 0 1 1 2 3 5 7 9

-55° 0 0 0 0 1 1 2 3 4 6 8
-57.5° 0 0 0 0 1 1 2 3 4 6 8

-60° 0 0 0 1 1 1 2 3 4 5 7
-62.5° 0 0 0 1 1 1 2 3 4 5 6

-65° 0 0 0 1 1 1 2 2 3 4 6
-67.5° 0 0 0 1 1 1 1 2 3 4 5

-70° 0 0 0 1 1 1 1 2 3 3 4
-72.5° 0 0 0 0 1 1 1 2 2 3 4

-75° 0 0 0 0 1 1 1 1 2 2 3
-77.5° 0 0 0 0 1 1 1 1 2 2 2

-80° 0 0 0 0 0 1 1 1 1 2 2
-82.5° 0 0 0 0 0 0 1 1 1 1 2

-85° 0 0 0 0 0 0 0 1 1 1 1
-87.5° 0 0 0 0 0 0 0 0 0 0 1

-90° 0 0 0 0 0 0 0 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 0 0 0 0 0 0 0 0 0 0 1

57.5° 0 0 0 0 0 0 1 1 2 3 3
55° 0 0 0 1 1 1 1 2 4 5 5

52.5° 0 0 1 1 1 2 3 5 6 7 8
50° 1 1 1 1 2 3 5 7 8 10 11

47.5° 1 1 1 2 4 6 8 10 12 14 16
45° 1 1 2 3 5 8 11 13 15 17 19

42.5° 1 2 3 5 8 11 14 16 18 20 23
40° 2 3 5 7 10 14 16 18 21 24 28

37.5° 3 4 6 9 13 17 19 22 25 29 33
35° 4 5 8 12 16 19 22 25 30 34 39

32.5° 5 7 10 14 18 22 25 29 34 39 46
30° 6 8 12 17 21 24 28 34 38 45 53

27.5° 7 10 14 19 23 26 32 37 42 49 59
25° 8 12 16 21 24 29 35 41 46 55 68

22.5° 9 14 18 22 26 32 39 45 53 62 78
20° 11 15 20 24 28 35 43 51 60 73 94

17.5° 12 17 21 26 31 38 47 56 68 84 115
15° 13 18 23 28 34 41 51 62 77 97 135

12.5° 15 19 25 30 36 44 54 67 84 113 161
10° 16 20 26 32 39 47 57 71 90 124 180

7.5° 16 21 27 34 41 49 60 74 95 133 195
5° 17 23 29 35 42 51 62 76 100 140 206

2.5° 18 24 30 36 43 53 64 79 104 145 216
0° 18 25 30 37 44 54 65 80 107 149 224

-2.5° 19 26 31 38 45 54 66 82 108 149 222
-5° 19 26 32 38 46 55 66 82 108 148 218

-7.5° 20 26 33 39 47 55 66 82 107 146 210
-10° 20 26 33 39 47 55 66 81 104 141 199

-12.5° 21 27 33 39 47 55 65 79 100 134 185
-15° 21 27 33 39 46 54 63 76 95 124 167

-17.5° 21 27 33 39 46 53 62 73 90 116 154
-20° 21 27 33 38 46 52 60 71 86 108 138

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 9 of 20



Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

-22.5° 21 27 33 38 45 51 59 68 81 98 123

-25° 20 26 32 38 44 50 57 65 76 92 113
-27.5° 20 26 31 37 43 49 55 63 72 84 101

-30° 19 25 31 36 42 48 54 60 68 79 92
-32.5° 18 24 30 35 41 46 52 58 65 74 84

-35° 17 23 29 34 39 45 50 56 62 69 78
-37.5° 17 22 28 32 38 43 48 53 59 65 73

-40° 16 21 26 31 36 41 46 51 56 62 69
-42.5° 15 20 25 30 35 39 44 49 54 60 65

-45° 15 19 24 29 33 38 42 47 52 57 62
-47.5° 14 18 23 27 31 36 40 45 49 54 59

-50° 13 17 21 25 29 33 38 42 47 51 55
-52.5° 12 15 19 23 27 31 35 40 44 48 52

-55° 11 14 18 21 25 28 32 37 41 45 49
-57.5° 10 13 16 19 23 26 30 34 38 42 46

-60° 9 11 14 17 21 24 28 31 35 39 43
-62.5° 8 10 13 15 18 22 25 29 32 35 39

-65° 7 9 11 13 16 19 22 25 29 31 34
-67.5° 7 8 10 11 14 16 19 22 25 27 30

-70° 6 7 8 10 11 13 16 18 21 23 26
-72.5° 5 6 7 8 10 11 13 15 17 19 22

-75° 4 5 6 7 8 9 11 13 14 16 18
-77.5° 3 4 5 5 6 7 9 10 11 13 14

-80° 2 3 3 4 5 6 6 7 8 9 11
-82.5° 2 2 3 3 4 4 5 5 6 7 8

-85° 1 2 2 2 2 3 3 3 4 4 5
-87.5° 1 1 1 1 1 1 1 2 2 2 2

-90° 0 0 0 0 0 0 0 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 1 1 1 1 1 1 2 2 2 1 1

57.5° 3 3 4 5 5 5 6 6 7 7 7
55° 6 7 8 9 10 11 12 12 13 13 14

52.5° 9 11 11 12 14 15 16 17 18 19 20
50° 13 14 16 18 19 21 21 23 25 27 28

47.5° 18 19 21 24 26 27 29 32 34 37 39
45° 21 24 27 30 32 34 37 40 44 47 50

42.5° 26 29 32 35 37 41 46 49 55 60 63
40° 31 34 39 42 47 52 59 66 73 82 88

37.5° 37 42 48 54 61 69 82 96 107 123 132
35° 45 52 61 70 81 99 118 145 173 196 218

32.5° 53 63 75 91 110 138 167 216 264 312 359
30° 62 75 94 117 148 191 247 323 405 477 542

27.5° 73 92 117 151 203 267 370 475 580 673 740
25° 87 112 147 203 279 385 523 652 775 867 944

22.5° 106 145 194 265 403 551 716 879 1016 1132 1208
20° 131 183 266 394 556 742 954 1125 1295 1424 1540

17.5° 165 248 365 529 722 969 1188 1378 1594 1727 1845
15° 196 303 469 678 904 1167 1425 1658 1866 2012 2144

12.5° 236 361 552 798 1046 1338 1606 1855 2059 2209 2302
10° 271 420 635 892 1169 1474 1752 2012 2210 2326 2394

7.5° 299 470 703 973 1265 1572 1866 2124 2313 2410 2456
5° 321 507 755 1039 1343 1657 1956 2209 2368 2448 2474

2.5° 338 532 791 1082 1395 1719 2025 2274 2410 2468 2476
0° 349 550 814 1110 1440 1742 2062 2315 2444 2491 2495

-2.5° 346 544 813 1100 1435 1752 2068 2318 2456 2518 2529
-5° 339 528 786 1072 1394 1712 2013 2277 2446 2541 2582

-7.5° 326 502 740 1018 1328 1646 1954 2227 2422 2555 2636
-10° 302 463 681 950 1255 1558 1863 2146 2356 2516 2630

-12.5° 271 411 609 854 1161 1443 1731 2003 2233 2429 2547
-15° 238 356 534 758 1025 1304 1570 1837 2063 2247 2394

-17.5° 215 309 448 644 878 1142 1402 1647 1851 2024 2178
-20° 186 255 365 530 737 967 1216 1434 1617 1779 1926
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

-22.5° 162 218 298 410 596 800 1003 1204 1375 1520 1645

-25° 141 180 243 334 455 631 802 972 1130 1264 1377
-27.5° 124 156 197 262 354 456 607 748 884 1007 1114

-30° 109 133 165 206 268 344 435 541 649 746 843
-32.5° 98 115 137 167 202 257 311 383 451 522 592

-35° 88 102 117 137 161 193 229 273 309 356 398
-37.5° 82 91 103 115 133 150 175 201 224 250 271

-40° 76 84 91 100 112 124 139 154 169 184 196
-42.5° 71 77 83 90 97 106 117 126 135 144 152

-45° 68 72 77 82 87 94 102 109 114 119 124
-47.5° 64 68 72 76 80 85 90 95 99 103 106

-50° 60 64 68 71 75 79 83 86 90 93 94
-52.5° 56 60 64 67 70 74 77 80 83 86 87

-55° 53 57 61 64 66 69 72 75 78 80 81
-57.5° 50 54 57 60 63 65 68 71 73 76 76

-60° 46 51 54 56 59 61 64 66 69 71 72
-62.5° 42 46 49 51 53 56 58 61 64 66 67

-65° 37 40 43 45 48 50 52 55 57 59 60
-67.5° 33 35 37 39 42 44 46 48 51 52 53

-70° 28 30 32 34 36 38 40 42 44 45 47
-72.5° 24 26 27 29 31 33 34 36 38 39 40

-75° 20 21 23 24 26 27 29 30 31 32 33
-77.5° 15 17 18 19 21 22 23 24 25 26 26

-80° 12 13 14 15 16 17 17 18 19 20 20
-82.5° 8 9 10 10 11 12 12 13 13 14 14

-85° 5 6 6 6 7 7 8 8 8 9 9
-87.5° 3 3 3 3 3 3 4 4 4 4 4

-90° 0 0 0 0 0 0 0 0 0 0 0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 12 of 20



Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 1 1 1 1 1 1 1 1 1 2 2

57.5° 7 6 6 5 6 6 7 7 7 7 6
55° 15 15 16 16 16 15 15 14 13 13 12

52.5° 21 21 21 21 21 21 21 20 19 18 17
50° 28 28 28 28 28 28 28 28 27 25 23

47.5° 40 40 41 41 41 40 40 39 37 34 32
45° 51 52 52 52 52 52 51 50 47 44 40

42.5° 64 65 66 65 66 65 64 63 60 55 49
40° 91 92 92 90 92 92 91 88 82 73 66

37.5° 138 142 144 144 144 142 138 132 123 107 96
35° 238 254 261 252 261 254 238 218 196 173 145

32.5° 397 425 441 441 441 425 397 359 312 264 216
30° 591 627 647 651 647 627 591 542 477 405 323

27.5° 793 829 848 845 848 829 793 740 673 580 475
25° 995 1022 1038 1039 1038 1022 995 944 867 775 652

22.5° 1293 1351 1375 1382 1375 1351 1293 1208 1132 1016 879
20° 1619 1675 1711 1714 1711 1675 1619 1540 1424 1295 1125

17.5° 1929 1957 1962 1964 1962 1957 1929 1845 1727 1594 1378
15° 2221 2231 2257 2260 2257 2231 2221 2144 2012 1866 1658

12.5° 2360 2369 2364 2352 2364 2369 2360 2302 2209 2059 1855
10° 2435 2423 2404 2381 2404 2423 2435 2394 2326 2210 2012

7.5° 2453 2438 2405 2372 2405 2438 2453 2456 2410 2313 2124
5° 2461 2419 2378 2338 2378 2419 2461 2474 2448 2368 2209

2.5° 2456 2407 2349 2306 2349 2407 2456 2476 2468 2410 2274
0° 2471 2422 2362 2346 2362 2422 2471 2495 2491 2444 2315

-2.5° 2515 2475 2443 2435 2443 2475 2515 2529 2518 2456 2318
-5° 2594 2585 2531 2544 2531 2585 2594 2582 2541 2446 2277

-7.5° 2669 2657 2634 2664 2634 2657 2669 2636 2555 2422 2227
-10° 2690 2686 2696 2722 2696 2686 2690 2630 2516 2356 2146

-12.5° 2628 2660 2696 2724 2696 2660 2628 2547 2429 2233 2003
-15° 2490 2556 2611 2636 2611 2556 2490 2394 2247 2063 1837

-17.5° 2287 2368 2433 2451 2433 2368 2287 2178 2024 1851 1647
-20° 2037 2120 2178 2202 2178 2120 2037 1926 1779 1617 1434
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

-22.5° 1756 1837 1890 1918 1890 1837 1756 1645 1520 1375 1204

-25° 1471 1542 1589 1601 1589 1542 1471 1377 1264 1130 972
-27.5° 1198 1255 1290 1293 1290 1255 1198 1114 1007 884 748

-30° 923 976 1006 1022 1006 976 923 843 746 649 541
-32.5° 648 690 716 723 716 690 648 592 522 451 383

-35° 432 458 475 478 475 458 432 398 356 309 273
-37.5° 289 302 310 313 310 302 289 271 250 224 201

-40° 205 211 214 215 214 211 205 196 184 169 154
-42.5° 157 160 161 162 161 160 157 152 144 135 126

-45° 127 129 130 130 130 129 127 124 119 114 109
-47.5° 108 110 111 111 111 110 108 106 103 99 95

-50° 96 96 97 97 97 96 96 94 93 90 86
-52.5° 87 88 88 88 88 88 87 87 86 83 80

-55° 82 82 82 82 82 82 82 81 80 78 75
-57.5° 77 77 77 77 77 77 77 76 76 73 71

-60° 72 73 73 73 73 73 72 72 71 69 66
-62.5° 68 69 69 69 69 69 68 67 66 64 61

-65° 61 63 63 62 63 63 61 60 59 57 55
-67.5° 54 55 55 55 55 55 54 53 52 51 48

-70° 48 48 48 48 48 48 48 47 45 44 42
-72.5° 41 42 42 42 42 42 41 40 39 38 36

-75° 34 35 35 34 35 35 34 33 32 31 30
-77.5° 27 28 28 28 28 28 27 26 26 25 24

-80° 21 21 21 21 21 21 21 20 20 19 18
-82.5° 15 15 15 15 15 15 15 14 14 13 13

-85° 9 9 9 9 9 9 9 9 9 8 8
-87.5° 4 4 4 4 4 4 4 4 4 4 4

-90° 0 0 0 0 0 0 0 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 2 1 1 1 1 1 1 1 0 0 0

57.5° 6 5 5 5 4 3 3 3 3 2 1
55° 12 11 10 9 8 7 6 5 5 4 2

52.5° 16 15 14 12 11 11 9 8 7 6 5
50° 21 21 19 18 16 14 13 11 10 8 7

47.5° 29 27 26 24 21 19 18 16 14 12 10
45° 37 34 32 30 27 24 21 19 17 15 13

42.5° 46 41 37 35 32 29 26 23 20 18 16
40° 59 52 47 42 39 34 31 28 24 21 18

37.5° 82 69 61 54 48 42 37 33 29 25 22
35° 118 99 81 70 61 52 45 39 34 30 25

32.5° 167 138 110 91 75 63 53 46 39 34 29
30° 247 191 148 117 94 75 62 53 45 38 34

27.5° 370 267 203 151 117 92 73 59 49 42 37
25° 523 385 279 203 147 112 87 68 55 46 41

22.5° 716 551 403 265 194 145 106 78 62 53 45
20° 954 742 556 394 266 183 131 94 73 60 51

17.5° 1188 969 722 529 365 248 165 115 84 68 56
15° 1425 1167 904 678 469 303 196 135 97 77 62

12.5° 1606 1338 1046 798 552 361 236 161 113 84 67
10° 1752 1474 1169 892 635 420 271 180 124 90 71

7.5° 1866 1572 1265 973 703 470 299 195 133 95 74
5° 1956 1657 1343 1039 755 507 321 206 140 100 76

2.5° 2025 1719 1395 1082 791 532 338 216 145 104 79
0° 2062 1742 1440 1110 814 550 349 224 149 107 80

-2.5° 2068 1752 1435 1100 813 544 346 222 149 108 82
-5° 2013 1712 1394 1072 786 528 339 218 148 108 82

-7.5° 1954 1646 1328 1018 740 502 326 210 146 107 82
-10° 1863 1558 1255 950 681 463 302 199 141 104 81

-12.5° 1731 1443 1161 854 609 411 271 185 134 100 79
-15° 1570 1304 1025 758 534 356 238 167 124 95 76

-17.5° 1402 1142 878 644 448 309 215 154 116 90 73
-20° 1216 967 737 530 365 255 186 138 108 86 71
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

-22.5° 1003 800 596 410 298 218 162 123 98 81 68

-25° 802 631 455 334 243 180 141 113 92 76 65
-27.5° 607 456 354 262 197 156 124 101 84 72 63

-30° 435 344 268 206 165 133 109 92 79 68 60
-32.5° 311 257 202 167 137 115 98 84 74 65 58

-35° 229 193 161 137 117 102 88 78 69 62 56
-37.5° 175 150 133 115 103 91 82 73 65 59 53

-40° 139 124 112 100 91 84 76 69 62 56 51
-42.5° 117 106 97 90 83 77 71 65 60 54 49

-45° 102 94 87 82 77 72 68 62 57 52 47
-47.5° 90 85 80 76 72 68 64 59 54 49 45

-50° 83 79 75 71 68 64 60 55 51 47 42
-52.5° 77 74 70 67 64 60 56 52 48 44 40

-55° 72 69 66 64 61 57 53 49 45 41 37
-57.5° 68 65 63 60 57 54 50 46 42 38 34

-60° 64 61 59 56 54 51 46 43 39 35 31
-62.5° 58 56 53 51 49 46 42 39 35 32 29

-65° 52 50 48 45 43 40 37 34 31 29 25
-67.5° 46 44 42 39 37 35 33 30 27 25 22

-70° 40 38 36 34 32 30 28 26 23 21 18
-72.5° 34 33 31 29 27 26 24 22 19 17 15

-75° 29 27 26 24 23 21 20 18 16 14 13
-77.5° 23 22 21 19 18 17 15 14 13 11 10

-80° 17 17 16 15 14 13 12 11 9 8 7
-82.5° 12 12 11 10 10 9 8 8 7 6 5

-85° 8 7 7 6 6 6 5 5 4 4 3
-87.5° 4 3 3 3 3 3 3 2 2 2 2

-90° 0 0 0 0 0 0 0 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

90° 0 0 0 0 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0 0 0 0 0
60° 0 0 0 0 0 0 0 0 0 0 0

57.5° 1 0 0 0 0 0 0 0 0 0 0
55° 1 1 1 1 0 0 0 0 0 0 0

52.5° 3 2 1 1 1 0 0 0 0 0 0
50° 5 3 2 1 1 1 1 0 0 0 0

47.5° 8 6 4 2 1 1 1 1 0 0 0
45° 11 8 5 3 2 1 1 1 1 0 1

42.5° 14 11 8 5 3 2 1 1 1 0 1
40° 16 14 10 7 5 3 2 1 1 1 1

37.5° 19 17 13 9 6 4 3 1 1 1 1
35° 22 19 16 12 8 5 4 2 1 1 1

32.5° 25 22 18 14 10 7 5 3 2 1 1
30° 28 24 21 17 12 8 6 4 2 1 1

27.5° 32 26 23 19 14 10 7 4 2 1 1
25° 35 29 24 21 16 12 8 5 3 2 1

22.5° 39 32 26 22 18 14 9 6 4 2 1
20° 43 35 28 24 20 15 11 7 4 3 1

17.5° 47 38 31 26 21 17 12 8 5 3 1
15° 51 41 34 28 23 18 13 9 5 3 2

12.5° 54 44 36 30 25 19 15 10 6 4 2
10° 57 47 39 32 26 20 16 11 6 4 2

7.5° 60 49 41 34 27 21 16 12 7 4 3
5° 62 51 42 35 29 23 17 12 8 5 3

2.5° 64 53 43 36 30 24 18 13 9 5 3
0° 65 54 44 37 30 25 18 13 9 5 4

-2.5° 66 54 45 38 31 26 19 14 10 6 4
-5° 66 55 46 38 32 26 19 14 10 6 4

-7.5° 66 55 47 39 33 26 20 15 10 7 4
-10° 66 55 47 39 33 26 20 15 11 7 4

-12.5° 65 55 47 39 33 27 21 15 11 7 4
-15° 63 54 46 39 33 27 21 16 11 8 4

-17.5° 62 53 46 39 33 27 21 16 11 7 4
-20° 60 52 46 38 33 27 21 15 11 7 4
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

-22.5° 59 51 45 38 33 27 21 15 11 7 4

-25° 57 50 44 38 32 26 20 14 11 7 5
-27.5° 55 49 43 37 31 26 20 14 10 7 5

-30° 54 48 42 36 31 25 19 14 10 7 4
-32.5° 52 46 41 35 30 24 18 13 10 7 4

-35° 50 45 39 34 29 23 17 12 9 7 4
-37.5° 48 43 38 32 28 22 17 12 9 6 4

-40° 46 41 36 31 26 21 16 12 9 6 4
-42.5° 44 39 35 30 25 20 15 12 8 6 4

-45° 42 38 33 29 24 19 15 11 8 5 4
-47.5° 40 36 31 27 23 18 14 10 7 5 4

-50° 38 33 29 25 21 17 13 10 7 5 3
-52.5° 35 31 27 23 19 15 12 9 7 5 3

-55° 32 28 25 21 18 14 11 8 6 4 3
-57.5° 30 26 23 19 16 13 10 8 6 4 3

-60° 28 24 21 17 14 11 9 7 5 4 3
-62.5° 25 22 18 15 13 10 8 6 5 4 3

-65° 22 19 16 13 11 9 7 6 4 3 2
-67.5° 19 16 14 11 10 8 7 5 4 3 2

-70° 16 13 11 10 8 7 6 4 3 3 2
-72.5° 13 11 10 8 7 6 5 4 3 2 2

-75° 11 9 8 7 6 5 4 3 2 2 1
-77.5° 9 7 6 5 5 4 3 2 2 2 1

-80° 6 6 5 4 3 3 2 2 2 1 1
-82.5° 5 4 4 3 3 2 2 2 1 1 1

-85° 3 3 2 2 2 2 1 1 1 1 1
-87.5° 1 1 1 1 1 1 1 1 0 0 0

-90° 0 0 0 0 0 0 0 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

90° 0 0 0 0 0 0 0

87.5° 0 0 0 0 0 0 0
85° 0 0 0 0 0 0 0

82.5° 0 0 0 0 0 0 0
80° 0 0 0 0 0 0 0

77.5° 0 0 0 0 0 0 0
75° 0 0 0 0 0 0 0

72.5° 0 0 0 0 0 0 0
70° 0 0 0 0 0 0 0

67.5° 0 0 0 0 0 0 0
65° 0 0 0 0 0 0 0

62.5° 0 0 0 0 0 0 0
60° 0 0 0 0 0 0 0

57.5° 0 0 0 0 0 0 0
55° 0 0 0 0 0 0 0

52.5° 0 0 0 0 0 0 0
50° 0 0 0 0 0 0 0

47.5° 0 0 0 0 0 0 0
45° 0 0 0 0 0 0 0

42.5° 0 0 0 0 0 0 0
40° 1 0 0 0 0 0 0

37.5° 1 0 0 0 0 0 0
35° 1 0 0 0 0 0 0

32.5° 1 0 0 0 0 0 0
30° 1 1 0 0 0 0 0

27.5° 1 1 0 0 0 0 0
25° 1 1 0 0 0 0 0

22.5° 1 1 0 0 0 0 0
20° 1 1 0 0 0 0 0

17.5° 1 1 0 0 0 0 0
15° 1 1 0 0 0 0 0

12.5° 1 1 0 0 0 0 0
10° 1 1 0 0 0 0 0

7.5° 1 1 0 0 0 0 0
5° 1 1 0 0 0 0 0

2.5° 1 1 0 0 0 0 0
0° 1 1 0 0 0 0 0

-2.5° 2 1 0 0 0 0 0
-5° 2 1 0 0 0 0 0

-7.5° 2 1 1 0 0 0 0
-10° 2 1 1 0 0 0 0

-12.5° 2 1 1 0 0 0 0
-15° 2 1 1 0 0 0 0

-17.5° 2 1 1 0 0 0 0
-20° 3 1 1 0 0 0 0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P626526 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA1A-722-U-MWR-VSR-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

-22.5° 3 1 1 0 0 0 0

-25° 3 1 1 0 0 0 0
-27.5° 3 1 1 0 0 0 0

-30° 2 1 1 0 0 0 0
-32.5° 2 1 1 0 0 0 0

-35° 2 1 1 0 0 0 0
-37.5° 2 1 1 0 0 0 0

-40° 2 1 1 0 0 0 0
-42.5° 2 1 1 0 0 0 0

-45° 2 1 1 0 0 0 0
-47.5° 2 1 1 0 0 0 0

-50° 2 1 1 0 0 0 0
-52.5° 2 1 1 0 0 0 0

-55° 2 1 1 0 0 0 0
-57.5° 2 1 1 0 0 0 0

-60° 2 1 1 1 0 0 0
-62.5° 2 1 1 1 0 0 0

-65° 2 1 1 1 0 0 0
-67.5° 1 1 1 1 0 0 0

-70° 1 1 1 1 0 0 0
-72.5° 1 1 1 0 0 0 0

-75° 1 1 1 0 0 0 0
-77.5° 1 1 1 0 0 0 0

-80° 1 1 0 0 0 0 0
-82.5° 1 0 0 0 0 0 0

-85° 0 0 0 0 0 0 0
-87.5° 0 0 0 0 0 0 0

-90° 0 0 0 0 0 0 0

(END OF REPORT)
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