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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-2019
Report Number:  P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2210-813-21)
Test Lab:  COOPER LIGHTING SOLUTIONS

Issue Date:  5/4/2023

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  McGRAW-EDISON

Catalog Number:  GFLD-SA2B-740-U-LAM-XX
Description:  GALLEON FLOOD, TWO LIGHT SQAURE, LAMBERTIAN

Light Source:  (32) 4000K CCT, 70 CRI LEDS

Ballast/Driver:  -

Summary  
Lumens per Lamp:  N/A NEMA Type:  7H x 7V

Luminaire Lumens:  9752.9 lumens Max Intensity:  3188.2 candela
Efficiency:  N/A Max Intensity Angle:  -22.5°H x 0°V

Efficacy:  153.3 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

Beam Angle (50%):  117.8°H x 112°V Field Angle (10%):  152.8°H x 150.5°V
Beam Lumens:  8116.6 lumens Field Lumens:  9561.1 lumens

Beam Efficiency:  83.2% Field Efficiency:  98.0%

Input Watts (W):  63.6
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX
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Max: 3188.2 cd (90%) 2869 cd

(80%) 2551 cd (70%) 2232 cd

(60%) 1913 cd (50%) 1594 cd

(40%) 1275 cd (30%) 956 cd

(20%) 638 cd (10%) 319 cd
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

Beam:
H Angle: 117.8°
V Angle: 112°
Lumens: 8116.6
Efficiency: 83.2%

Field:
H Angle: 152.8°
V Angle: 150.5°
Lumens: 9561.1
Efficiency: 98.0%

Spill:
Lumens: 191.8
Efficiency: 2.0%
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX FIELD
BEAM

CANDELA DISTRIBUTION:
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 0.8 1.5 2.3 3.0 3.8 4.5 5.2 5.9 6.7 7.4
85° 0.0 1.5 3.0 4.5 6.0 7.5 9.0 10.5 11.9 13.3 14.7

82.5° 0.0 2.3 4.5 6.8 9.0 11.3 13.5 15.7 18.5 24.3 30.0
80° 0.0 3.0 6.0 9.0 12.0 15.0 18.8 26.8 34.6 42.3 49.9

77.5° 0.0 3.8 7.5 11.3 15.0 20.9 30.9 40.8 50.6 60.2 71.8

75° 0.0 4.5 9.0 13.5 18.8 30.9 42.9 54.7 67.1 83.8 100.2

72.5° 0.0 5.2 10.5 15.7 26.8 40.8 54.7 70.1 89.8 109.3 128.4

70° 0.0 5.9 11.9 18.5 34.6 50.6 67.1 89.8 112.3 134.5 158.6

67.5° 0.0 6.7 13.3 24.3 42.3 60.2 83.8 109.3 134.5 161.9 188.9
65° 0.0 7.4 14.7 30.0 49.9 71.8 100.2 128.4 158.6 188.9 218.4

62.5° 0.0 8.0 16.1 35.6 57.3 85.2 116.3 148.6 182.2 215.2 246.3
60° 0.0 8.7 17.4 41.0 64.5 98.4 132.1 168.8 205.3 239.9 273.8

57.5° 0.0 9.3 20.9 46.3 74.7 111.2 148.9 188.6 227.1 264.1 303.1
55° 0.0 10.0 24.3 51.5 84.7 123.7 165.5 207.9 248.1 288.4 332.9

52.5° 0.0 10.6 27.7 56.5 94.4 136.1 181.5 225.9 268.5 314.5 361.9
50° 0.0 11.2 30.9 61.3 103.8 149.0 197.1 243.2 289.1 339.9 397.9

47.5° 0.0 11.8 34.0 66.5 112.8 161.5 212.0 259.9 310.8 364.3 433.6
45° 0.0 12.3 37.0 73.1 121.6 173.6 225.8 276.0 331.8 395.2 468.1

42.5° 0.0 12.8 39.9 79.3 129.9 185.1 239.0 292.7 351.9 424.9 508.8
40° 0.0 13.3 42.6 85.3 138.3 196.1 251.6 309.5 373.1 453.4 549.0

37.5° 0.0 13.8 45.2 90.9 146.6 206.6 263.6 325.4 397.1 482.5 587.3
35° 0.0 14.3 47.7 96.3 154.5 216.2 275.0 340.5 419.8 515.0 626.4

32.5° 0.0 14.7 50.0 101.3 161.9 225.0 286.1 354.7 441.2 545.7 667.5
30° 0.0 15.1 52.1 106.0 168.9 233.3 297.4 369.0 461.3 574.4 706.1

27.5° 0.0 15.4 54.1 110.4 175.3 241.0 307.9 385.2 481.8 601.1 742.0
25° 0.0 15.8 56.0 114.4 181.2 248.1 317.6 400.1 503.5 629.0 775.5

22.5° 0.0 16.1 57.7 118.1 186.6 254.5 326.5 413.8 523.3 655.9 814.6
20° 0.0 16.4 59.2 121.4 191.5 260.3 334.4 426.0 541.2 680.3 850.0

17.5° 0.0 16.6 60.5 124.3 195.8 265.5 341.5 436.9 557.1 701.9 881.4
15° 0.0 16.8 61.7 126.8 199.5 270.0 347.7 446.4 570.9 720.8 908.8

12.5° 0.0 17.0 62.6 129.0 202.7 273.8 352.9 454.5 582.7 736.9 932.2
10° 0.0 17.1 63.5 130.7 205.3 276.9 357.2 461.1 592.4 750.1 951.4

7.5° 0.0 17.3 64.1 132.1 207.4 279.3 360.6 466.3 600.0 760.4 966.4
5° 0.0 17.3 64.5 133.1 208.8 281.1 363.0 470.0 605.4 767.8 977.2

2.5° 0.0 17.4 64.8 133.7 209.7 282.1 364.4 472.3 608.6 772.2 983.6
0° 0.0 17.4 64.9 133.9 210.0 282.5 364.9 473.0 609.7 773.7 985.8

-2.5° 0.0 17.4 64.8 133.7 209.7 282.1 364.4 472.3 608.6 772.2 983.6
-5° 0.0 17.3 64.5 133.1 208.8 281.1 363.0 470.0 605.4 767.8 977.2

-7.5° 0.0 17.3 64.1 132.1 207.4 279.3 360.6 466.3 600.0 760.4 966.4
-10° 0.0 17.1 63.5 130.7 205.3 276.9 357.2 461.1 592.4 750.1 951.4

-12.5° 0.0 17.0 62.6 129.0 202.7 273.8 352.9 454.5 582.7 736.9 932.2
-15° 0.0 16.8 61.7 126.8 199.5 270.0 347.7 446.4 570.9 720.8 908.8

-17.5° 0.0 16.6 60.5 124.3 195.8 265.5 341.5 436.9 557.1 701.9 881.4
-20° 0.0 16.4 59.2 121.4 191.5 260.3 334.4 426.0 541.2 680.3 850.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

-22.5° 0.0 16.1 57.7 118.1 186.6 254.5 326.5 413.8 523.3 655.9 814.6

-25° 0.0 15.8 56.0 114.4 181.2 248.1 317.6 400.1 503.5 629.0 775.5
-27.5° 0.0 15.4 54.1 110.4 175.3 241.0 307.9 385.2 481.8 601.1 742.0

-30° 0.0 15.1 52.1 106.0 168.9 233.3 297.4 369.0 461.3 574.4 706.1
-32.5° 0.0 14.7 50.0 101.3 161.9 225.0 286.1 354.7 441.2 545.7 667.5

-35° 0.0 14.3 47.7 96.3 154.5 216.2 275.0 340.5 419.8 515.0 626.4

-37.5° 0.0 13.8 45.2 90.9 146.6 206.6 263.6 325.4 397.1 482.5 587.3

-40° 0.0 13.3 42.6 85.3 138.3 196.1 251.6 309.5 373.1 453.4 549.0

-42.5° 0.0 12.8 39.9 79.3 129.9 185.1 239.0 292.7 351.9 424.9 508.8

-45° 0.0 12.3 37.0 73.1 121.6 173.6 225.8 276.0 331.8 395.2 468.1
-47.5° 0.0 11.8 34.0 66.5 112.8 161.5 212.0 259.9 310.8 364.3 433.6

-50° 0.0 11.2 30.9 61.3 103.8 149.0 197.1 243.2 289.1 339.9 397.9
-52.5° 0.0 10.6 27.7 56.5 94.4 136.1 181.5 225.9 268.5 314.5 361.9

-55° 0.0 10.0 24.3 51.5 84.7 123.7 165.5 207.9 248.1 288.4 332.9
-57.5° 0.0 9.3 20.9 46.3 74.7 111.2 148.9 188.6 227.1 264.1 303.1

-60° 0.0 8.7 17.4 41.0 64.5 98.4 132.1 168.8 205.3 239.9 273.8
-62.5° 0.0 8.0 16.1 35.6 57.3 85.2 116.3 148.6 182.2 215.2 246.3

-65° 0.0 7.4 14.7 30.0 49.9 71.8 100.2 128.4 158.6 188.9 218.4
-67.5° 0.0 6.7 13.3 24.3 42.3 60.2 83.8 109.3 134.5 161.9 188.9

-70° 0.0 5.9 11.9 18.5 34.6 50.6 67.1 89.8 112.3 134.5 158.6
-72.5° 0.0 5.2 10.5 15.7 26.8 40.8 54.7 70.1 89.8 109.3 128.4

-75° 0.0 4.5 9.0 13.5 18.8 30.9 42.9 54.7 67.1 83.8 100.2
-77.5° 0.0 3.8 7.5 11.3 15.0 20.9 30.9 40.8 50.6 60.2 71.8

-80° 0.0 3.0 6.0 9.0 12.0 15.0 18.8 26.8 34.6 42.3 49.9
-82.5° 0.0 2.3 4.5 6.8 9.0 11.3 13.5 15.7 18.5 24.3 30.0

-85° 0.0 1.5 3.0 4.5 6.0 7.5 9.0 10.5 11.9 13.3 14.7
-87.5° 0.0 0.8 1.5 2.3 3.0 3.8 4.5 5.2 5.9 6.7 7.4

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 8.0 8.7 9.3 10.0 10.6 11.2 11.8 12.3 12.8 13.3 13.8
85° 16.1 17.4 20.9 24.3 27.7 30.9 34.0 37.0 39.9 42.6 45.2

82.5° 35.6 41.0 46.3 51.5 56.5 61.3 66.5 73.1 79.3 85.3 90.9
80° 57.3 64.5 74.7 84.7 94.4 103.8 112.8 121.6 129.9 138.3 146.6

77.5° 85.2 98.4 111.2 123.7 136.1 149.0 161.5 173.6 185.1 196.1 206.6

75° 116.3 132.1 148.9 165.5 181.5 197.1 212.0 225.8 239.0 251.6 263.6

72.5° 148.6 168.8 188.6 207.9 225.9 243.2 259.9 276.0 292.7 309.5 325.4

70° 182.2 205.3 227.1 248.1 268.5 289.1 310.8 331.8 351.9 373.1 397.1

67.5° 215.2 239.9 264.1 288.4 314.5 339.9 364.3 395.2 424.9 453.4 482.5
65° 246.3 273.8 303.1 332.9 361.9 397.9 433.6 468.1 508.8 549.0 587.3

62.5° 277.0 310.5 344.0 380.4 422.2 462.9 510.0 558.1 604.4 656.6 707.4
60° 310.5 347.7 390.1 436.9 485.1 541.2 595.6 655.9 716.7 775.5 847.6

57.5° 344.0 390.1 441.8 497.6 560.1 623.1 693.9 762.5 844.7 926.8 1008.5
55° 380.4 436.9 497.6 566.4 638.3 716.9 799.1 894.8 987.5 1090.6 1189.5

52.5° 422.2 485.1 560.1 638.3 724.6 819.1 925.1 1034.7 1150.1 1262.2 1372.1
50° 462.9 541.2 623.1 716.9 819.1 935.3 1058.5 1186.1 1312.1 1435.1 1550.2

47.5° 510.0 595.6 693.9 799.1 925.1 1058.5 1198.2 1337.3 1473.2 1599.3 1720.0
45° 558.1 655.9 762.5 894.8 1034.7 1186.1 1337.3 1486.0 1624.0 1754.3 1868.3

42.5° 604.4 716.7 844.7 987.5 1150.1 1312.1 1473.2 1624.0 1765.5 1891.0 2005.5
40° 656.6 775.5 926.8 1090.6 1262.2 1435.1 1599.3 1754.3 1891.0 2015.9 2131.9

37.5° 707.4 847.6 1008.5 1189.5 1372.1 1550.2 1720.0 1868.3 2005.5 2131.9 2243.1
35° 755.7 916.1 1095.3 1285.3 1477.1 1658.0 1823.4 1974.3 2110.7 2233.3 2347.0

32.5° 809.3 980.9 1177.5 1377.3 1572.6 1756.9 1920.9 2068.6 2204.0 2328.6 2441.5
30° 864.6 1050.7 1255.4 1464.1 1662.4 1842.7 2006.3 2155.9 2290.3 2413.3 2524.0

27.5° 916.1 1116.6 1329.8 1542.5 1744.4 1923.1 2084.6 2231.8 2366.9 2490.8 2598.1
25° 963.7 1177.5 1398.7 1614.3 1813.4 1992.6 2155.5 2302.6 2437.0 2555.8 2660.1

22.5° 1010.6 1233.3 1461.8 1680.1 1876.9 2054.7 2216.1 2363.6 2498.0 2615.8 2715.8
20° 1056.3 1285.3 1517.5 1738.6 1934.4 2111.1 2271.3 2418.5 2549.4 2663.4 2762.9

17.5° 1096.9 1331.6 1566.2 1785.7 1981.8 2159.3 2320.1 2467.7 2595.6 2706.2 2803.6
15° 1132.4 1372.1 1608.8 1827.0 2022.5 2199.3 2360.1 2506.2 2633.1 2742.8 2839.6

12.5° 1162.6 1406.6 1645.1 1862.3 2057.3 2233.5 2394.4 2538.4 2663.2 2771.6 2866.2
10° 1187.5 1435.1 1675.0 1891.4 2086.0 2261.8 2422.7 2565.2 2688.1 2795.4 2888.4

7.5° 1206.9 1457.3 1698.4 1914.2 2108.5 2284.0 2445.0 2586.1 2707.8 2814.2 2905.9
5° 1220.8 1473.2 1715.2 1930.5 2124.6 2299.9 2460.9 2601.2 2721.9 2827.8 2918.5

2.5° 1229.2 1482.8 1725.3 1940.3 2134.4 2309.5 2470.6 2610.4 2730.4 2836.0 2926.1
0° 1232.0 1486.0 1728.7 1943.6 2137.6 2312.7 2473.8 2613.4 2733.3 2838.7 2928.7

-2.5° 1229.2 1482.8 1725.3 1940.3 2134.4 2309.5 2470.6 2610.4 2730.4 2836.0 2926.1
-5° 1220.8 1473.2 1715.2 1930.5 2124.6 2299.9 2460.9 2601.2 2721.9 2827.8 2918.5

-7.5° 1206.9 1457.3 1698.4 1914.2 2108.5 2284.0 2445.0 2586.1 2707.8 2814.2 2905.9
-10° 1187.5 1435.1 1675.0 1891.4 2086.0 2261.8 2422.7 2565.2 2688.1 2795.4 2888.4

-12.5° 1162.6 1406.6 1645.1 1862.3 2057.3 2233.5 2394.4 2538.4 2663.2 2771.6 2866.2
-15° 1132.4 1372.1 1608.8 1827.0 2022.5 2199.3 2360.1 2506.2 2633.1 2742.8 2839.6

-17.5° 1096.9 1331.6 1566.2 1785.7 1981.8 2159.3 2320.1 2467.7 2595.6 2706.2 2803.6
-20° 1056.3 1285.3 1517.5 1738.6 1934.4 2111.1 2271.3 2418.5 2549.4 2663.4 2762.9
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

-22.5° 1010.6 1233.3 1461.8 1680.1 1876.9 2054.7 2216.1 2363.6 2498.0 2615.8 2715.8

-25° 963.7 1177.5 1398.7 1614.3 1813.4 1992.6 2155.5 2302.6 2437.0 2555.8 2660.1
-27.5° 916.1 1116.6 1329.8 1542.5 1744.4 1923.1 2084.6 2231.8 2366.9 2490.8 2598.1

-30° 864.6 1050.7 1255.4 1464.1 1662.4 1842.7 2006.3 2155.9 2290.3 2413.3 2524.0
-32.5° 809.3 980.9 1177.5 1377.3 1572.6 1756.9 1920.9 2068.6 2204.0 2328.6 2441.5

-35° 755.7 916.1 1095.3 1285.3 1477.1 1658.0 1823.4 1974.3 2110.7 2233.3 2347.0

-37.5° 707.4 847.6 1008.5 1189.5 1372.1 1550.2 1720.0 1868.3 2005.5 2131.9 2243.1

-40° 656.6 775.5 926.8 1090.6 1262.2 1435.1 1599.3 1754.3 1891.0 2015.9 2131.9

-42.5° 604.4 716.7 844.7 987.5 1150.1 1312.1 1473.2 1624.0 1765.5 1891.0 2005.5

-45° 558.1 655.9 762.5 894.8 1034.7 1186.1 1337.3 1486.0 1624.0 1754.3 1868.3
-47.5° 510.0 595.6 693.9 799.1 925.1 1058.5 1198.2 1337.3 1473.2 1599.3 1720.0

-50° 462.9 541.2 623.1 716.9 819.1 935.3 1058.5 1186.1 1312.1 1435.1 1550.2
-52.5° 422.2 485.1 560.1 638.3 724.6 819.1 925.1 1034.7 1150.1 1262.2 1372.1

-55° 380.4 436.9 497.6 566.4 638.3 716.9 799.1 894.8 987.5 1090.6 1189.5
-57.5° 344.0 390.1 441.8 497.6 560.1 623.1 693.9 762.5 844.7 926.8 1008.5

-60° 310.5 347.7 390.1 436.9 485.1 541.2 595.6 655.9 716.7 775.5 847.6
-62.5° 277.0 310.5 344.0 380.4 422.2 462.9 510.0 558.1 604.4 656.6 707.4

-65° 246.3 273.8 303.1 332.9 361.9 397.9 433.6 468.1 508.8 549.0 587.3
-67.5° 215.2 239.9 264.1 288.4 314.5 339.9 364.3 395.2 424.9 453.4 482.5

-70° 182.2 205.3 227.1 248.1 268.5 289.1 310.8 331.8 351.9 373.1 397.1
-72.5° 148.6 168.8 188.6 207.9 225.9 243.2 259.9 276.0 292.7 309.5 325.4

-75° 116.3 132.1 148.9 165.5 181.5 197.1 212.0 225.8 239.0 251.6 263.6
-77.5° 85.2 98.4 111.2 123.7 136.1 149.0 161.5 173.6 185.1 196.1 206.6

-80° 57.3 64.5 74.7 84.7 94.4 103.8 112.8 121.6 129.9 138.3 146.6
-82.5° 35.6 41.0 46.3 51.5 56.5 61.3 66.5 73.1 79.3 85.3 90.9

-85° 16.1 17.4 20.9 24.3 27.7 30.9 34.0 37.0 39.9 42.6 45.2
-87.5° 8.0 8.7 9.3 10.0 10.6 11.2 11.8 12.3 12.8 13.3 13.8

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 14.3 14.7 15.1 15.4 15.8 16.1 16.4 16.6 16.8 17.0 17.1
85° 47.7 50.0 52.1 54.1 56.0 57.7 59.2 60.5 61.7 62.6 63.5

82.5° 96.3 101.3 106.0 110.4 114.4 118.1 121.4 124.3 126.8 129.0 130.7
80° 154.5 161.9 168.9 175.3 181.2 186.6 191.5 195.8 199.5 202.7 205.3

77.5° 216.2 225.0 233.3 241.0 248.1 254.5 260.3 265.5 270.0 273.8 276.9

75° 275.0 286.1 297.4 307.9 317.6 326.5 334.4 341.5 347.7 352.9 357.2

72.5° 340.5 354.7 369.0 385.2 400.1 413.8 426.0 436.9 446.4 454.5 461.1

70° 419.8 441.2 461.3 481.8 503.5 523.3 541.2 557.1 570.9 582.7 592.4

67.5° 515.0 545.7 574.4 601.1 629.0 655.9 680.3 701.9 720.8 736.9 750.1
65° 626.4 667.5 706.1 742.0 775.5 814.6 850.0 881.4 908.8 932.2 951.4

62.5° 755.7 809.3 864.6 916.1 963.7 1010.6 1056.3 1096.9 1132.4 1162.6 1187.5
60° 916.1 980.9 1050.7 1116.6 1177.5 1233.3 1285.3 1331.6 1372.1 1406.6 1435.1

57.5° 1095.3 1177.5 1255.4 1329.8 1398.7 1461.8 1517.5 1566.2 1608.8 1645.1 1675.0
55° 1285.3 1377.3 1464.1 1542.5 1614.3 1680.1 1738.6 1785.7 1827.0 1862.3 1891.4

52.5° 1477.1 1572.6 1662.4 1744.4 1813.4 1876.9 1934.4 1981.8 2022.5 2057.3 2086.0
50° 1658.0 1756.9 1842.7 1923.1 1992.6 2054.7 2111.1 2159.3 2199.3 2233.5 2261.8

47.5° 1823.4 1920.9 2006.3 2084.6 2155.5 2216.1 2271.3 2320.1 2360.1 2394.4 2422.7
45° 1974.3 2068.6 2155.9 2231.8 2302.6 2363.6 2418.5 2467.7 2506.2 2538.4 2565.2

42.5° 2110.7 2204.0 2290.3 2366.9 2437.0 2498.0 2549.4 2595.6 2633.1 2663.2 2688.1
40° 2233.3 2328.6 2413.3 2490.8 2555.8 2615.8 2663.4 2706.2 2742.8 2771.6 2795.4

37.5° 2347.0 2441.5 2524.0 2598.1 2660.1 2715.8 2762.9 2803.6 2839.6 2866.2 2888.4
35° 2450.9 2540.7 2622.4 2690.2 2751.7 2804.2 2850.6 2888.2 2921.6 2946.9 2967.1

32.5° 2540.7 2629.8 2705.5 2772.3 2832.4 2881.4 2925.9 2960.3 2990.5 3015.0 3033.7
30° 2622.4 2705.5 2779.3 2845.5 2900.3 2948.0 2988.0 3021.6 3049.6 3072.8 3089.4

27.5° 2690.2 2772.3 2845.5 2906.6 2959.0 3004.9 3041.5 3073.9 3098.3 3119.7 3133.9
25° 2751.7 2832.4 2900.3 2959.0 3009.8 3051.7 3086.6 3115.9 3137.5 3155.9 3166.5

22.5° 2804.2 2881.4 2948.0 3004.9 3051.7 3090.9 3123.8 3148.6 3166.3 3177.4 3183.7
20° 2850.6 2925.9 2988.0 3041.5 3086.6 3123.8 3152.3 3170.7 3183.0 3186.1 3187.9

17.5° 2888.2 2960.3 3021.6 3073.9 3115.9 3148.6 3170.7 3183.6 3187.3 3186.6 3184.8
15° 2921.6 2990.5 3049.6 3098.3 3137.5 3166.3 3183.0 3187.3 3186.2 3182.5 3176.8

12.5° 2946.9 3015.0 3072.8 3119.7 3155.9 3177.4 3186.1 3186.6 3182.5 3175.4 3167.2
10° 2967.1 3033.7 3089.4 3133.9 3166.5 3183.7 3187.9 3184.8 3176.8 3167.2 3158.1

7.5° 2983.1 3048.6 3102.5 3145.3 3173.4 3185.6 3186.5 3180.8 3171.1 3160.2 3150.4
5° 2994.7 3059.5 3112.0 3153.6 3178.5 3187.0 3185.5 3177.6 3166.4 3155.0 3146.1

2.5° 3001.7 3066.0 3117.9 3158.6 3181.6 3187.9 3184.9 3175.7 3163.4 3151.7 3143.2
0° 3004.0 3068.2 3119.8 3160.3 3182.6 3188.2 3184.7 3175.0 3162.4 3150.5 3142.2

-2.5° 3001.7 3066.0 3117.9 3158.6 3181.6 3187.9 3184.9 3175.7 3163.4 3151.7 3143.2
-5° 2994.7 3059.5 3112.0 3153.6 3178.5 3187.0 3185.5 3177.6 3166.4 3155.0 3146.1

-7.5° 2983.1 3048.6 3102.5 3145.3 3173.4 3185.6 3186.5 3180.8 3171.1 3160.2 3150.4
-10° 2967.1 3033.7 3089.4 3133.9 3166.5 3183.7 3187.9 3184.8 3176.8 3167.2 3158.1

-12.5° 2946.9 3015.0 3072.8 3119.7 3155.9 3177.4 3186.1 3186.6 3182.5 3175.4 3167.2
-15° 2921.6 2990.5 3049.6 3098.3 3137.5 3166.3 3183.0 3187.3 3186.2 3182.5 3176.8

-17.5° 2888.2 2960.3 3021.6 3073.9 3115.9 3148.6 3170.7 3183.6 3187.3 3186.6 3184.8
-20° 2850.6 2925.9 2988.0 3041.5 3086.6 3123.8 3152.3 3170.7 3183.0 3186.1 3187.9
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

-22.5° 2804.2 2881.4 2948.0 3004.9 3051.7 3090.9 3123.8 3148.6 3166.3 3177.4 3183.7

-25° 2751.7 2832.4 2900.3 2959.0 3009.8 3051.7 3086.6 3115.9 3137.5 3155.9 3166.5
-27.5° 2690.2 2772.3 2845.5 2906.6 2959.0 3004.9 3041.5 3073.9 3098.3 3119.7 3133.9

-30° 2622.4 2705.5 2779.3 2845.5 2900.3 2948.0 2988.0 3021.6 3049.6 3072.8 3089.4
-32.5° 2540.7 2629.8 2705.5 2772.3 2832.4 2881.4 2925.9 2960.3 2990.5 3015.0 3033.7

-35° 2450.9 2540.7 2622.4 2690.2 2751.7 2804.2 2850.6 2888.2 2921.6 2946.9 2967.1

-37.5° 2347.0 2441.5 2524.0 2598.1 2660.1 2715.8 2762.9 2803.6 2839.6 2866.2 2888.4

-40° 2233.3 2328.6 2413.3 2490.8 2555.8 2615.8 2663.4 2706.2 2742.8 2771.6 2795.4

-42.5° 2110.7 2204.0 2290.3 2366.9 2437.0 2498.0 2549.4 2595.6 2633.1 2663.2 2688.1

-45° 1974.3 2068.6 2155.9 2231.8 2302.6 2363.6 2418.5 2467.7 2506.2 2538.4 2565.2
-47.5° 1823.4 1920.9 2006.3 2084.6 2155.5 2216.1 2271.3 2320.1 2360.1 2394.4 2422.7

-50° 1658.0 1756.9 1842.7 1923.1 1992.6 2054.7 2111.1 2159.3 2199.3 2233.5 2261.8
-52.5° 1477.1 1572.6 1662.4 1744.4 1813.4 1876.9 1934.4 1981.8 2022.5 2057.3 2086.0

-55° 1285.3 1377.3 1464.1 1542.5 1614.3 1680.1 1738.6 1785.7 1827.0 1862.3 1891.4
-57.5° 1095.3 1177.5 1255.4 1329.8 1398.7 1461.8 1517.5 1566.2 1608.8 1645.1 1675.0

-60° 916.1 980.9 1050.7 1116.6 1177.5 1233.3 1285.3 1331.6 1372.1 1406.6 1435.1
-62.5° 755.7 809.3 864.6 916.1 963.7 1010.6 1056.3 1096.9 1132.4 1162.6 1187.5

-65° 626.4 667.5 706.1 742.0 775.5 814.6 850.0 881.4 908.8 932.2 951.4
-67.5° 515.0 545.7 574.4 601.1 629.0 655.9 680.3 701.9 720.8 736.9 750.1

-70° 419.8 441.2 461.3 481.8 503.5 523.3 541.2 557.1 570.9 582.7 592.4
-72.5° 340.5 354.7 369.0 385.2 400.1 413.8 426.0 436.9 446.4 454.5 461.1

-75° 275.0 286.1 297.4 307.9 317.6 326.5 334.4 341.5 347.7 352.9 357.2
-77.5° 216.2 225.0 233.3 241.0 248.1 254.5 260.3 265.5 270.0 273.8 276.9

-80° 154.5 161.9 168.9 175.3 181.2 186.6 191.5 195.8 199.5 202.7 205.3
-82.5° 96.3 101.3 106.0 110.4 114.4 118.1 121.4 124.3 126.8 129.0 130.7

-85° 47.7 50.0 52.1 54.1 56.0 57.7 59.2 60.5 61.7 62.6 63.5
-87.5° 14.3 14.7 15.1 15.4 15.8 16.1 16.4 16.6 16.8 17.0 17.1

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 17.3 17.3 17.4 17.4 17.4 17.3 17.3 17.1 17.0 16.8 16.6
85° 64.1 64.5 64.8 64.9 64.8 64.5 64.1 63.5 62.6 61.7 60.5

82.5° 132.1 133.1 133.7 133.9 133.7 133.1 132.1 130.7 129.0 126.8 124.3
80° 207.4 208.8 209.7 210.0 209.7 208.8 207.4 205.3 202.7 199.5 195.8

77.5° 279.3 281.1 282.1 282.5 282.1 281.1 279.3 276.9 273.8 270.0 265.5

75° 360.6 363.0 364.4 364.9 364.4 363.0 360.6 357.2 352.9 347.7 341.5

72.5° 466.3 470.0 472.3 473.0 472.3 470.0 466.3 461.1 454.5 446.4 436.9

70° 600.0 605.4 608.6 609.7 608.6 605.4 600.0 592.4 582.7 570.9 557.1

67.5° 760.4 767.8 772.2 773.7 772.2 767.8 760.4 750.1 736.9 720.8 701.9
65° 966.4 977.2 983.6 985.8 983.6 977.2 966.4 951.4 932.2 908.8 881.4

62.5° 1206.9 1220.8 1229.2 1232.0 1229.2 1220.8 1206.9 1187.5 1162.6 1132.4 1096.9
60° 1457.3 1473.2 1482.8 1486.0 1482.8 1473.2 1457.3 1435.1 1406.6 1372.1 1331.6

57.5° 1698.4 1715.2 1725.3 1728.7 1725.3 1715.2 1698.4 1675.0 1645.1 1608.8 1566.2
55° 1914.2 1930.5 1940.3 1943.6 1940.3 1930.5 1914.2 1891.4 1862.3 1827.0 1785.7

52.5° 2108.5 2124.6 2134.4 2137.6 2134.4 2124.6 2108.5 2086.0 2057.3 2022.5 1981.8
50° 2284.0 2299.9 2309.5 2312.7 2309.5 2299.9 2284.0 2261.8 2233.5 2199.3 2159.3

47.5° 2445.0 2460.9 2470.6 2473.8 2470.6 2460.9 2445.0 2422.7 2394.4 2360.1 2320.1
45° 2586.1 2601.2 2610.4 2613.4 2610.4 2601.2 2586.1 2565.2 2538.4 2506.2 2467.7

42.5° 2707.8 2721.9 2730.4 2733.3 2730.4 2721.9 2707.8 2688.1 2663.2 2633.1 2595.6
40° 2814.2 2827.8 2836.0 2838.7 2836.0 2827.8 2814.2 2795.4 2771.6 2742.8 2706.2

37.5° 2905.9 2918.5 2926.1 2928.7 2926.1 2918.5 2905.9 2888.4 2866.2 2839.6 2803.6
35° 2983.1 2994.7 3001.7 3004.0 3001.7 2994.7 2983.1 2967.1 2946.9 2921.6 2888.2

32.5° 3048.6 3059.5 3066.0 3068.2 3066.0 3059.5 3048.6 3033.7 3015.0 2990.5 2960.3
30° 3102.5 3112.0 3117.9 3119.8 3117.9 3112.0 3102.5 3089.4 3072.8 3049.6 3021.6

27.5° 3145.3 3153.6 3158.6 3160.3 3158.6 3153.6 3145.3 3133.9 3119.7 3098.3 3073.9
25° 3173.4 3178.5 3181.6 3182.6 3181.6 3178.5 3173.4 3166.5 3155.9 3137.5 3115.9

22.5° 3185.6 3187.0 3187.9 3188.2 3187.9 3187.0 3185.6 3183.7 3177.4 3166.3 3148.6
20° 3186.5 3185.5 3184.9 3184.7 3184.9 3185.5 3186.5 3187.9 3186.1 3183.0 3170.7

17.5° 3180.8 3177.6 3175.7 3175.0 3175.7 3177.6 3180.8 3184.8 3186.6 3187.3 3183.6
15° 3171.1 3166.4 3163.4 3162.4 3163.4 3166.4 3171.1 3176.8 3182.5 3186.2 3187.3

12.5° 3160.2 3155.0 3151.7 3150.5 3151.7 3155.0 3160.2 3167.2 3175.4 3182.5 3186.6
10° 3150.4 3146.1 3143.2 3142.2 3143.2 3146.1 3150.4 3158.1 3167.2 3176.8 3184.8

7.5° 3144.2 3140.3 3138.1 3137.3 3138.1 3140.3 3144.2 3150.4 3160.2 3171.1 3180.8
5° 3140.3 3136.3 3133.0 3131.7 3133.0 3136.3 3140.3 3146.1 3155.0 3166.4 3177.6

2.5° 3138.1 3133.0 3128.0 3125.4 3128.0 3133.0 3138.1 3143.2 3151.7 3163.4 3175.7
0° 3137.3 3131.7 3125.4 3126.1 3125.4 3131.7 3137.3 3142.2 3150.5 3162.4 3175.0

-2.5° 3138.1 3133.0 3128.0 3125.4 3128.0 3133.0 3138.1 3143.2 3151.7 3163.4 3175.7
-5° 3140.3 3136.3 3133.0 3131.7 3133.0 3136.3 3140.3 3146.1 3155.0 3166.4 3177.6

-7.5° 3144.2 3140.3 3138.1 3137.3 3138.1 3140.3 3144.2 3150.4 3160.2 3171.1 3180.8
-10° 3150.4 3146.1 3143.2 3142.2 3143.2 3146.1 3150.4 3158.1 3167.2 3176.8 3184.8

-12.5° 3160.2 3155.0 3151.7 3150.5 3151.7 3155.0 3160.2 3167.2 3175.4 3182.5 3186.6
-15° 3171.1 3166.4 3163.4 3162.4 3163.4 3166.4 3171.1 3176.8 3182.5 3186.2 3187.3

-17.5° 3180.8 3177.6 3175.7 3175.0 3175.7 3177.6 3180.8 3184.8 3186.6 3187.3 3183.6
-20° 3186.5 3185.5 3184.9 3184.7 3184.9 3185.5 3186.5 3187.9 3186.1 3183.0 3170.7
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

-22.5° 3185.6 3187.0 3187.9 3188.2 3187.9 3187.0 3185.6 3183.7 3177.4 3166.3 3148.6

-25° 3173.4 3178.5 3181.6 3182.6 3181.6 3178.5 3173.4 3166.5 3155.9 3137.5 3115.9
-27.5° 3145.3 3153.6 3158.6 3160.3 3158.6 3153.6 3145.3 3133.9 3119.7 3098.3 3073.9

-30° 3102.5 3112.0 3117.9 3119.8 3117.9 3112.0 3102.5 3089.4 3072.8 3049.6 3021.6
-32.5° 3048.6 3059.5 3066.0 3068.2 3066.0 3059.5 3048.6 3033.7 3015.0 2990.5 2960.3

-35° 2983.1 2994.7 3001.7 3004.0 3001.7 2994.7 2983.1 2967.1 2946.9 2921.6 2888.2

-37.5° 2905.9 2918.5 2926.1 2928.7 2926.1 2918.5 2905.9 2888.4 2866.2 2839.6 2803.6

-40° 2814.2 2827.8 2836.0 2838.7 2836.0 2827.8 2814.2 2795.4 2771.6 2742.8 2706.2

-42.5° 2707.8 2721.9 2730.4 2733.3 2730.4 2721.9 2707.8 2688.1 2663.2 2633.1 2595.6

-45° 2586.1 2601.2 2610.4 2613.4 2610.4 2601.2 2586.1 2565.2 2538.4 2506.2 2467.7
-47.5° 2445.0 2460.9 2470.6 2473.8 2470.6 2460.9 2445.0 2422.7 2394.4 2360.1 2320.1

-50° 2284.0 2299.9 2309.5 2312.7 2309.5 2299.9 2284.0 2261.8 2233.5 2199.3 2159.3
-52.5° 2108.5 2124.6 2134.4 2137.6 2134.4 2124.6 2108.5 2086.0 2057.3 2022.5 1981.8

-55° 1914.2 1930.5 1940.3 1943.6 1940.3 1930.5 1914.2 1891.4 1862.3 1827.0 1785.7
-57.5° 1698.4 1715.2 1725.3 1728.7 1725.3 1715.2 1698.4 1675.0 1645.1 1608.8 1566.2

-60° 1457.3 1473.2 1482.8 1486.0 1482.8 1473.2 1457.3 1435.1 1406.6 1372.1 1331.6
-62.5° 1206.9 1220.8 1229.2 1232.0 1229.2 1220.8 1206.9 1187.5 1162.6 1132.4 1096.9

-65° 966.4 977.2 983.6 985.8 983.6 977.2 966.4 951.4 932.2 908.8 881.4
-67.5° 760.4 767.8 772.2 773.7 772.2 767.8 760.4 750.1 736.9 720.8 701.9

-70° 600.0 605.4 608.6 609.7 608.6 605.4 600.0 592.4 582.7 570.9 557.1
-72.5° 466.3 470.0 472.3 473.0 472.3 470.0 466.3 461.1 454.5 446.4 436.9

-75° 360.6 363.0 364.4 364.9 364.4 363.0 360.6 357.2 352.9 347.7 341.5
-77.5° 279.3 281.1 282.1 282.5 282.1 281.1 279.3 276.9 273.8 270.0 265.5

-80° 207.4 208.8 209.7 210.0 209.7 208.8 207.4 205.3 202.7 199.5 195.8
-82.5° 132.1 133.1 133.7 133.9 133.7 133.1 132.1 130.7 129.0 126.8 124.3

-85° 64.1 64.5 64.8 64.9 64.8 64.5 64.1 63.5 62.6 61.7 60.5
-87.5° 17.3 17.3 17.4 17.4 17.4 17.3 17.3 17.1 17.0 16.8 16.6

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 16.4 16.1 15.8 15.4 15.1 14.7 14.3 13.8 13.3 12.8 12.3
85° 59.2 57.7 56.0 54.1 52.1 50.0 47.7 45.2 42.6 39.9 37.0

82.5° 121.4 118.1 114.4 110.4 106.0 101.3 96.3 90.9 85.3 79.3 73.1
80° 191.5 186.6 181.2 175.3 168.9 161.9 154.5 146.6 138.3 129.9 121.6

77.5° 260.3 254.5 248.1 241.0 233.3 225.0 216.2 206.6 196.1 185.1 173.6

75° 334.4 326.5 317.6 307.9 297.4 286.1 275.0 263.6 251.6 239.0 225.8

72.5° 426.0 413.8 400.1 385.2 369.0 354.7 340.5 325.4 309.5 292.7 276.0

70° 541.2 523.3 503.5 481.8 461.3 441.2 419.8 397.1 373.1 351.9 331.8

67.5° 680.3 655.9 629.0 601.1 574.4 545.7 515.0 482.5 453.4 424.9 395.2
65° 850.0 814.6 775.5 742.0 706.1 667.5 626.4 587.3 549.0 508.8 468.1

62.5° 1056.3 1010.6 963.7 916.1 864.6 809.3 755.7 707.4 656.6 604.4 558.1
60° 1285.3 1233.3 1177.5 1116.6 1050.7 980.9 916.1 847.6 775.5 716.7 655.9

57.5° 1517.5 1461.8 1398.7 1329.8 1255.4 1177.5 1095.3 1008.5 926.8 844.7 762.5
55° 1738.6 1680.1 1614.3 1542.5 1464.1 1377.3 1285.3 1189.5 1090.6 987.5 894.8

52.5° 1934.4 1876.9 1813.4 1744.4 1662.4 1572.6 1477.1 1372.1 1262.2 1150.1 1034.7
50° 2111.1 2054.7 1992.6 1923.1 1842.7 1756.9 1658.0 1550.2 1435.1 1312.1 1186.1

47.5° 2271.3 2216.1 2155.5 2084.6 2006.3 1920.9 1823.4 1720.0 1599.3 1473.2 1337.3
45° 2418.5 2363.6 2302.6 2231.8 2155.9 2068.6 1974.3 1868.3 1754.3 1624.0 1486.0

42.5° 2549.4 2498.0 2437.0 2366.9 2290.3 2204.0 2110.7 2005.5 1891.0 1765.5 1624.0
40° 2663.4 2615.8 2555.8 2490.8 2413.3 2328.6 2233.3 2131.9 2015.9 1891.0 1754.3

37.5° 2762.9 2715.8 2660.1 2598.1 2524.0 2441.5 2347.0 2243.1 2131.9 2005.5 1868.3
35° 2850.6 2804.2 2751.7 2690.2 2622.4 2540.7 2450.9 2347.0 2233.3 2110.7 1974.3

32.5° 2925.9 2881.4 2832.4 2772.3 2705.5 2629.8 2540.7 2441.5 2328.6 2204.0 2068.6
30° 2988.0 2948.0 2900.3 2845.5 2779.3 2705.5 2622.4 2524.0 2413.3 2290.3 2155.9

27.5° 3041.5 3004.9 2959.0 2906.6 2845.5 2772.3 2690.2 2598.1 2490.8 2366.9 2231.8
25° 3086.6 3051.7 3009.8 2959.0 2900.3 2832.4 2751.7 2660.1 2555.8 2437.0 2302.6

22.5° 3123.8 3090.9 3051.7 3004.9 2948.0 2881.4 2804.2 2715.8 2615.8 2498.0 2363.6
20° 3152.3 3123.8 3086.6 3041.5 2988.0 2925.9 2850.6 2762.9 2663.4 2549.4 2418.5

17.5° 3170.7 3148.6 3115.9 3073.9 3021.6 2960.3 2888.2 2803.6 2706.2 2595.6 2467.7
15° 3183.0 3166.3 3137.5 3098.3 3049.6 2990.5 2921.6 2839.6 2742.8 2633.1 2506.2

12.5° 3186.1 3177.4 3155.9 3119.7 3072.8 3015.0 2946.9 2866.2 2771.6 2663.2 2538.4
10° 3187.9 3183.7 3166.5 3133.9 3089.4 3033.7 2967.1 2888.4 2795.4 2688.1 2565.2

7.5° 3186.5 3185.6 3173.4 3145.3 3102.5 3048.6 2983.1 2905.9 2814.2 2707.8 2586.1
5° 3185.5 3187.0 3178.5 3153.6 3112.0 3059.5 2994.7 2918.5 2827.8 2721.9 2601.2

2.5° 3184.9 3187.9 3181.6 3158.6 3117.9 3066.0 3001.7 2926.1 2836.0 2730.4 2610.4
0° 3184.7 3188.2 3182.6 3160.3 3119.8 3068.2 3004.0 2928.7 2838.7 2733.3 2613.4

-2.5° 3184.9 3187.9 3181.6 3158.6 3117.9 3066.0 3001.7 2926.1 2836.0 2730.4 2610.4
-5° 3185.5 3187.0 3178.5 3153.6 3112.0 3059.5 2994.7 2918.5 2827.8 2721.9 2601.2

-7.5° 3186.5 3185.6 3173.4 3145.3 3102.5 3048.6 2983.1 2905.9 2814.2 2707.8 2586.1
-10° 3187.9 3183.7 3166.5 3133.9 3089.4 3033.7 2967.1 2888.4 2795.4 2688.1 2565.2

-12.5° 3186.1 3177.4 3155.9 3119.7 3072.8 3015.0 2946.9 2866.2 2771.6 2663.2 2538.4
-15° 3183.0 3166.3 3137.5 3098.3 3049.6 2990.5 2921.6 2839.6 2742.8 2633.1 2506.2

-17.5° 3170.7 3148.6 3115.9 3073.9 3021.6 2960.3 2888.2 2803.6 2706.2 2595.6 2467.7
-20° 3152.3 3123.8 3086.6 3041.5 2988.0 2925.9 2850.6 2762.9 2663.4 2549.4 2418.5
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

-22.5° 3123.8 3090.9 3051.7 3004.9 2948.0 2881.4 2804.2 2715.8 2615.8 2498.0 2363.6

-25° 3086.6 3051.7 3009.8 2959.0 2900.3 2832.4 2751.7 2660.1 2555.8 2437.0 2302.6
-27.5° 3041.5 3004.9 2959.0 2906.6 2845.5 2772.3 2690.2 2598.1 2490.8 2366.9 2231.8

-30° 2988.0 2948.0 2900.3 2845.5 2779.3 2705.5 2622.4 2524.0 2413.3 2290.3 2155.9
-32.5° 2925.9 2881.4 2832.4 2772.3 2705.5 2629.8 2540.7 2441.5 2328.6 2204.0 2068.6

-35° 2850.6 2804.2 2751.7 2690.2 2622.4 2540.7 2450.9 2347.0 2233.3 2110.7 1974.3

-37.5° 2762.9 2715.8 2660.1 2598.1 2524.0 2441.5 2347.0 2243.1 2131.9 2005.5 1868.3

-40° 2663.4 2615.8 2555.8 2490.8 2413.3 2328.6 2233.3 2131.9 2015.9 1891.0 1754.3

-42.5° 2549.4 2498.0 2437.0 2366.9 2290.3 2204.0 2110.7 2005.5 1891.0 1765.5 1624.0

-45° 2418.5 2363.6 2302.6 2231.8 2155.9 2068.6 1974.3 1868.3 1754.3 1624.0 1486.0
-47.5° 2271.3 2216.1 2155.5 2084.6 2006.3 1920.9 1823.4 1720.0 1599.3 1473.2 1337.3

-50° 2111.1 2054.7 1992.6 1923.1 1842.7 1756.9 1658.0 1550.2 1435.1 1312.1 1186.1
-52.5° 1934.4 1876.9 1813.4 1744.4 1662.4 1572.6 1477.1 1372.1 1262.2 1150.1 1034.7

-55° 1738.6 1680.1 1614.3 1542.5 1464.1 1377.3 1285.3 1189.5 1090.6 987.5 894.8
-57.5° 1517.5 1461.8 1398.7 1329.8 1255.4 1177.5 1095.3 1008.5 926.8 844.7 762.5

-60° 1285.3 1233.3 1177.5 1116.6 1050.7 980.9 916.1 847.6 775.5 716.7 655.9
-62.5° 1056.3 1010.6 963.7 916.1 864.6 809.3 755.7 707.4 656.6 604.4 558.1

-65° 850.0 814.6 775.5 742.0 706.1 667.5 626.4 587.3 549.0 508.8 468.1
-67.5° 680.3 655.9 629.0 601.1 574.4 545.7 515.0 482.5 453.4 424.9 395.2

-70° 541.2 523.3 503.5 481.8 461.3 441.2 419.8 397.1 373.1 351.9 331.8
-72.5° 426.0 413.8 400.1 385.2 369.0 354.7 340.5 325.4 309.5 292.7 276.0

-75° 334.4 326.5 317.6 307.9 297.4 286.1 275.0 263.6 251.6 239.0 225.8
-77.5° 260.3 254.5 248.1 241.0 233.3 225.0 216.2 206.6 196.1 185.1 173.6

-80° 191.5 186.6 181.2 175.3 168.9 161.9 154.5 146.6 138.3 129.9 121.6
-82.5° 121.4 118.1 114.4 110.4 106.0 101.3 96.3 90.9 85.3 79.3 73.1

-85° 59.2 57.7 56.0 54.1 52.1 50.0 47.7 45.2 42.6 39.9 37.0
-87.5° 16.4 16.1 15.8 15.4 15.1 14.7 14.3 13.8 13.3 12.8 12.3

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 16 of 20



Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 11.8 11.2 10.6 10.0 9.3 8.7 8.0 7.4 6.7 5.9 5.2
85° 34.0 30.9 27.7 24.3 20.9 17.4 16.1 14.7 13.3 11.9 10.5

82.5° 66.5 61.3 56.5 51.5 46.3 41.0 35.6 30.0 24.3 18.5 15.7
80° 112.8 103.8 94.4 84.7 74.7 64.5 57.3 49.9 42.3 34.6 26.8

77.5° 161.5 149.0 136.1 123.7 111.2 98.4 85.2 71.8 60.2 50.6 40.8

75° 212.0 197.1 181.5 165.5 148.9 132.1 116.3 100.2 83.8 67.1 54.7

72.5° 259.9 243.2 225.9 207.9 188.6 168.8 148.6 128.4 109.3 89.8 70.1

70° 310.8 289.1 268.5 248.1 227.1 205.3 182.2 158.6 134.5 112.3 89.8

67.5° 364.3 339.9 314.5 288.4 264.1 239.9 215.2 188.9 161.9 134.5 109.3
65° 433.6 397.9 361.9 332.9 303.1 273.8 246.3 218.4 188.9 158.6 128.4

62.5° 510.0 462.9 422.2 380.4 344.0 310.5 277.0 246.3 215.2 182.2 148.6
60° 595.6 541.2 485.1 436.9 390.1 347.7 310.5 273.8 239.9 205.3 168.8

57.5° 693.9 623.1 560.1 497.6 441.8 390.1 344.0 303.1 264.1 227.1 188.6
55° 799.1 716.9 638.3 566.4 497.6 436.9 380.4 332.9 288.4 248.1 207.9

52.5° 925.1 819.1 724.6 638.3 560.1 485.1 422.2 361.9 314.5 268.5 225.9
50° 1058.5 935.3 819.1 716.9 623.1 541.2 462.9 397.9 339.9 289.1 243.2

47.5° 1198.2 1058.5 925.1 799.1 693.9 595.6 510.0 433.6 364.3 310.8 259.9
45° 1337.3 1186.1 1034.7 894.8 762.5 655.9 558.1 468.1 395.2 331.8 276.0

42.5° 1473.2 1312.1 1150.1 987.5 844.7 716.7 604.4 508.8 424.9 351.9 292.7
40° 1599.3 1435.1 1262.2 1090.6 926.8 775.5 656.6 549.0 453.4 373.1 309.5

37.5° 1720.0 1550.2 1372.1 1189.5 1008.5 847.6 707.4 587.3 482.5 397.1 325.4
35° 1823.4 1658.0 1477.1 1285.3 1095.3 916.1 755.7 626.4 515.0 419.8 340.5

32.5° 1920.9 1756.9 1572.6 1377.3 1177.5 980.9 809.3 667.5 545.7 441.2 354.7
30° 2006.3 1842.7 1662.4 1464.1 1255.4 1050.7 864.6 706.1 574.4 461.3 369.0

27.5° 2084.6 1923.1 1744.4 1542.5 1329.8 1116.6 916.1 742.0 601.1 481.8 385.2
25° 2155.5 1992.6 1813.4 1614.3 1398.7 1177.5 963.7 775.5 629.0 503.5 400.1

22.5° 2216.1 2054.7 1876.9 1680.1 1461.8 1233.3 1010.6 814.6 655.9 523.3 413.8
20° 2271.3 2111.1 1934.4 1738.6 1517.5 1285.3 1056.3 850.0 680.3 541.2 426.0

17.5° 2320.1 2159.3 1981.8 1785.7 1566.2 1331.6 1096.9 881.4 701.9 557.1 436.9
15° 2360.1 2199.3 2022.5 1827.0 1608.8 1372.1 1132.4 908.8 720.8 570.9 446.4

12.5° 2394.4 2233.5 2057.3 1862.3 1645.1 1406.6 1162.6 932.2 736.9 582.7 454.5
10° 2422.7 2261.8 2086.0 1891.4 1675.0 1435.1 1187.5 951.4 750.1 592.4 461.1

7.5° 2445.0 2284.0 2108.5 1914.2 1698.4 1457.3 1206.9 966.4 760.4 600.0 466.3
5° 2460.9 2299.9 2124.6 1930.5 1715.2 1473.2 1220.8 977.2 767.8 605.4 470.0

2.5° 2470.6 2309.5 2134.4 1940.3 1725.3 1482.8 1229.2 983.6 772.2 608.6 472.3
0° 2473.8 2312.7 2137.6 1943.6 1728.7 1486.0 1232.0 985.8 773.7 609.7 473.0

-2.5° 2470.6 2309.5 2134.4 1940.3 1725.3 1482.8 1229.2 983.6 772.2 608.6 472.3
-5° 2460.9 2299.9 2124.6 1930.5 1715.2 1473.2 1220.8 977.2 767.8 605.4 470.0

-7.5° 2445.0 2284.0 2108.5 1914.2 1698.4 1457.3 1206.9 966.4 760.4 600.0 466.3
-10° 2422.7 2261.8 2086.0 1891.4 1675.0 1435.1 1187.5 951.4 750.1 592.4 461.1

-12.5° 2394.4 2233.5 2057.3 1862.3 1645.1 1406.6 1162.6 932.2 736.9 582.7 454.5
-15° 2360.1 2199.3 2022.5 1827.0 1608.8 1372.1 1132.4 908.8 720.8 570.9 446.4

-17.5° 2320.1 2159.3 1981.8 1785.7 1566.2 1331.6 1096.9 881.4 701.9 557.1 436.9
-20° 2271.3 2111.1 1934.4 1738.6 1517.5 1285.3 1056.3 850.0 680.3 541.2 426.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

-22.5° 2216.1 2054.7 1876.9 1680.1 1461.8 1233.3 1010.6 814.6 655.9 523.3 413.8

-25° 2155.5 1992.6 1813.4 1614.3 1398.7 1177.5 963.7 775.5 629.0 503.5 400.1
-27.5° 2084.6 1923.1 1744.4 1542.5 1329.8 1116.6 916.1 742.0 601.1 481.8 385.2

-30° 2006.3 1842.7 1662.4 1464.1 1255.4 1050.7 864.6 706.1 574.4 461.3 369.0
-32.5° 1920.9 1756.9 1572.6 1377.3 1177.5 980.9 809.3 667.5 545.7 441.2 354.7

-35° 1823.4 1658.0 1477.1 1285.3 1095.3 916.1 755.7 626.4 515.0 419.8 340.5

-37.5° 1720.0 1550.2 1372.1 1189.5 1008.5 847.6 707.4 587.3 482.5 397.1 325.4

-40° 1599.3 1435.1 1262.2 1090.6 926.8 775.5 656.6 549.0 453.4 373.1 309.5

-42.5° 1473.2 1312.1 1150.1 987.5 844.7 716.7 604.4 508.8 424.9 351.9 292.7

-45° 1337.3 1186.1 1034.7 894.8 762.5 655.9 558.1 468.1 395.2 331.8 276.0
-47.5° 1198.2 1058.5 925.1 799.1 693.9 595.6 510.0 433.6 364.3 310.8 259.9

-50° 1058.5 935.3 819.1 716.9 623.1 541.2 462.9 397.9 339.9 289.1 243.2
-52.5° 925.1 819.1 724.6 638.3 560.1 485.1 422.2 361.9 314.5 268.5 225.9

-55° 799.1 716.9 638.3 566.4 497.6 436.9 380.4 332.9 288.4 248.1 207.9
-57.5° 693.9 623.1 560.1 497.6 441.8 390.1 344.0 303.1 264.1 227.1 188.6

-60° 595.6 541.2 485.1 436.9 390.1 347.7 310.5 273.8 239.9 205.3 168.8
-62.5° 510.0 462.9 422.2 380.4 344.0 310.5 277.0 246.3 215.2 182.2 148.6

-65° 433.6 397.9 361.9 332.9 303.1 273.8 246.3 218.4 188.9 158.6 128.4
-67.5° 364.3 339.9 314.5 288.4 264.1 239.9 215.2 188.9 161.9 134.5 109.3

-70° 310.8 289.1 268.5 248.1 227.1 205.3 182.2 158.6 134.5 112.3 89.8
-72.5° 259.9 243.2 225.9 207.9 188.6 168.8 148.6 128.4 109.3 89.8 70.1

-75° 212.0 197.1 181.5 165.5 148.9 132.1 116.3 100.2 83.8 67.1 54.7
-77.5° 161.5 149.0 136.1 123.7 111.2 98.4 85.2 71.8 60.2 50.6 40.8

-80° 112.8 103.8 94.4 84.7 74.7 64.5 57.3 49.9 42.3 34.6 26.8
-82.5° 66.5 61.3 56.5 51.5 46.3 41.0 35.6 30.0 24.3 18.5 15.7

-85° 34.0 30.9 27.7 24.3 20.9 17.4 16.1 14.7 13.3 11.9 10.5
-87.5° 11.8 11.2 10.6 10.0 9.3 8.7 8.0 7.4 6.7 5.9 5.2

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 4.5 3.8 3.0 2.3 1.5 0.8 0.0
85° 9.0 7.5 6.0 4.5 3.0 1.5 0.0

82.5° 13.5 11.3 9.0 6.8 4.5 2.3 0.0
80° 18.8 15.0 12.0 9.0 6.0 3.0 0.0

77.5° 30.9 20.9 15.0 11.3 7.5 3.8 0.0

75° 42.9 30.9 18.8 13.5 9.0 4.5 0.0

72.5° 54.7 40.8 26.8 15.7 10.5 5.2 0.0

70° 67.1 50.6 34.6 18.5 11.9 5.9 0.0

67.5° 83.8 60.2 42.3 24.3 13.3 6.7 0.0
65° 100.2 71.8 49.9 30.0 14.7 7.4 0.0

62.5° 116.3 85.2 57.3 35.6 16.1 8.0 0.0
60° 132.1 98.4 64.5 41.0 17.4 8.7 0.0

57.5° 148.9 111.2 74.7 46.3 20.9 9.3 0.0
55° 165.5 123.7 84.7 51.5 24.3 10.0 0.0

52.5° 181.5 136.1 94.4 56.5 27.7 10.6 0.0
50° 197.1 149.0 103.8 61.3 30.9 11.2 0.0

47.5° 212.0 161.5 112.8 66.5 34.0 11.8 0.0
45° 225.8 173.6 121.6 73.1 37.0 12.3 0.0

42.5° 239.0 185.1 129.9 79.3 39.9 12.8 0.0
40° 251.6 196.1 138.3 85.3 42.6 13.3 0.0

37.5° 263.6 206.6 146.6 90.9 45.2 13.8 0.0
35° 275.0 216.2 154.5 96.3 47.7 14.3 0.0

32.5° 286.1 225.0 161.9 101.3 50.0 14.7 0.0
30° 297.4 233.3 168.9 106.0 52.1 15.1 0.0

27.5° 307.9 241.0 175.3 110.4 54.1 15.4 0.0
25° 317.6 248.1 181.2 114.4 56.0 15.8 0.0

22.5° 326.5 254.5 186.6 118.1 57.7 16.1 0.0
20° 334.4 260.3 191.5 121.4 59.2 16.4 0.0

17.5° 341.5 265.5 195.8 124.3 60.5 16.6 0.0
15° 347.7 270.0 199.5 126.8 61.7 16.8 0.0

12.5° 352.9 273.8 202.7 129.0 62.6 17.0 0.0
10° 357.2 276.9 205.3 130.7 63.5 17.1 0.0

7.5° 360.6 279.3 207.4 132.1 64.1 17.3 0.0
5° 363.0 281.1 208.8 133.1 64.5 17.3 0.0

2.5° 364.4 282.1 209.7 133.7 64.8 17.4 0.0
0° 364.9 282.5 210.0 133.9 64.9 17.4 0.0

-2.5° 364.4 282.1 209.7 133.7 64.8 17.4 0.0
-5° 363.0 281.1 208.8 133.1 64.5 17.3 0.0

-7.5° 360.6 279.3 207.4 132.1 64.1 17.3 0.0
-10° 357.2 276.9 205.3 130.7 63.5 17.1 0.0

-12.5° 352.9 273.8 202.7 129.0 62.6 17.0 0.0
-15° 347.7 270.0 199.5 126.8 61.7 16.8 0.0

-17.5° 341.5 265.5 195.8 124.3 60.5 16.6 0.0
-20° 334.4 260.3 191.5 121.4 59.2 16.4 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645364 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA2B-740-U-LAM-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

-22.5° 326.5 254.5 186.6 118.1 57.7 16.1 0.0

-25° 317.6 248.1 181.2 114.4 56.0 15.8 0.0
-27.5° 307.9 241.0 175.3 110.4 54.1 15.4 0.0

-30° 297.4 233.3 168.9 106.0 52.1 15.1 0.0
-32.5° 286.1 225.0 161.9 101.3 50.0 14.7 0.0

-35° 275.0 216.2 154.5 96.3 47.7 14.3 0.0

-37.5° 263.6 206.6 146.6 90.9 45.2 13.8 0.0

-40° 251.6 196.1 138.3 85.3 42.6 13.3 0.0

-42.5° 239.0 185.1 129.9 79.3 39.9 12.8 0.0

-45° 225.8 173.6 121.6 73.1 37.0 12.3 0.0
-47.5° 212.0 161.5 112.8 66.5 34.0 11.8 0.0

-50° 197.1 149.0 103.8 61.3 30.9 11.2 0.0
-52.5° 181.5 136.1 94.4 56.5 27.7 10.6 0.0

-55° 165.5 123.7 84.7 51.5 24.3 10.0 0.0
-57.5° 148.9 111.2 74.7 46.3 20.9 9.3 0.0

-60° 132.1 98.4 64.5 41.0 17.4 8.7 0.0
-62.5° 116.3 85.2 57.3 35.6 16.1 8.0 0.0

-65° 100.2 71.8 49.9 30.0 14.7 7.4 0.0
-67.5° 83.8 60.2 42.3 24.3 13.3 6.7 0.0

-70° 67.1 50.6 34.6 18.5 11.9 5.9 0.0
-72.5° 54.7 40.8 26.8 15.7 10.5 5.2 0.0

-75° 42.9 30.9 18.8 13.5 9.0 4.5 0.0
-77.5° 30.9 20.9 15.0 11.3 7.5 3.8 0.0

-80° 18.8 15.0 12.0 9.0 6.0 3.0 0.0
-82.5° 13.5 11.3 9.0 6.8 4.5 2.3 0.0

-85° 9.0 7.5 6.0 4.5 3.0 1.5 0.0
-87.5° 4.5 3.8 3.0 2.3 1.5 0.8 0.0

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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