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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-2019
Report Number:  P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2210-813-21)
Test Lab:  COOPER LIGHTING SOLUTIONS

Issue Date:  5/4/2023

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  McGRAW-EDISON

Catalog Number:  GFLD-SA5B-750-U-LAM-XX
Description:  GALLEON FLOOD, FIVE LIGHT SQAURE, LAMBERTIAN

Light Source:  (80) 5000K CCT, 70 CRI LEDS

Ballast/Driver:  -

Summary  
Lumens per Lamp:  N/A NEMA Type:  7H x 7V

Luminaire Lumens:  25278.8 lumens Max Intensity:  8263.6 candela
Efficiency:  N/A Max Intensity Angle:  -22.5°H x 0°V

Efficacy:  159.3 lumens/watt
Luminous Opening:  Rectangular (W 1.5' x L: 1' x H: 0')

Beam Angle (50%):  117.8°H x 112°V Field Angle (10%):  152.8°H x 150.5°V
Beam Lumens:  21037.5 lumens Field Lumens:  24781.7 lumens

Beam Efficiency:  83.2% Field Efficiency:  98.0%

Input Watts (W):  158.7
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX
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Max: 8263.6 cd (90%) 7437 cd

(80%) 6611 cd (70%) 5785 cd

(60%) 4958 cd (50%) 4132 cd

(40%) 3305 cd (30%) 2479 cd

(20%) 1653 cd (10%) 826 cd
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

Beam:
H Angle: 117.8°
V Angle: 112°
Lumens: 21037.5
Efficiency: 83.2%

Field:
H Angle: 152.8°
V Angle: 150.5°
Lumens: 24781.7
Efficiency: 98.0%

Spill:
Lumens: 497.2
Efficiency: 2.0%
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX FIELD
BEAM

CANDELA DISTRIBUTION:
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 2.0 3.9 5.9 7.8 9.8 11.7 13.6 15.5 17.3 19.1
85° 0.0 3.9 7.9 11.8 15.7 19.5 23.4 27.2 30.9 34.6 38.2

82.5° 0.0 5.9 11.8 17.6 23.5 29.3 35.0 40.7 48.1 63.1 77.8
80° 0.0 7.8 15.7 23.5 31.2 38.9 48.9 69.5 89.7 109.7 129.3

77.5° 0.0 9.8 19.5 29.3 38.9 54.3 80.2 105.8 131.1 156.0 186.0

75° 0.0 11.7 23.4 35.0 48.9 80.2 111.2 141.8 173.8 217.2 259.8

72.5° 0.0 13.6 27.2 40.7 69.5 105.8 141.8 181.7 232.9 283.3 333.0

70° 0.0 15.5 30.9 48.1 89.7 131.1 173.8 232.9 291.2 348.8 411.1

67.5° 0.0 17.3 34.6 63.1 109.7 156.0 217.2 283.3 348.8 419.8 489.7
65° 0.0 19.1 38.2 77.8 129.3 186.0 259.8 333.0 411.1 489.7 566.0

62.5° 0.0 20.9 41.7 92.2 148.5 220.9 301.6 385.1 472.3 557.7 638.5
60° 0.0 22.6 45.2 106.3 167.3 255.0 342.6 437.7 532.2 621.8 709.7

57.5° 0.0 24.3 54.3 120.1 193.5 288.4 386.1 489.0 588.6 684.6 785.6
55° 0.0 25.9 63.2 133.4 219.5 320.8 429.0 538.9 643.1 747.6 862.8

52.5° 0.0 27.5 71.8 146.4 244.7 352.8 470.6 585.5 696.0 815.2 937.9
50° 0.0 29.0 80.2 159.0 269.1 386.4 510.9 630.4 749.4 880.8 1031.2

47.5° 0.0 30.5 88.3 172.4 292.6 418.8 549.6 673.8 805.7 944.3 1123.9
45° 0.0 32.0 96.0 189.4 315.2 450.0 585.3 715.5 860.0 1024.2 1213.4

42.5° 0.0 33.3 103.5 205.6 336.9 479.8 619.6 758.7 912.0 1101.3 1318.8
40° 0.0 34.6 110.5 221.1 358.6 508.3 652.3 802.1 966.9 1175.2 1423.0

37.5° 0.0 35.9 117.3 235.8 380.2 535.4 683.4 843.4 1029.1 1250.7 1522.3
35° 0.0 37.0 123.6 249.7 400.6 560.3 712.8 882.5 1088.1 1335.0 1623.6

32.5° 0.0 38.1 129.6 262.7 419.8 583.2 741.6 919.4 1143.7 1414.5 1730.2
30° 0.0 39.1 135.2 274.9 437.8 604.7 770.9 956.3 1195.7 1488.9 1830.1

27.5° 0.0 40.1 140.3 286.2 454.5 624.7 798.2 998.4 1248.7 1558.1 1923.1
25° 0.0 41.0 145.1 296.6 469.8 643.0 823.3 1037.1 1305.1 1630.3 2009.9

22.5° 0.0 41.8 149.4 306.1 483.7 659.7 846.2 1072.4 1356.5 1700.2 2111.4
20° 0.0 42.5 153.3 314.6 496.3 674.8 866.8 1104.2 1402.8 1763.3 2203.0

17.5° 0.0 43.1 156.8 322.2 507.5 688.1 885.1 1132.5 1444.0 1819.3 2284.4
15° 0.0 43.7 159.8 328.8 517.2 699.8 901.1 1157.1 1479.9 1868.3 2355.6

12.5° 0.0 44.1 162.4 334.4 525.4 709.7 914.7 1178.0 1510.4 1909.9 2416.1
10° 0.0 44.5 164.5 339.0 532.2 717.8 925.8 1195.3 1535.5 1944.1 2465.9

7.5° 0.0 44.8 166.1 342.6 537.5 724.1 934.5 1208.7 1555.1 1970.8 2504.8
5° 0.0 45.0 167.3 345.1 541.3 728.7 940.7 1218.3 1569.2 1990.0 2532.7

2.5° 0.0 45.2 168.0 346.7 543.5 731.4 944.5 1224.1 1577.6 2001.5 2549.4
0° 0.0 45.2 168.2 347.2 544.3 732.3 945.7 1226.0 1580.4 2005.3 2555.0

-2.5° 0.0 45.2 168.0 346.7 543.5 731.4 944.5 1224.1 1577.6 2001.5 2549.4
-5° 0.0 45.0 167.3 345.1 541.3 728.7 940.7 1218.3 1569.2 1990.0 2532.7

-7.5° 0.0 44.8 166.1 342.6 537.5 724.1 934.5 1208.7 1555.1 1970.8 2504.8
-10° 0.0 44.5 164.5 339.0 532.2 717.8 925.8 1195.3 1535.5 1944.1 2465.9

-12.5° 0.0 44.1 162.4 334.4 525.4 709.7 914.7 1178.0 1510.4 1909.9 2416.1
-15° 0.0 43.7 159.8 328.8 517.2 699.8 901.1 1157.1 1479.9 1868.3 2355.6

-17.5° 0.0 43.1 156.8 322.2 507.5 688.1 885.1 1132.5 1444.0 1819.3 2284.4
-20° 0.0 42.5 153.3 314.6 496.3 674.8 866.8 1104.2 1402.8 1763.3 2203.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-90° -87.5° -85° -82.5° -80° -77.5° -75° -72.5° -70° -67.5° -65°

-22.5° 0.0 41.8 149.4 306.1 483.7 659.7 846.2 1072.4 1356.5 1700.2 2111.4

-25° 0.0 41.0 145.1 296.6 469.8 643.0 823.3 1037.1 1305.1 1630.3 2009.9
-27.5° 0.0 40.1 140.3 286.2 454.5 624.7 798.2 998.4 1248.7 1558.1 1923.1

-30° 0.0 39.1 135.2 274.9 437.8 604.7 770.9 956.3 1195.7 1488.9 1830.1
-32.5° 0.0 38.1 129.6 262.7 419.8 583.2 741.6 919.4 1143.7 1414.5 1730.2

-35° 0.0 37.0 123.6 249.7 400.6 560.3 712.8 882.5 1088.1 1335.0 1623.6

-37.5° 0.0 35.9 117.3 235.8 380.2 535.4 683.4 843.4 1029.1 1250.7 1522.3

-40° 0.0 34.6 110.5 221.1 358.6 508.3 652.3 802.1 966.9 1175.2 1423.0

-42.5° 0.0 33.3 103.5 205.6 336.9 479.8 619.6 758.7 912.0 1101.3 1318.8

-45° 0.0 32.0 96.0 189.4 315.2 450.0 585.3 715.5 860.0 1024.2 1213.4
-47.5° 0.0 30.5 88.3 172.4 292.6 418.8 549.6 673.8 805.7 944.3 1123.9

-50° 0.0 29.0 80.2 159.0 269.1 386.4 510.9 630.4 749.4 880.8 1031.2
-52.5° 0.0 27.5 71.8 146.4 244.7 352.8 470.6 585.5 696.0 815.2 937.9

-55° 0.0 25.9 63.2 133.4 219.5 320.8 429.0 538.9 643.1 747.6 862.8
-57.5° 0.0 24.3 54.3 120.1 193.5 288.4 386.1 489.0 588.6 684.6 785.6

-60° 0.0 22.6 45.2 106.3 167.3 255.0 342.6 437.7 532.2 621.8 709.7
-62.5° 0.0 20.9 41.7 92.2 148.5 220.9 301.6 385.1 472.3 557.7 638.5

-65° 0.0 19.1 38.2 77.8 129.3 186.0 259.8 333.0 411.1 489.7 566.0
-67.5° 0.0 17.3 34.6 63.1 109.7 156.0 217.2 283.3 348.8 419.8 489.7

-70° 0.0 15.5 30.9 48.1 89.7 131.1 173.8 232.9 291.2 348.8 411.1
-72.5° 0.0 13.6 27.2 40.7 69.5 105.8 141.8 181.7 232.9 283.3 333.0

-75° 0.0 11.7 23.4 35.0 48.9 80.2 111.2 141.8 173.8 217.2 259.8
-77.5° 0.0 9.8 19.5 29.3 38.9 54.3 80.2 105.8 131.1 156.0 186.0

-80° 0.0 7.8 15.7 23.5 31.2 38.9 48.9 69.5 89.7 109.7 129.3
-82.5° 0.0 5.9 11.8 17.6 23.5 29.3 35.0 40.7 48.1 63.1 77.8

-85° 0.0 3.9 7.9 11.8 15.7 19.5 23.4 27.2 30.9 34.6 38.2
-87.5° 0.0 2.0 3.9 5.9 7.8 9.8 11.7 13.6 15.5 17.3 19.1

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 8 of 20



Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 20.9 22.6 24.3 25.9 27.5 29.0 30.5 32.0 33.3 34.6 35.9
85° 41.7 45.2 54.3 63.2 71.8 80.2 88.3 96.0 103.5 110.5 117.3

82.5° 92.2 106.3 120.1 133.4 146.4 159.0 172.4 189.4 205.6 221.1 235.8
80° 148.5 167.3 193.5 219.5 244.7 269.1 292.6 315.2 336.9 358.6 380.2

77.5° 220.9 255.0 288.4 320.8 352.8 386.4 418.8 450.0 479.8 508.3 535.4

75° 301.6 342.6 386.1 429.0 470.6 510.9 549.6 585.3 619.6 652.3 683.4

72.5° 385.1 437.7 489.0 538.9 585.5 630.4 673.8 715.5 758.7 802.1 843.4

70° 472.3 532.2 588.6 643.1 696.0 749.4 805.7 860.0 912.0 966.9 1029.1

67.5° 557.7 621.8 684.6 747.6 815.2 880.8 944.3 1024.2 1101.3 1175.2 1250.7
65° 638.5 709.7 785.6 862.8 937.9 1031.2 1123.9 1213.4 1318.8 1423.0 1522.3

62.5° 718.1 804.7 891.5 985.8 1094.3 1199.8 1322.0 1446.7 1566.7 1701.9 1833.5
60° 804.7 901.1 1011.2 1132.5 1257.3 1402.8 1543.9 1700.2 1857.7 2009.9 2196.7

57.5° 891.5 1011.2 1145.2 1289.8 1451.7 1615.1 1798.7 1976.3 2189.3 2402.2 2614.0
55° 985.8 1132.5 1289.8 1468.1 1654.6 1858.2 2071.1 2319.2 2559.3 2826.8 3083.0

52.5° 1094.3 1257.3 1451.7 1654.6 1878.2 2123.1 2397.8 2681.8 2981.0 3271.5 3556.4
50° 1199.8 1402.8 1615.1 1858.2 2123.1 2424.1 2743.5 3074.3 3400.9 3719.5 4017.9

47.5° 1322.0 1543.9 1798.7 2071.1 2397.8 2743.5 3105.6 3466.1 3818.4 4145.2 4458.3
45° 1446.7 1700.2 1976.3 2319.2 2681.8 3074.3 3466.1 3851.5 4209.4 4547.1 4842.6

42.5° 1566.7 1857.7 2189.3 2559.3 2981.0 3400.9 3818.4 4209.4 4576.0 4901.3 5198.0
40° 1701.9 2009.9 2402.2 2826.8 3271.5 3719.5 4145.2 4547.1 4901.3 5225.1 5525.6

37.5° 1833.5 2196.7 2614.0 3083.0 3556.4 4017.9 4458.3 4842.6 5198.0 5525.6 5813.9
35° 1958.5 2374.3 2839.0 3331.3 3828.3 4297.6 4726.1 5117.4 5470.6 5788.5 6083.2

32.5° 2097.5 2542.2 3051.9 3569.9 4076.1 4553.9 4978.8 5361.5 5712.6 6035.5 6328.2
30° 2240.8 2723.2 3254.0 3794.6 4308.8 4776.1 5200.3 5587.8 5936.2 6255.1 6541.9

27.5° 2374.3 2894.0 3446.8 3998.0 4521.4 4984.5 5403.0 5784.5 6135.0 6455.9 6733.9
25° 2497.6 3051.9 3625.3 4184.1 4700.3 5164.6 5586.8 5968.1 6316.5 6624.5 6894.7

22.5° 2619.3 3196.6 3788.9 4354.9 4864.7 5325.5 5743.9 6126.2 6474.8 6779.9 7039.2
20° 2737.7 3331.3 3933.2 4506.3 5013.9 5471.7 5886.9 6268.5 6607.7 6903.2 7161.4

17.5° 2843.0 3451.4 4059.4 4628.6 5136.6 5596.6 6013.5 6396.3 6727.4 7014.4 7266.9
15° 2935.0 3556.4 4169.8 4735.7 5242.1 5700.3 6117.2 6495.8 6824.7 7109.3 7360.0

12.5° 3013.4 3645.9 4264.0 4827.1 5332.3 5789.1 6206.1 6579.4 6902.7 7183.7 7429.0
10° 3077.8 3719.5 4341.6 4902.4 5406.7 5862.4 6279.6 6648.6 6967.5 7245.6 7486.4

7.5° 3128.2 3777.1 4402.3 4961.4 5465.0 5919.8 6337.2 6703.0 7018.4 7294.3 7531.7
5° 3164.3 3818.4 4445.9 5003.7 5506.8 5961.1 6378.7 6742.1 7055.1 7329.4 7564.5

2.5° 3186.1 3843.2 4472.1 5029.2 5532.0 5986.0 6403.7 6765.7 7077.2 7350.6 7584.3
0° 3193.3 3851.5 4480.8 5037.7 5540.4 5994.3 6412.0 6773.6 7084.6 7357.7 7590.9

-2.5° 3186.1 3843.2 4472.1 5029.2 5532.0 5986.0 6403.7 6765.7 7077.2 7350.6 7584.3
-5° 3164.3 3818.4 4445.9 5003.7 5506.8 5961.1 6378.7 6742.1 7055.1 7329.4 7564.5

-7.5° 3128.2 3777.1 4402.3 4961.4 5465.0 5919.8 6337.2 6703.0 7018.4 7294.3 7531.7
-10° 3077.8 3719.5 4341.6 4902.4 5406.7 5862.4 6279.6 6648.6 6967.5 7245.6 7486.4

-12.5° 3013.4 3645.9 4264.0 4827.1 5332.3 5789.1 6206.1 6579.4 6902.7 7183.7 7429.0
-15° 2935.0 3556.4 4169.8 4735.7 5242.1 5700.3 6117.2 6495.8 6824.7 7109.3 7360.0

-17.5° 2843.0 3451.4 4059.4 4628.6 5136.6 5596.6 6013.5 6396.3 6727.4 7014.4 7266.9
-20° 2737.7 3331.3 3933.2 4506.3 5013.9 5471.7 5886.9 6268.5 6607.7 6903.2 7161.4
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-62.5° -60° -57.5° -55° -52.5° -50° -47.5° -45° -42.5° -40° -37.5°

-22.5° 2619.3 3196.6 3788.9 4354.9 4864.7 5325.5 5743.9 6126.2 6474.8 6779.9 7039.2

-25° 2497.6 3051.9 3625.3 4184.1 4700.3 5164.6 5586.8 5968.1 6316.5 6624.5 6894.7
-27.5° 2374.3 2894.0 3446.8 3998.0 4521.4 4984.5 5403.0 5784.5 6135.0 6455.9 6733.9

-30° 2240.8 2723.2 3254.0 3794.6 4308.8 4776.1 5200.3 5587.8 5936.2 6255.1 6541.9
-32.5° 2097.5 2542.2 3051.9 3569.9 4076.1 4553.9 4978.8 5361.5 5712.6 6035.5 6328.2

-35° 1958.5 2374.3 2839.0 3331.3 3828.3 4297.6 4726.1 5117.4 5470.6 5788.5 6083.2

-37.5° 1833.5 2196.7 2614.0 3083.0 3556.4 4017.9 4458.3 4842.6 5198.0 5525.6 5813.9

-40° 1701.9 2009.9 2402.2 2826.8 3271.5 3719.5 4145.2 4547.1 4901.3 5225.1 5525.6

-42.5° 1566.7 1857.7 2189.3 2559.3 2981.0 3400.9 3818.4 4209.4 4576.0 4901.3 5198.0

-45° 1446.7 1700.2 1976.3 2319.2 2681.8 3074.3 3466.1 3851.5 4209.4 4547.1 4842.6
-47.5° 1322.0 1543.9 1798.7 2071.1 2397.8 2743.5 3105.6 3466.1 3818.4 4145.2 4458.3

-50° 1199.8 1402.8 1615.1 1858.2 2123.1 2424.1 2743.5 3074.3 3400.9 3719.5 4017.9
-52.5° 1094.3 1257.3 1451.7 1654.6 1878.2 2123.1 2397.8 2681.8 2981.0 3271.5 3556.4

-55° 985.8 1132.5 1289.8 1468.1 1654.6 1858.2 2071.1 2319.2 2559.3 2826.8 3083.0
-57.5° 891.5 1011.2 1145.2 1289.8 1451.7 1615.1 1798.7 1976.3 2189.3 2402.2 2614.0

-60° 804.7 901.1 1011.2 1132.5 1257.3 1402.8 1543.9 1700.2 1857.7 2009.9 2196.7
-62.5° 718.1 804.7 891.5 985.8 1094.3 1199.8 1322.0 1446.7 1566.7 1701.9 1833.5

-65° 638.5 709.7 785.6 862.8 937.9 1031.2 1123.9 1213.4 1318.8 1423.0 1522.3
-67.5° 557.7 621.8 684.6 747.6 815.2 880.8 944.3 1024.2 1101.3 1175.2 1250.7

-70° 472.3 532.2 588.6 643.1 696.0 749.4 805.7 860.0 912.0 966.9 1029.1
-72.5° 385.1 437.7 489.0 538.9 585.5 630.4 673.8 715.5 758.7 802.1 843.4

-75° 301.6 342.6 386.1 429.0 470.6 510.9 549.6 585.3 619.6 652.3 683.4
-77.5° 220.9 255.0 288.4 320.8 352.8 386.4 418.8 450.0 479.8 508.3 535.4

-80° 148.5 167.3 193.5 219.5 244.7 269.1 292.6 315.2 336.9 358.6 380.2
-82.5° 92.2 106.3 120.1 133.4 146.4 159.0 172.4 189.4 205.6 221.1 235.8

-85° 41.7 45.2 54.3 63.2 71.8 80.2 88.3 96.0 103.5 110.5 117.3
-87.5° 20.9 22.6 24.3 25.9 27.5 29.0 30.5 32.0 33.3 34.6 35.9

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 37.0 38.1 39.1 40.1 41.0 41.8 42.5 43.1 43.7 44.1 44.5
85° 123.6 129.6 135.2 140.3 145.1 149.4 153.3 156.8 159.8 162.4 164.5

82.5° 249.7 262.7 274.9 286.2 296.6 306.1 314.6 322.2 328.8 334.4 339.0
80° 400.6 419.8 437.8 454.5 469.8 483.7 496.3 507.5 517.2 525.4 532.2

77.5° 560.3 583.2 604.7 624.7 643.0 659.7 674.8 688.1 699.8 709.7 717.8

75° 712.8 741.6 770.9 798.2 823.3 846.2 866.8 885.1 901.1 914.7 925.8

72.5° 882.5 919.4 956.3 998.4 1037.1 1072.4 1104.2 1132.5 1157.1 1178.0 1195.3

70° 1088.1 1143.7 1195.7 1248.7 1305.1 1356.5 1402.8 1444.0 1479.9 1510.4 1535.5

67.5° 1335.0 1414.5 1488.9 1558.1 1630.3 1700.2 1763.3 1819.3 1868.3 1909.9 1944.1
65° 1623.6 1730.2 1830.1 1923.1 2009.9 2111.4 2203.0 2284.4 2355.6 2416.1 2465.9

62.5° 1958.5 2097.5 2240.8 2374.3 2497.6 2619.3 2737.7 2843.0 2935.0 3013.4 3077.8
60° 2374.3 2542.2 2723.2 2894.0 3051.9 3196.6 3331.3 3451.4 3556.4 3645.9 3719.5

57.5° 2839.0 3051.9 3254.0 3446.8 3625.3 3788.9 3933.2 4059.4 4169.8 4264.0 4341.6
55° 3331.3 3569.9 3794.6 3998.0 4184.1 4354.9 4506.3 4628.6 4735.7 4827.1 4902.4

52.5° 3828.3 4076.1 4308.8 4521.4 4700.3 4864.7 5013.9 5136.6 5242.1 5332.3 5406.7
50° 4297.6 4553.9 4776.1 4984.5 5164.6 5325.5 5471.7 5596.6 5700.3 5789.1 5862.4

47.5° 4726.1 4978.8 5200.3 5403.0 5586.8 5743.9 5886.9 6013.5 6117.2 6206.1 6279.6
45° 5117.4 5361.5 5587.8 5784.5 5968.1 6126.2 6268.5 6396.3 6495.8 6579.4 6648.6

42.5° 5470.6 5712.6 5936.2 6135.0 6316.5 6474.8 6607.7 6727.4 6824.7 6902.7 6967.5
40° 5788.5 6035.5 6255.1 6455.9 6624.5 6779.9 6903.2 7014.4 7109.3 7183.7 7245.6

37.5° 6083.2 6328.2 6541.9 6733.9 6894.7 7039.2 7161.4 7266.9 7360.0 7429.0 7486.4
35° 6352.7 6585.4 6796.8 6972.9 7132.3 7268.4 7388.6 7485.9 7572.4 7638.1 7690.5

32.5° 6585.4 6816.1 7012.4 7185.7 7341.4 7468.4 7583.7 7672.8 7751.3 7814.6 7863.3
30° 6796.8 7012.4 7203.7 7375.4 7517.2 7640.9 7744.7 7831.7 7904.3 7964.7 8007.5

27.5° 6972.9 7185.7 7375.4 7533.7 7669.4 7788.5 7883.5 7967.3 8030.6 8086.2 8123.0
25° 7132.3 7341.4 7517.2 7669.4 7801.1 7909.9 8000.3 8076.2 8132.4 8180.0 8207.3

22.5° 7268.4 7468.4 7640.9 7788.5 7909.9 8011.5 8096.7 8161.0 8206.9 8235.7 8251.9
20° 7388.6 7583.7 7744.7 7883.5 8000.3 8096.7 8170.7 8218.2 8250.2 8258.1 8262.8

17.5° 7485.9 7672.8 7831.7 7967.3 8076.2 8161.0 8218.2 8251.7 8261.3 8259.6 8254.8
15° 7572.4 7751.3 7904.3 8030.6 8132.4 8206.9 8250.2 8261.3 8258.5 8248.8 8233.9

12.5° 7638.1 7814.6 7964.7 8086.2 8180.0 8235.7 8258.1 8259.6 8248.8 8230.3 8209.2
10° 7690.5 7863.3 8007.5 8123.0 8207.3 8251.9 8262.8 8254.8 8233.9 8209.2 8185.7

7.5° 7732.0 7901.9 8041.5 8152.4 8225.3 8256.9 8259.3 8244.3 8219.2 8191.1 8165.7
5° 7762.0 7929.9 8066.3 8173.8 8238.4 8260.6 8256.7 8236.1 8207.0 8177.6 8154.3

2.5° 7780.1 7946.9 8081.4 8186.9 8246.4 8262.8 8255.0 8230.9 8199.3 8168.9 8146.8
0° 7786.2 7952.6 8086.4 8191.3 8249.1 8263.6 8254.5 8229.2 8196.7 8165.9 8144.2

-2.5° 7780.1 7946.9 8081.4 8186.9 8246.4 8262.8 8255.0 8230.9 8199.3 8168.9 8146.8
-5° 7762.0 7929.9 8066.3 8173.8 8238.4 8260.6 8256.7 8236.1 8207.0 8177.6 8154.3

-7.5° 7732.0 7901.9 8041.5 8152.4 8225.3 8256.9 8259.3 8244.3 8219.2 8191.1 8165.7
-10° 7690.5 7863.3 8007.5 8123.0 8207.3 8251.9 8262.8 8254.8 8233.9 8209.2 8185.7

-12.5° 7638.1 7814.6 7964.7 8086.2 8180.0 8235.7 8258.1 8259.6 8248.8 8230.3 8209.2
-15° 7572.4 7751.3 7904.3 8030.6 8132.4 8206.9 8250.2 8261.3 8258.5 8248.8 8233.9

-17.5° 7485.9 7672.8 7831.7 7967.3 8076.2 8161.0 8218.2 8251.7 8261.3 8259.6 8254.8
-20° 7388.6 7583.7 7744.7 7883.5 8000.3 8096.7 8170.7 8218.2 8250.2 8258.1 8262.8
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-35° -32.5° -30° -27.5° -25° -22.5° -20° -17.5° -15° -12.5° -10°

-22.5° 7268.4 7468.4 7640.9 7788.5 7909.9 8011.5 8096.7 8161.0 8206.9 8235.7 8251.9

-25° 7132.3 7341.4 7517.2 7669.4 7801.1 7909.9 8000.3 8076.2 8132.4 8180.0 8207.3
-27.5° 6972.9 7185.7 7375.4 7533.7 7669.4 7788.5 7883.5 7967.3 8030.6 8086.2 8123.0

-30° 6796.8 7012.4 7203.7 7375.4 7517.2 7640.9 7744.7 7831.7 7904.3 7964.7 8007.5
-32.5° 6585.4 6816.1 7012.4 7185.7 7341.4 7468.4 7583.7 7672.8 7751.3 7814.6 7863.3

-35° 6352.7 6585.4 6796.8 6972.9 7132.3 7268.4 7388.6 7485.9 7572.4 7638.1 7690.5

-37.5° 6083.2 6328.2 6541.9 6733.9 6894.7 7039.2 7161.4 7266.9 7360.0 7429.0 7486.4

-40° 5788.5 6035.5 6255.1 6455.9 6624.5 6779.9 6903.2 7014.4 7109.3 7183.7 7245.6

-42.5° 5470.6 5712.6 5936.2 6135.0 6316.5 6474.8 6607.7 6727.4 6824.7 6902.7 6967.5

-45° 5117.4 5361.5 5587.8 5784.5 5968.1 6126.2 6268.5 6396.3 6495.8 6579.4 6648.6
-47.5° 4726.1 4978.8 5200.3 5403.0 5586.8 5743.9 5886.9 6013.5 6117.2 6206.1 6279.6

-50° 4297.6 4553.9 4776.1 4984.5 5164.6 5325.5 5471.7 5596.6 5700.3 5789.1 5862.4
-52.5° 3828.3 4076.1 4308.8 4521.4 4700.3 4864.7 5013.9 5136.6 5242.1 5332.3 5406.7

-55° 3331.3 3569.9 3794.6 3998.0 4184.1 4354.9 4506.3 4628.6 4735.7 4827.1 4902.4
-57.5° 2839.0 3051.9 3254.0 3446.8 3625.3 3788.9 3933.2 4059.4 4169.8 4264.0 4341.6

-60° 2374.3 2542.2 2723.2 2894.0 3051.9 3196.6 3331.3 3451.4 3556.4 3645.9 3719.5
-62.5° 1958.5 2097.5 2240.8 2374.3 2497.6 2619.3 2737.7 2843.0 2935.0 3013.4 3077.8

-65° 1623.6 1730.2 1830.1 1923.1 2009.9 2111.4 2203.0 2284.4 2355.6 2416.1 2465.9
-67.5° 1335.0 1414.5 1488.9 1558.1 1630.3 1700.2 1763.3 1819.3 1868.3 1909.9 1944.1

-70° 1088.1 1143.7 1195.7 1248.7 1305.1 1356.5 1402.8 1444.0 1479.9 1510.4 1535.5
-72.5° 882.5 919.4 956.3 998.4 1037.1 1072.4 1104.2 1132.5 1157.1 1178.0 1195.3

-75° 712.8 741.6 770.9 798.2 823.3 846.2 866.8 885.1 901.1 914.7 925.8
-77.5° 560.3 583.2 604.7 624.7 643.0 659.7 674.8 688.1 699.8 709.7 717.8

-80° 400.6 419.8 437.8 454.5 469.8 483.7 496.3 507.5 517.2 525.4 532.2
-82.5° 249.7 262.7 274.9 286.2 296.6 306.1 314.6 322.2 328.8 334.4 339.0

-85° 123.6 129.6 135.2 140.3 145.1 149.4 153.3 156.8 159.8 162.4 164.5
-87.5° 37.0 38.1 39.1 40.1 41.0 41.8 42.5 43.1 43.7 44.1 44.5

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 44.8 45.0 45.2 45.2 45.2 45.0 44.8 44.5 44.1 43.7 43.1
85° 166.1 167.3 168.0 168.2 168.0 167.3 166.1 164.5 162.4 159.8 156.8

82.5° 342.6 345.1 346.7 347.2 346.7 345.1 342.6 339.0 334.4 328.8 322.2
80° 537.5 541.3 543.5 544.3 543.5 541.3 537.5 532.2 525.4 517.2 507.5

77.5° 724.1 728.7 731.4 732.3 731.4 728.7 724.1 717.8 709.7 699.8 688.1

75° 934.5 940.7 944.5 945.7 944.5 940.7 934.5 925.8 914.7 901.1 885.1

72.5° 1208.7 1218.3 1224.1 1226.0 1224.1 1218.3 1208.7 1195.3 1178.0 1157.1 1132.5

70° 1555.1 1569.2 1577.6 1580.4 1577.6 1569.2 1555.1 1535.5 1510.4 1479.9 1444.0

67.5° 1970.8 1990.0 2001.5 2005.3 2001.5 1990.0 1970.8 1944.1 1909.9 1868.3 1819.3
65° 2504.8 2532.7 2549.4 2555.0 2549.4 2532.7 2504.8 2465.9 2416.1 2355.6 2284.4

62.5° 3128.2 3164.3 3186.1 3193.3 3186.1 3164.3 3128.2 3077.8 3013.4 2935.0 2843.0
60° 3777.1 3818.4 3843.2 3851.5 3843.2 3818.4 3777.1 3719.5 3645.9 3556.4 3451.4

57.5° 4402.3 4445.9 4472.1 4480.8 4472.1 4445.9 4402.3 4341.6 4264.0 4169.8 4059.4
55° 4961.4 5003.7 5029.2 5037.7 5029.2 5003.7 4961.4 4902.4 4827.1 4735.7 4628.6

52.5° 5465.0 5506.8 5532.0 5540.4 5532.0 5506.8 5465.0 5406.7 5332.3 5242.1 5136.6
50° 5919.8 5961.1 5986.0 5994.3 5986.0 5961.1 5919.8 5862.4 5789.1 5700.3 5596.6

47.5° 6337.2 6378.7 6403.7 6412.0 6403.7 6378.7 6337.2 6279.6 6206.1 6117.2 6013.5
45° 6703.0 6742.1 6765.7 6773.6 6765.7 6742.1 6703.0 6648.6 6579.4 6495.8 6396.3

42.5° 7018.4 7055.1 7077.2 7084.6 7077.2 7055.1 7018.4 6967.5 6902.7 6824.7 6727.4
40° 7294.3 7329.4 7350.6 7357.7 7350.6 7329.4 7294.3 7245.6 7183.7 7109.3 7014.4

37.5° 7531.7 7564.5 7584.3 7590.9 7584.3 7564.5 7531.7 7486.4 7429.0 7360.0 7266.9
35° 7732.0 7762.0 7780.1 7786.2 7780.1 7762.0 7732.0 7690.5 7638.1 7572.4 7485.9

32.5° 7901.9 7929.9 7946.9 7952.6 7946.9 7929.9 7901.9 7863.3 7814.6 7751.3 7672.8
30° 8041.5 8066.3 8081.4 8086.4 8081.4 8066.3 8041.5 8007.5 7964.7 7904.3 7831.7

27.5° 8152.4 8173.8 8186.9 8191.3 8186.9 8173.8 8152.4 8123.0 8086.2 8030.6 7967.3
25° 8225.3 8238.4 8246.4 8249.1 8246.4 8238.4 8225.3 8207.3 8180.0 8132.4 8076.2

22.5° 8256.9 8260.6 8262.8 8263.6 8262.8 8260.6 8256.9 8251.9 8235.7 8206.9 8161.0
20° 8259.3 8256.7 8255.0 8254.5 8255.0 8256.7 8259.3 8262.8 8258.1 8250.2 8218.2

17.5° 8244.3 8236.1 8230.9 8229.2 8230.9 8236.1 8244.3 8254.8 8259.6 8261.3 8251.7
15° 8219.2 8207.0 8199.3 8196.7 8199.3 8207.0 8219.2 8233.9 8248.8 8258.5 8261.3

12.5° 8191.1 8177.6 8168.9 8165.9 8168.9 8177.6 8191.1 8209.2 8230.3 8248.8 8259.6
10° 8165.7 8154.3 8146.8 8144.2 8146.8 8154.3 8165.7 8185.7 8209.2 8233.9 8254.8

7.5° 8149.3 8139.2 8133.6 8131.6 8133.6 8139.2 8149.3 8165.7 8191.1 8219.2 8244.3
5° 8139.2 8129.1 8120.5 8117.1 8120.5 8129.1 8139.2 8154.3 8177.6 8207.0 8236.1

2.5° 8133.6 8120.5 8107.5 8100.8 8107.5 8120.5 8133.6 8146.8 8168.9 8199.3 8230.9
0° 8131.6 8117.1 8100.8 8102.7 8100.8 8117.1 8131.6 8144.2 8165.9 8196.7 8229.2

-2.5° 8133.6 8120.5 8107.5 8100.8 8107.5 8120.5 8133.6 8146.8 8168.9 8199.3 8230.9
-5° 8139.2 8129.1 8120.5 8117.1 8120.5 8129.1 8139.2 8154.3 8177.6 8207.0 8236.1

-7.5° 8149.3 8139.2 8133.6 8131.6 8133.6 8139.2 8149.3 8165.7 8191.1 8219.2 8244.3
-10° 8165.7 8154.3 8146.8 8144.2 8146.8 8154.3 8165.7 8185.7 8209.2 8233.9 8254.8

-12.5° 8191.1 8177.6 8168.9 8165.9 8168.9 8177.6 8191.1 8209.2 8230.3 8248.8 8259.6
-15° 8219.2 8207.0 8199.3 8196.7 8199.3 8207.0 8219.2 8233.9 8248.8 8258.5 8261.3

-17.5° 8244.3 8236.1 8230.9 8229.2 8230.9 8236.1 8244.3 8254.8 8259.6 8261.3 8251.7
-20° 8259.3 8256.7 8255.0 8254.5 8255.0 8256.7 8259.3 8262.8 8258.1 8250.2 8218.2
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
-7.5° -5° -2.5° 0° 2.5° 5° 7.5° 10° 12.5° 15° 17.5°

-22.5° 8256.9 8260.6 8262.8 8263.6 8262.8 8260.6 8256.9 8251.9 8235.7 8206.9 8161.0

-25° 8225.3 8238.4 8246.4 8249.1 8246.4 8238.4 8225.3 8207.3 8180.0 8132.4 8076.2
-27.5° 8152.4 8173.8 8186.9 8191.3 8186.9 8173.8 8152.4 8123.0 8086.2 8030.6 7967.3

-30° 8041.5 8066.3 8081.4 8086.4 8081.4 8066.3 8041.5 8007.5 7964.7 7904.3 7831.7
-32.5° 7901.9 7929.9 7946.9 7952.6 7946.9 7929.9 7901.9 7863.3 7814.6 7751.3 7672.8

-35° 7732.0 7762.0 7780.1 7786.2 7780.1 7762.0 7732.0 7690.5 7638.1 7572.4 7485.9

-37.5° 7531.7 7564.5 7584.3 7590.9 7584.3 7564.5 7531.7 7486.4 7429.0 7360.0 7266.9

-40° 7294.3 7329.4 7350.6 7357.7 7350.6 7329.4 7294.3 7245.6 7183.7 7109.3 7014.4

-42.5° 7018.4 7055.1 7077.2 7084.6 7077.2 7055.1 7018.4 6967.5 6902.7 6824.7 6727.4

-45° 6703.0 6742.1 6765.7 6773.6 6765.7 6742.1 6703.0 6648.6 6579.4 6495.8 6396.3
-47.5° 6337.2 6378.7 6403.7 6412.0 6403.7 6378.7 6337.2 6279.6 6206.1 6117.2 6013.5

-50° 5919.8 5961.1 5986.0 5994.3 5986.0 5961.1 5919.8 5862.4 5789.1 5700.3 5596.6
-52.5° 5465.0 5506.8 5532.0 5540.4 5532.0 5506.8 5465.0 5406.7 5332.3 5242.1 5136.6

-55° 4961.4 5003.7 5029.2 5037.7 5029.2 5003.7 4961.4 4902.4 4827.1 4735.7 4628.6
-57.5° 4402.3 4445.9 4472.1 4480.8 4472.1 4445.9 4402.3 4341.6 4264.0 4169.8 4059.4

-60° 3777.1 3818.4 3843.2 3851.5 3843.2 3818.4 3777.1 3719.5 3645.9 3556.4 3451.4
-62.5° 3128.2 3164.3 3186.1 3193.3 3186.1 3164.3 3128.2 3077.8 3013.4 2935.0 2843.0

-65° 2504.8 2532.7 2549.4 2555.0 2549.4 2532.7 2504.8 2465.9 2416.1 2355.6 2284.4
-67.5° 1970.8 1990.0 2001.5 2005.3 2001.5 1990.0 1970.8 1944.1 1909.9 1868.3 1819.3

-70° 1555.1 1569.2 1577.6 1580.4 1577.6 1569.2 1555.1 1535.5 1510.4 1479.9 1444.0
-72.5° 1208.7 1218.3 1224.1 1226.0 1224.1 1218.3 1208.7 1195.3 1178.0 1157.1 1132.5

-75° 934.5 940.7 944.5 945.7 944.5 940.7 934.5 925.8 914.7 901.1 885.1
-77.5° 724.1 728.7 731.4 732.3 731.4 728.7 724.1 717.8 709.7 699.8 688.1

-80° 537.5 541.3 543.5 544.3 543.5 541.3 537.5 532.2 525.4 517.2 507.5
-82.5° 342.6 345.1 346.7 347.2 346.7 345.1 342.6 339.0 334.4 328.8 322.2

-85° 166.1 167.3 168.0 168.2 168.0 167.3 166.1 164.5 162.4 159.8 156.8
-87.5° 44.8 45.0 45.2 45.2 45.2 45.0 44.8 44.5 44.1 43.7 43.1

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 42.5 41.8 41.0 40.1 39.1 38.1 37.0 35.9 34.6 33.3 32.0
85° 153.3 149.4 145.1 140.3 135.2 129.6 123.6 117.3 110.5 103.5 96.0

82.5° 314.6 306.1 296.6 286.2 274.9 262.7 249.7 235.8 221.1 205.6 189.4
80° 496.3 483.7 469.8 454.5 437.8 419.8 400.6 380.2 358.6 336.9 315.2

77.5° 674.8 659.7 643.0 624.7 604.7 583.2 560.3 535.4 508.3 479.8 450.0

75° 866.8 846.2 823.3 798.2 770.9 741.6 712.8 683.4 652.3 619.6 585.3

72.5° 1104.2 1072.4 1037.1 998.4 956.3 919.4 882.5 843.4 802.1 758.7 715.5

70° 1402.8 1356.5 1305.1 1248.7 1195.7 1143.7 1088.1 1029.1 966.9 912.0 860.0

67.5° 1763.3 1700.2 1630.3 1558.1 1488.9 1414.5 1335.0 1250.7 1175.2 1101.3 1024.2
65° 2203.0 2111.4 2009.9 1923.1 1830.1 1730.2 1623.6 1522.3 1423.0 1318.8 1213.4

62.5° 2737.7 2619.3 2497.6 2374.3 2240.8 2097.5 1958.5 1833.5 1701.9 1566.7 1446.7
60° 3331.3 3196.6 3051.9 2894.0 2723.2 2542.2 2374.3 2196.7 2009.9 1857.7 1700.2

57.5° 3933.2 3788.9 3625.3 3446.8 3254.0 3051.9 2839.0 2614.0 2402.2 2189.3 1976.3
55° 4506.3 4354.9 4184.1 3998.0 3794.6 3569.9 3331.3 3083.0 2826.8 2559.3 2319.2

52.5° 5013.9 4864.7 4700.3 4521.4 4308.8 4076.1 3828.3 3556.4 3271.5 2981.0 2681.8
50° 5471.7 5325.5 5164.6 4984.5 4776.1 4553.9 4297.6 4017.9 3719.5 3400.9 3074.3

47.5° 5886.9 5743.9 5586.8 5403.0 5200.3 4978.8 4726.1 4458.3 4145.2 3818.4 3466.1
45° 6268.5 6126.2 5968.1 5784.5 5587.8 5361.5 5117.4 4842.6 4547.1 4209.4 3851.5

42.5° 6607.7 6474.8 6316.5 6135.0 5936.2 5712.6 5470.6 5198.0 4901.3 4576.0 4209.4
40° 6903.2 6779.9 6624.5 6455.9 6255.1 6035.5 5788.5 5525.6 5225.1 4901.3 4547.1

37.5° 7161.4 7039.2 6894.7 6733.9 6541.9 6328.2 6083.2 5813.9 5525.6 5198.0 4842.6
35° 7388.6 7268.4 7132.3 6972.9 6796.8 6585.4 6352.7 6083.2 5788.5 5470.6 5117.4

32.5° 7583.7 7468.4 7341.4 7185.7 7012.4 6816.1 6585.4 6328.2 6035.5 5712.6 5361.5
30° 7744.7 7640.9 7517.2 7375.4 7203.7 7012.4 6796.8 6541.9 6255.1 5936.2 5587.8

27.5° 7883.5 7788.5 7669.4 7533.7 7375.4 7185.7 6972.9 6733.9 6455.9 6135.0 5784.5
25° 8000.3 7909.9 7801.1 7669.4 7517.2 7341.4 7132.3 6894.7 6624.5 6316.5 5968.1

22.5° 8096.7 8011.5 7909.9 7788.5 7640.9 7468.4 7268.4 7039.2 6779.9 6474.8 6126.2
20° 8170.7 8096.7 8000.3 7883.5 7744.7 7583.7 7388.6 7161.4 6903.2 6607.7 6268.5

17.5° 8218.2 8161.0 8076.2 7967.3 7831.7 7672.8 7485.9 7266.9 7014.4 6727.4 6396.3
15° 8250.2 8206.9 8132.4 8030.6 7904.3 7751.3 7572.4 7360.0 7109.3 6824.7 6495.8

12.5° 8258.1 8235.7 8180.0 8086.2 7964.7 7814.6 7638.1 7429.0 7183.7 6902.7 6579.4
10° 8262.8 8251.9 8207.3 8123.0 8007.5 7863.3 7690.5 7486.4 7245.6 6967.5 6648.6

7.5° 8259.3 8256.9 8225.3 8152.4 8041.5 7901.9 7732.0 7531.7 7294.3 7018.4 6703.0
5° 8256.7 8260.6 8238.4 8173.8 8066.3 7929.9 7762.0 7564.5 7329.4 7055.1 6742.1

2.5° 8255.0 8262.8 8246.4 8186.9 8081.4 7946.9 7780.1 7584.3 7350.6 7077.2 6765.7
0° 8254.5 8263.6 8249.1 8191.3 8086.4 7952.6 7786.2 7590.9 7357.7 7084.6 6773.6

-2.5° 8255.0 8262.8 8246.4 8186.9 8081.4 7946.9 7780.1 7584.3 7350.6 7077.2 6765.7
-5° 8256.7 8260.6 8238.4 8173.8 8066.3 7929.9 7762.0 7564.5 7329.4 7055.1 6742.1

-7.5° 8259.3 8256.9 8225.3 8152.4 8041.5 7901.9 7732.0 7531.7 7294.3 7018.4 6703.0
-10° 8262.8 8251.9 8207.3 8123.0 8007.5 7863.3 7690.5 7486.4 7245.6 6967.5 6648.6

-12.5° 8258.1 8235.7 8180.0 8086.2 7964.7 7814.6 7638.1 7429.0 7183.7 6902.7 6579.4
-15° 8250.2 8206.9 8132.4 8030.6 7904.3 7751.3 7572.4 7360.0 7109.3 6824.7 6495.8

-17.5° 8218.2 8161.0 8076.2 7967.3 7831.7 7672.8 7485.9 7266.9 7014.4 6727.4 6396.3
-20° 8170.7 8096.7 8000.3 7883.5 7744.7 7583.7 7388.6 7161.4 6903.2 6607.7 6268.5
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
20° 22.5° 25° 27.5° 30° 32.5° 35° 37.5° 40° 42.5° 45°

-22.5° 8096.7 8011.5 7909.9 7788.5 7640.9 7468.4 7268.4 7039.2 6779.9 6474.8 6126.2

-25° 8000.3 7909.9 7801.1 7669.4 7517.2 7341.4 7132.3 6894.7 6624.5 6316.5 5968.1
-27.5° 7883.5 7788.5 7669.4 7533.7 7375.4 7185.7 6972.9 6733.9 6455.9 6135.0 5784.5

-30° 7744.7 7640.9 7517.2 7375.4 7203.7 7012.4 6796.8 6541.9 6255.1 5936.2 5587.8
-32.5° 7583.7 7468.4 7341.4 7185.7 7012.4 6816.1 6585.4 6328.2 6035.5 5712.6 5361.5

-35° 7388.6 7268.4 7132.3 6972.9 6796.8 6585.4 6352.7 6083.2 5788.5 5470.6 5117.4

-37.5° 7161.4 7039.2 6894.7 6733.9 6541.9 6328.2 6083.2 5813.9 5525.6 5198.0 4842.6

-40° 6903.2 6779.9 6624.5 6455.9 6255.1 6035.5 5788.5 5525.6 5225.1 4901.3 4547.1

-42.5° 6607.7 6474.8 6316.5 6135.0 5936.2 5712.6 5470.6 5198.0 4901.3 4576.0 4209.4

-45° 6268.5 6126.2 5968.1 5784.5 5587.8 5361.5 5117.4 4842.6 4547.1 4209.4 3851.5
-47.5° 5886.9 5743.9 5586.8 5403.0 5200.3 4978.8 4726.1 4458.3 4145.2 3818.4 3466.1

-50° 5471.7 5325.5 5164.6 4984.5 4776.1 4553.9 4297.6 4017.9 3719.5 3400.9 3074.3
-52.5° 5013.9 4864.7 4700.3 4521.4 4308.8 4076.1 3828.3 3556.4 3271.5 2981.0 2681.8

-55° 4506.3 4354.9 4184.1 3998.0 3794.6 3569.9 3331.3 3083.0 2826.8 2559.3 2319.2
-57.5° 3933.2 3788.9 3625.3 3446.8 3254.0 3051.9 2839.0 2614.0 2402.2 2189.3 1976.3

-60° 3331.3 3196.6 3051.9 2894.0 2723.2 2542.2 2374.3 2196.7 2009.9 1857.7 1700.2
-62.5° 2737.7 2619.3 2497.6 2374.3 2240.8 2097.5 1958.5 1833.5 1701.9 1566.7 1446.7

-65° 2203.0 2111.4 2009.9 1923.1 1830.1 1730.2 1623.6 1522.3 1423.0 1318.8 1213.4
-67.5° 1763.3 1700.2 1630.3 1558.1 1488.9 1414.5 1335.0 1250.7 1175.2 1101.3 1024.2

-70° 1402.8 1356.5 1305.1 1248.7 1195.7 1143.7 1088.1 1029.1 966.9 912.0 860.0
-72.5° 1104.2 1072.4 1037.1 998.4 956.3 919.4 882.5 843.4 802.1 758.7 715.5

-75° 866.8 846.2 823.3 798.2 770.9 741.6 712.8 683.4 652.3 619.6 585.3
-77.5° 674.8 659.7 643.0 624.7 604.7 583.2 560.3 535.4 508.3 479.8 450.0

-80° 496.3 483.7 469.8 454.5 437.8 419.8 400.6 380.2 358.6 336.9 315.2
-82.5° 314.6 306.1 296.6 286.2 274.9 262.7 249.7 235.8 221.1 205.6 189.4

-85° 153.3 149.4 145.1 140.3 135.2 129.6 123.6 117.3 110.5 103.5 96.0
-87.5° 42.5 41.8 41.0 40.1 39.1 38.1 37.0 35.9 34.6 33.3 32.0

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 30.5 29.0 27.5 25.9 24.3 22.6 20.9 19.1 17.3 15.5 13.6
85° 88.3 80.2 71.8 63.2 54.3 45.2 41.7 38.2 34.6 30.9 27.2

82.5° 172.4 159.0 146.4 133.4 120.1 106.3 92.2 77.8 63.1 48.1 40.7
80° 292.6 269.1 244.7 219.5 193.5 167.3 148.5 129.3 109.7 89.7 69.5

77.5° 418.8 386.4 352.8 320.8 288.4 255.0 220.9 186.0 156.0 131.1 105.8

75° 549.6 510.9 470.6 429.0 386.1 342.6 301.6 259.8 217.2 173.8 141.8

72.5° 673.8 630.4 585.5 538.9 489.0 437.7 385.1 333.0 283.3 232.9 181.7

70° 805.7 749.4 696.0 643.1 588.6 532.2 472.3 411.1 348.8 291.2 232.9

67.5° 944.3 880.8 815.2 747.6 684.6 621.8 557.7 489.7 419.8 348.8 283.3
65° 1123.9 1031.2 937.9 862.8 785.6 709.7 638.5 566.0 489.7 411.1 333.0

62.5° 1322.0 1199.8 1094.3 985.8 891.5 804.7 718.1 638.5 557.7 472.3 385.1
60° 1543.9 1402.8 1257.3 1132.5 1011.2 901.1 804.7 709.7 621.8 532.2 437.7

57.5° 1798.7 1615.1 1451.7 1289.8 1145.2 1011.2 891.5 785.6 684.6 588.6 489.0
55° 2071.1 1858.2 1654.6 1468.1 1289.8 1132.5 985.8 862.8 747.6 643.1 538.9

52.5° 2397.8 2123.1 1878.2 1654.6 1451.7 1257.3 1094.3 937.9 815.2 696.0 585.5
50° 2743.5 2424.1 2123.1 1858.2 1615.1 1402.8 1199.8 1031.2 880.8 749.4 630.4

47.5° 3105.6 2743.5 2397.8 2071.1 1798.7 1543.9 1322.0 1123.9 944.3 805.7 673.8
45° 3466.1 3074.3 2681.8 2319.2 1976.3 1700.2 1446.7 1213.4 1024.2 860.0 715.5

42.5° 3818.4 3400.9 2981.0 2559.3 2189.3 1857.7 1566.7 1318.8 1101.3 912.0 758.7
40° 4145.2 3719.5 3271.5 2826.8 2402.2 2009.9 1701.9 1423.0 1175.2 966.9 802.1

37.5° 4458.3 4017.9 3556.4 3083.0 2614.0 2196.7 1833.5 1522.3 1250.7 1029.1 843.4
35° 4726.1 4297.6 3828.3 3331.3 2839.0 2374.3 1958.5 1623.6 1335.0 1088.1 882.5

32.5° 4978.8 4553.9 4076.1 3569.9 3051.9 2542.2 2097.5 1730.2 1414.5 1143.7 919.4
30° 5200.3 4776.1 4308.8 3794.6 3254.0 2723.2 2240.8 1830.1 1488.9 1195.7 956.3

27.5° 5403.0 4984.5 4521.4 3998.0 3446.8 2894.0 2374.3 1923.1 1558.1 1248.7 998.4
25° 5586.8 5164.6 4700.3 4184.1 3625.3 3051.9 2497.6 2009.9 1630.3 1305.1 1037.1

22.5° 5743.9 5325.5 4864.7 4354.9 3788.9 3196.6 2619.3 2111.4 1700.2 1356.5 1072.4
20° 5886.9 5471.7 5013.9 4506.3 3933.2 3331.3 2737.7 2203.0 1763.3 1402.8 1104.2

17.5° 6013.5 5596.6 5136.6 4628.6 4059.4 3451.4 2843.0 2284.4 1819.3 1444.0 1132.5
15° 6117.2 5700.3 5242.1 4735.7 4169.8 3556.4 2935.0 2355.6 1868.3 1479.9 1157.1

12.5° 6206.1 5789.1 5332.3 4827.1 4264.0 3645.9 3013.4 2416.1 1909.9 1510.4 1178.0
10° 6279.6 5862.4 5406.7 4902.4 4341.6 3719.5 3077.8 2465.9 1944.1 1535.5 1195.3

7.5° 6337.2 5919.8 5465.0 4961.4 4402.3 3777.1 3128.2 2504.8 1970.8 1555.1 1208.7
5° 6378.7 5961.1 5506.8 5003.7 4445.9 3818.4 3164.3 2532.7 1990.0 1569.2 1218.3

2.5° 6403.7 5986.0 5532.0 5029.2 4472.1 3843.2 3186.1 2549.4 2001.5 1577.6 1224.1
0° 6412.0 5994.3 5540.4 5037.7 4480.8 3851.5 3193.3 2555.0 2005.3 1580.4 1226.0

-2.5° 6403.7 5986.0 5532.0 5029.2 4472.1 3843.2 3186.1 2549.4 2001.5 1577.6 1224.1
-5° 6378.7 5961.1 5506.8 5003.7 4445.9 3818.4 3164.3 2532.7 1990.0 1569.2 1218.3

-7.5° 6337.2 5919.8 5465.0 4961.4 4402.3 3777.1 3128.2 2504.8 1970.8 1555.1 1208.7
-10° 6279.6 5862.4 5406.7 4902.4 4341.6 3719.5 3077.8 2465.9 1944.1 1535.5 1195.3

-12.5° 6206.1 5789.1 5332.3 4827.1 4264.0 3645.9 3013.4 2416.1 1909.9 1510.4 1178.0
-15° 6117.2 5700.3 5242.1 4735.7 4169.8 3556.4 2935.0 2355.6 1868.3 1479.9 1157.1

-17.5° 6013.5 5596.6 5136.6 4628.6 4059.4 3451.4 2843.0 2284.4 1819.3 1444.0 1132.5
-20° 5886.9 5471.7 5013.9 4506.3 3933.2 3331.3 2737.7 2203.0 1763.3 1402.8 1104.2
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
47.5° 50° 52.5° 55° 57.5° 60° 62.5° 65° 67.5° 70° 72.5°

-22.5° 5743.9 5325.5 4864.7 4354.9 3788.9 3196.6 2619.3 2111.4 1700.2 1356.5 1072.4

-25° 5586.8 5164.6 4700.3 4184.1 3625.3 3051.9 2497.6 2009.9 1630.3 1305.1 1037.1
-27.5° 5403.0 4984.5 4521.4 3998.0 3446.8 2894.0 2374.3 1923.1 1558.1 1248.7 998.4

-30° 5200.3 4776.1 4308.8 3794.6 3254.0 2723.2 2240.8 1830.1 1488.9 1195.7 956.3
-32.5° 4978.8 4553.9 4076.1 3569.9 3051.9 2542.2 2097.5 1730.2 1414.5 1143.7 919.4

-35° 4726.1 4297.6 3828.3 3331.3 2839.0 2374.3 1958.5 1623.6 1335.0 1088.1 882.5

-37.5° 4458.3 4017.9 3556.4 3083.0 2614.0 2196.7 1833.5 1522.3 1250.7 1029.1 843.4

-40° 4145.2 3719.5 3271.5 2826.8 2402.2 2009.9 1701.9 1423.0 1175.2 966.9 802.1

-42.5° 3818.4 3400.9 2981.0 2559.3 2189.3 1857.7 1566.7 1318.8 1101.3 912.0 758.7

-45° 3466.1 3074.3 2681.8 2319.2 1976.3 1700.2 1446.7 1213.4 1024.2 860.0 715.5
-47.5° 3105.6 2743.5 2397.8 2071.1 1798.7 1543.9 1322.0 1123.9 944.3 805.7 673.8

-50° 2743.5 2424.1 2123.1 1858.2 1615.1 1402.8 1199.8 1031.2 880.8 749.4 630.4
-52.5° 2397.8 2123.1 1878.2 1654.6 1451.7 1257.3 1094.3 937.9 815.2 696.0 585.5

-55° 2071.1 1858.2 1654.6 1468.1 1289.8 1132.5 985.8 862.8 747.6 643.1 538.9
-57.5° 1798.7 1615.1 1451.7 1289.8 1145.2 1011.2 891.5 785.6 684.6 588.6 489.0

-60° 1543.9 1402.8 1257.3 1132.5 1011.2 901.1 804.7 709.7 621.8 532.2 437.7
-62.5° 1322.0 1199.8 1094.3 985.8 891.5 804.7 718.1 638.5 557.7 472.3 385.1

-65° 1123.9 1031.2 937.9 862.8 785.6 709.7 638.5 566.0 489.7 411.1 333.0
-67.5° 944.3 880.8 815.2 747.6 684.6 621.8 557.7 489.7 419.8 348.8 283.3

-70° 805.7 749.4 696.0 643.1 588.6 532.2 472.3 411.1 348.8 291.2 232.9
-72.5° 673.8 630.4 585.5 538.9 489.0 437.7 385.1 333.0 283.3 232.9 181.7

-75° 549.6 510.9 470.6 429.0 386.1 342.6 301.6 259.8 217.2 173.8 141.8
-77.5° 418.8 386.4 352.8 320.8 288.4 255.0 220.9 186.0 156.0 131.1 105.8

-80° 292.6 269.1 244.7 219.5 193.5 167.3 148.5 129.3 109.7 89.7 69.5
-82.5° 172.4 159.0 146.4 133.4 120.1 106.3 92.2 77.8 63.1 48.1 40.7

-85° 88.3 80.2 71.8 63.2 54.3 45.2 41.7 38.2 34.6 30.9 27.2
-87.5° 30.5 29.0 27.5 25.9 24.3 22.6 20.9 19.1 17.3 15.5 13.6

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 11.7 9.8 7.8 5.9 3.9 2.0 0.0
85° 23.4 19.5 15.7 11.8 7.9 3.9 0.0

82.5° 35.0 29.3 23.5 17.6 11.8 5.9 0.0
80° 48.9 38.9 31.2 23.5 15.7 7.8 0.0

77.5° 80.2 54.3 38.9 29.3 19.5 9.8 0.0

75° 111.2 80.2 48.9 35.0 23.4 11.7 0.0

72.5° 141.8 105.8 69.5 40.7 27.2 13.6 0.0

70° 173.8 131.1 89.7 48.1 30.9 15.5 0.0

67.5° 217.2 156.0 109.7 63.1 34.6 17.3 0.0
65° 259.8 186.0 129.3 77.8 38.2 19.1 0.0

62.5° 301.6 220.9 148.5 92.2 41.7 20.9 0.0
60° 342.6 255.0 167.3 106.3 45.2 22.6 0.0

57.5° 386.1 288.4 193.5 120.1 54.3 24.3 0.0
55° 429.0 320.8 219.5 133.4 63.2 25.9 0.0

52.5° 470.6 352.8 244.7 146.4 71.8 27.5 0.0
50° 510.9 386.4 269.1 159.0 80.2 29.0 0.0

47.5° 549.6 418.8 292.6 172.4 88.3 30.5 0.0
45° 585.3 450.0 315.2 189.4 96.0 32.0 0.0

42.5° 619.6 479.8 336.9 205.6 103.5 33.3 0.0
40° 652.3 508.3 358.6 221.1 110.5 34.6 0.0

37.5° 683.4 535.4 380.2 235.8 117.3 35.9 0.0
35° 712.8 560.3 400.6 249.7 123.6 37.0 0.0

32.5° 741.6 583.2 419.8 262.7 129.6 38.1 0.0
30° 770.9 604.7 437.8 274.9 135.2 39.1 0.0

27.5° 798.2 624.7 454.5 286.2 140.3 40.1 0.0
25° 823.3 643.0 469.8 296.6 145.1 41.0 0.0

22.5° 846.2 659.7 483.7 306.1 149.4 41.8 0.0
20° 866.8 674.8 496.3 314.6 153.3 42.5 0.0

17.5° 885.1 688.1 507.5 322.2 156.8 43.1 0.0
15° 901.1 699.8 517.2 328.8 159.8 43.7 0.0

12.5° 914.7 709.7 525.4 334.4 162.4 44.1 0.0
10° 925.8 717.8 532.2 339.0 164.5 44.5 0.0

7.5° 934.5 724.1 537.5 342.6 166.1 44.8 0.0
5° 940.7 728.7 541.3 345.1 167.3 45.0 0.0

2.5° 944.5 731.4 543.5 346.7 168.0 45.2 0.0
0° 945.7 732.3 544.3 347.2 168.2 45.2 0.0

-2.5° 944.5 731.4 543.5 346.7 168.0 45.2 0.0
-5° 940.7 728.7 541.3 345.1 167.3 45.0 0.0

-7.5° 934.5 724.1 537.5 342.6 166.1 44.8 0.0
-10° 925.8 717.8 532.2 339.0 164.5 44.5 0.0

-12.5° 914.7 709.7 525.4 334.4 162.4 44.1 0.0
-15° 901.1 699.8 517.2 328.8 159.8 43.7 0.0

-17.5° 885.1 688.1 507.5 322.2 156.8 43.1 0.0
-20° 866.8 674.8 496.3 314.6 153.3 42.5 0.0
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Classified#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P645510 (CONVERTED FROM TYPE C PHOTOMETRY)

CATALOG NUMBER: GFLD-SA5B-750-U-LAM-XX

CANDELA DISTRIBUTION (continued):
75° 77.5° 80° 82.5° 85° 87.5° 90°

-22.5° 846.2 659.7 483.7 306.1 149.4 41.8 0.0

-25° 823.3 643.0 469.8 296.6 145.1 41.0 0.0
-27.5° 798.2 624.7 454.5 286.2 140.3 40.1 0.0

-30° 770.9 604.7 437.8 274.9 135.2 39.1 0.0
-32.5° 741.6 583.2 419.8 262.7 129.6 38.1 0.0

-35° 712.8 560.3 400.6 249.7 123.6 37.0 0.0

-37.5° 683.4 535.4 380.2 235.8 117.3 35.9 0.0

-40° 652.3 508.3 358.6 221.1 110.5 34.6 0.0

-42.5° 619.6 479.8 336.9 205.6 103.5 33.3 0.0

-45° 585.3 450.0 315.2 189.4 96.0 32.0 0.0
-47.5° 549.6 418.8 292.6 172.4 88.3 30.5 0.0

-50° 510.9 386.4 269.1 159.0 80.2 29.0 0.0
-52.5° 470.6 352.8 244.7 146.4 71.8 27.5 0.0

-55° 429.0 320.8 219.5 133.4 63.2 25.9 0.0
-57.5° 386.1 288.4 193.5 120.1 54.3 24.3 0.0

-60° 342.6 255.0 167.3 106.3 45.2 22.6 0.0
-62.5° 301.6 220.9 148.5 92.2 41.7 20.9 0.0

-65° 259.8 186.0 129.3 77.8 38.2 19.1 0.0
-67.5° 217.2 156.0 109.7 63.1 34.6 17.3 0.0

-70° 173.8 131.1 89.7 48.1 30.9 15.5 0.0
-72.5° 141.8 105.8 69.5 40.7 27.2 13.6 0.0

-75° 111.2 80.2 48.9 35.0 23.4 11.7 0.0
-77.5° 80.2 54.3 38.9 29.3 19.5 9.8 0.0

-80° 48.9 38.9 31.2 23.5 15.7 7.8 0.0
-82.5° 35.0 29.3 23.5 17.6 11.8 5.9 0.0

-85° 23.4 19.5 15.7 11.8 7.9 3.9 0.0
-87.5° 11.7 9.8 7.8 5.9 3.9 2.0 0.0

-90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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