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Cooper Lighting Solutions Photometric Lab Scaled Data Report
1121 Highway 74 South

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

Test Information
Test Method: LM-79-08
Report Number: P266214
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-1806-803-10-90°)
Test Lab: INNOVATION CENTER(G2)
Issue Date: 3/3/2020
Manufacturer: COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line: STREETWORKS
Catalog Number: LXF.LXT-AF24-90-D-U-T3-7027
Description: DECORATIVE POST TOP LUMINAIRE
(1) 70 CRI, 2700K, 1180mA LIGHT ENGINE WITH 24 LEDS AND TYPE IIl OPTICS
PHOTOMETRIC DATA REPORTED FOR LOWER HEMISPHERE ONLY. MINIMAL LIGHT IN
UPPER HEMISPHERE NOT REPORTED TO PROVIDE RELEVANT COMPARISON TO
COMPETITIVE OFFERINGS.
Light Source: -
Ballast/Driver: ELECTRONIC DRIVER

Summary
Lumens per Lamp: N/A
Luminaire Lumens: 7509.3 lumens

Efficiency: N/A

Efficacy: 79.9 lumens/watt
Luminous Opening: Rectangular (W 1.17'x L: 1.17'x H: 0')
IES Classification: Type IV - Medium - Non-Cutoff
BUG Rating: B2-UO0-G2

Input Watts (W): 94

Input Voltage (V): NR

Input Current (Ain): NR

Voltage Rise (V): NR

Power Factor: NR

Total Harmonic Distortion (THDi): NR

Frequency (hertz): 60

Stabilization Time: NR

Operation Time: NR

Ambient Temperature (°C): NR
Test Distance: 28.75FT
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REPORT NUMBER: P266214
CATALOG NUMBER: LXF.LXT-AF24-90-D-U-T3-7027

Transverse Distance in Units of Mounting Height
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Longitudinal Distance in Units of Mounting Height

Based on 10 foot mounting height. Maximum calculated value = 9.9 fc
Type IV - Medium - Non-Cutoff
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Luminous Intensity Polar Plot

180°
170°
4,667 cd 160°
150°
140°
3,500 cd
130°
2,333 cd 120°
110°
1,167 cd
100°
- iy gy, I d o,
e 0ca - ==~ 90°
-
L d
;
/
,' 80°
! }
\ /’ 20°
|\ ol \\x !
\ -~ S )
\ ,¢’ \\~ ’l
\\---_—__¢’ ~~~~~—___/, 60
50°
40°
30°
20°

Vertical Plane Through 60-Deg Lateral

10°

=== Horizontal Cone Through 72-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

4 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P266214
CATALOG NUMBER: LXF.LXT-AF24-90-D-U-T3-7027

FLUX DISTRIBUTION:

Scaled Data Report

@ C

OOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 1583.0 0.0 1583.0
% Fixture 21.1 0.0 21.1
Street Side Lumens 5926.3 0.0 5926.3
% Fixture 78.9 0.0 78.9
Total Lumens 7509.3 0.0 7509.3
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.9
l 78.6%
ZONAL LUMENS: 0.8
Zone Lumens % Fixture i el
0°-10° 47 01 _ /
10°-20° 76.6 1.0 0.7
20°-30° 303.6 4.0 . /
30°-40° 668.8 8.9 ] /
40°-50° 1135.9 15.1 06
50°-60° 1700.9 22.7 ]
60°-70° 2062.9 27.5
70°-80° 1371.0 18.3 05 |
80°-90° 184.8 2.5 ]
90°-100° 0.0 0.0
100°-110° 0.0 0.0 1
110°-120° 0.0 0.0 0.4 1
120°-130° 0.0 0.0
130°-140° 0.0 0.0 .
140°-150° 0.0 0.0 0.3
150°-160° 0.0 0.0 |
160°-170° 0.0 0.0 ]
170°-180° 0.0 0.0 0.2 o= IR PRPRSYY
0°-90° 7509.3 100.0 ] Sl 20.7%
0°-180° 7509.3 100.0 ] Pl
01
o t—— —— ——
0 1 2 3 4 5
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REPORT NUMBER: P266214
CATALOG NUMBER: LXF.LXT-AF24-90-D-U-T3-7027

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 204.9 2.7
FM (30°-60°) 2680.9 35.7
FH (60°-80°) 2906.1 38.7 G2/5000
FVH (80°-90°) 134.4 1.8 G2/225
BL (0°-30°) 180.0 2.4 B1/500
BM (30°-60°) 824.8 11.0 B1/1000
BH (60°-80°) 527.8 7.0 B2/1000 G2/1000
BVH (80°-90°) 50.3 0.7 G1/100
UL (90°-100°) 0.0 0.0 uo/o
UH (100°-180°) 0.0 0.0 uo/o
BUG Rating: B2-U0-G2
Type IV Medium
2,906 Im
2,180 Im
1,453 Im
727 Im
100° 100°
90° 90°
BVH
80° 80°
BH
60°
BM
BL FL FORWARD
BACKLIGHT 30° 30° LIGHT
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Cooper Lighting Solutions Photometric Lab Scaled Data Report

1121 Highway 74 South
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P266214
CATALOG NUMBER: LXF.LXT-AF24-90-D-U-T3-7027

CANDELA DISTRIBUTION (FULL):

0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

0° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
2.5° 0.0 0.0 0.0 0.9 0.9 0.9 0.9 0.9 1.6 1.6 1.6
5° 118.3 109.0 48.9 38.5 28.2 6.8 2.5 2.5 1.6 1.6 1.6
7.5° 131.3 131.3 130.4 1321 1321 119.3 30.1 11.1 4.3 2.5 1.6
10° 136.5 135.6 133.8 134.7 135.6 135.6 130.4 79.8 25.0 5.1 4.3

12.5° 245.3 244.5 239.4 174.2 144.2 142.4 144.9 132.9 118.3 45.5 110.8
15° 279.7 280.6 275.4 274.5 256.6 161.2 224.8 249.6 291.7 213.6 249.6
17.5° 334.6 340.6 310.6 301.1 295.2 321.8 320.1 317.5 325.1 251.3 280.6
20° 522.5 525.1 493.3 396.4 338.9 422.2 386.1 347.5 363.9 450.4 513.1
22.5° 604.9 607.4 586.1 556.1 537.9 464.2 493.3 531.1 542.2 601.4 586.1
25° 791.9 791.9 701.8 642.6 689.0 558.6 651.2 650.4 609.2 658.9 733.6
27.5° 970.3 966.9 944.7 881.1 775.6 819.3 733.6 725.9 806.5 906.0 927.5
30°( 1094.0 1086.2 1025.2 10374 954.1 912.0 905.2 968.7 985.8 960.1 1015.1
32.5°] 1372.8 1370.3 1318.7 1152.3 1140.3 1018.5 1104.2 1051.8 1080.2 1263.8 1331.6
35°( 1582.2 15779 14689 13744 1257.8 1253.6 1209.7 1341.0 1365.1 13744  1450.0
37.5°1 1927.0 1947.6 1850.7 1523.9 1432.0 1361.7 1440.6 14774 1486.1  1555.5 1587.2
40°] 2186.1 2159.5 2058.3 1808.6 1602.8 1535.8 1585.6 1606.2 1620.7 1717.6 1742.6
42.5°| 2494.2 2471.0 23285 20583 18773 1776.0 1767.4 1731.5 1758.1 18919 1917.6
45°1 2774.8 2760.1 2628.0 23115 2143.3 1993.1 1953.6 1896.1 1914.2 2056.6 2123.6
47.5°| 2979.0 2958.4 2892.4 2580.8 2480.5 2255.6 2153.5 2083.2 2060.9 22411 2356.1
50°| 32219 3176.2 31214 2835.7 27456 2580.0 2351.0 22926 2259.1 2453.0 2614.2
52.5°] 3363.3 3286.1 3270.6 3073.3 2954.0 2863.2 2559.5 2519.0 2509.7 2698.4  2907.8
55°| 3284.5 3268.2 3341.1 32415 3142.0 3060.4 2779.0 27757  2810.7 29729 3222.6
57.5°1 3124.8 3143.7 33059 3325.5 3329.8 3260.4 3040.8 3079.3 31609 32913 3563.2
60°( 2965.2 2996.9 3212.2 3347.1 3442.2 3462.0 3335.0 3413.1 3481.7 3589.0 3921.0
62.5°| 27241 27439 3003.8 3299.8 3450.8 3637.1 36559 3764.8 3823.2 39235 42514
65° 2449.6 24513 2706.1 31154 34414 3766.7 3933.9 4090.1 4159.5 4212.0 4473.6
67.5°| 2133.8 21527 2366.3 2813.3 3331.6 3864.4 42204 4371.5  4423.0 4345.7 44933
70°| 16859 1693.7 1847.3  2252.2 2963.5 3860.9 4502.8 4585.0  4557.7 4385.3 4314.0
72°| 1117.1 1124.0 12458 16054 2394.6 3541.7 4610.9 4666.6 4561.1 4340.6 3976.7
72.5° 947.3 954.1 11145 1425.2 2207.7 34019 4596.3 4661.5  4539.7 4314.0 38584
75° 350.9 357.7 414.4 6444  1212.4 23748 4156.1 43156  4241.1 4006.8 3056.2
77.5° 176.7 178.5 211.0 290.1 499.4 1085.3 3075.1 3372.7  3444.0 32955 2097.8
80° 127.9 130.4 153.6 193.0 296.9 356.1 1535.8 1946.7  2206.7 2137.2 1083.6
82.5° 88.4 90.1 114.2 127.9 205.1 193.9 450.4 725.0 996.9 973.0 410.2

85° 77.3 78.2 89.2 76.4 120.2 99.5 164.7 215.4 253.1 223.9 84.9
87.5° 10.3 11.9 334 25.7 28.2 14.6 20.7 28.2 27.5 19.8 8.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P266214
CATALOG NUMBER: LXF.LXT-AF24-90-D-U-T3-7027

CANDELA DISTRIBUTION (continued):
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67.5°

Scaled Data Report

¥ C

90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
0.9 0.9 0.9 0.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0
0.9 0.9 0.9 1.6 0.9 0.9 0.9 2.5 3.5 43 5.1

1.6 1.6 1.6 1.6 2.5 5.1 403 1338 1459  157.1 1536

43 43 43 43 207 1433 1750 1844  187.8 1912  190.5
102.0  116.7 36.0 215 1321 1862  193.0 2009  206.8  212.8 2119
2540 2583  261.6 2813 2136  205.1  213.6 3484 3732 3793  380.2
282.2 2866 2934 3767 3895 290.1 3552 3809 3844  386.1  387.0
539.7 5431  478.7 4222 4041  509.7 387.8 3853 4437 5199  519.1
5946 5989 5680  610.8 4770 5113 4831 5063  533.7 5329  533.7
730.1 7482 6349 6117 6230 5113 5782 5053 5113 5173  517.3
950.6  954.1  890.6  719.8  612.6 6255 5422 5113 5782  583.4 5843
1013.3 1011.6 9524  767.1 6572  587.8  521.6  560.3 5422 5448  544.8
1361.7 1354.7 12176  760.1  639.2 5354  537.0 5216 5723 5861 5843
1444.8 1433.8 12141  879.4 5946  537.0 4925 5260 5286  531.1  530.2
1551.3 1530.6 11935 8246 6057  497.7 4754 4822 5156 5199  517.3
1693.7 1648.2 11951  765.4  559.5  483.8 4479 4685 4735 4615  454.7
1863.5 1783.8 1190.1 7045 5251  466.8  437.6  433.3 4385 4238 4196
2051.5 1933.1 1178.8  659.7  490.7 4444 4127 4032  411.0  399.8  397.2
22685 2083.2 11841  623.8 4539 4204 3930 3809 3921 3793 3775
2524.1 22317 11823  577.4 4127 3946 3741 3620 3714 3620  361.2
2789.3 23879 11566 5148 3714 3723 3612 3577  380.2 3604  357.7
3057.9 2560.3 1129.1  442.8 3397 3543 3484 3664 3956  359.5  355.2
3322.1  2739.7 10683  379.3 3158 3346 3536  368.0 390.5  359.5  350.1
3583.9 2909.5  938.6  331.1 2934 3209 3527 3629 3639 3543 3484
37940 3038.2  749.0 2977 2763 3114 3449 3475 3449 34677 3432
38747 3033.8 5525 2711 2600 299.4 3321 3373  333.8 3414 3363
37924 28940 3956 2488 2472 2849 3140 3251 3243 3406 334.6
3506.7 25629 3004 2309 2325 2668 2977 3114 3123 3270 3192
3090.4 2169.0 2583 2144  219.6 2557 2858  299.4 2985 3045 = 294.3
2961.8 2047.1 2496 2103 2154 2522 2822 2952 2943 2985 2883
22102 13703 2144 1896  193.0 2334 2660 2738 2711 2651  260.0
1347.8 7181 1827 1715 1742 2093 2445 2453 2402 2309  225.7
6246 3158 1571 1493 1519 1844  212.8 2110 2051 1965  187.0
2505  153.6 1193 1202 1244 1519 1818 1715 1674  183.7 1365
70.3 67.8 70.3 71.2 790 1004 1313 1158  113.2 92.6 86.6
35 43 5.1 9.4 17.2 215 37.8 31.7 33.4 15.5 8.5
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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